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APPLICATION OF JUTE SPRING SILENCERS

ALL CHEVROLET COUPE AND SEDAN STYLES

Two (2) Hoc mings Top AND Two (2) HOG RINGS BOTTOM EACH END.
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APPLICATION OF REAR BODY PILLAR TRIM

eHEVROLET |011-11D-11A-1211-11B, ponTiac 2511-11D
25117 (speciaL TRIM) sTYLES
FIGURE "A" - REAR LOCK PILLAR TRIM COMPLETE

i It
F.5.1110 CEMENT ROLL COATED ON FOUNDATION ONLY.
s e
FOUNDATION WITH F.5.607 CEMENT APPLIED TO FABRIC
e e
OPTIONAL: STITCH BREAKOVER STRIP AND FABRIC TOGETHER

O
FOUNDATION WITH |3 - B 0z. TRIMMERS TACKS
EacH sioe. OPTIONAL: 4585143 staries.
THE PILLAR TRIM IS THEN APPLIED OVER THE
BREAKOVER AND SECURED BY GARNISH MOLDING.

R oY EcTion emE

RIDOLE FISHER BODY DIVISION
R AT R FRONT END, PILLAR, A s Dy DIviSio
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FOLO IN THIS POSITION

SECTION "B-B"

APPLICATION OF TRIM ON LOCK PILLAR
cHEvROLET "I1271" sTyLE

FIGURE "A" - PILLAR TRIM COMPLETE

(D) P1LLAR FOUNDATION. ..5L1ND TACK ALONG FRONT EDGE THRU

FOUNDATION AND TRIM WITH 36 - 6 0z. TRIMMERS TACKS
EACH 'SIDE.

OPTIONAL: 4585143 stapLes.

BLUE WADDING...SECURE OVER FOUNDATION WiTH F.5.607
CEMENT APPLIED TO FOUNDATION SURFACE ONLY.

FOUNDATION AS SHOWN SECTION "B-B'. SECURE IMITATION
LEATHER TO METAL WITH F.s5.607 CEMENT APPLIED TO
IMITATION LEATHER AND METAL SURFACES.

GRAWN BT

FSaysrex [TRNT evopiar | | FISHER BODY DIVISION

[, sHlietigins A GENERAL MOTORS GORPORATION
5759 | | aovm suue wavomo 7o sic. va-a P S Il
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SECTION “B-B"

TUCK THE
LEATHER TaB INTO
CHANNEL .
ONLY,

TMITATION

CHEVROLET

VIEW "F"

VIEW "H"

—

APPLICATION OF WINDLACE
cHEVROLET "I0BADF" ponTiac "2564DF" sTyies

FIGURE "A"™ - WINDLACE COMPLETE

WINOLACE = BELOW INSTRUMENT PANEL...INSERT INTO RETAINING
CHANNEL (secTion "B-B").

WINDLACE AND PILLAR TRIM BELOW INSTRUMENT PANEL...SECURE
FOUNDATION TO IMITATION LEATHER WiTH F.5.| | |0 CEMENT ROLL
COATED ON FOUNDATION SURFACE ONLY. THIS ASSEMBLY IS
STITCHED TO WINDLACE AND TUCKED BETWEEN PILLAR AND
INSTRUMENT PANEL. AT TOP THE WINDLACE IS TO EXTEND UNDER
THE WINDSHIELD MOLDING AS SHOWN.

WINDLACE AT LOCK PILLAR...SECURE TO PILLAR WITH I8 - 4 oz.
TRiMMERS TACKS. OPTIONAL: 463935! stapLes eacH sioe.

AT TOP THE WINOLACE IS TO EXTEND UNDER THE MOLDING.
WINDLACE AT LIFT GATE...SECURE TO TRIM STICK WiTH 20 -

4 0z. trimmers Tacks. OPTIONAL: 463935 stapLes eacH
SIDE. AT TOP THE WINDLACE IS TO EXTEND UNDER THE
MOLDING.

WINDLACE AT SILL...SECURE EACH BOTTOM CORNER OF WINDLACE
WITH CARPET SUPPORT.

wiek [T e FISHER BODY DIVISION

ouEcKeR -,

FRONT END,PILLAR A GENERAL MOTORS GORPORATION

6476

#sv]
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SECTION "C-C*

@O

@ @ ©

VIEW “B"

SEGTION *F-F"

APPLICATION OF WINDLACE
cHEVROLET "I1037" ponTiac "2537D" sTyvLes

FIGURE "A" - WiNDLACE ASSEMBLY COMPLETE
3E~Leay
WINDLACE - BELOW INSTRUMENT PANEL...INSERT INTO
RETAINING CHANNEL (secTion "C-C")

WINDLAGE AND PILLAR TRIM BELOW INSTRUMENT PANEL...
SECURE FOUNDATION TO IMITATION LEATHER WiITH
F.5.1110 CEMENT ROLL COATED ON FOUNDATION SURFACE
ONLY. THIS ASSEMBLY IS STITCHED TO WINDLACE AND
TUCKED BETWEEN PILLAR AND INSTRUMENT PANEL. AT TOP
THE WINDLACE 1S To EXTEND UNDER THE WINDSHIELD
MOLDING AS SHOWN.

S
WINDLACE AT ROOF RAIL...SECURE TO TRIM STICK ACROSS /g
ROOF RAIL WITH B0 - 2 1/2 0z. TRIMMERS TACKS.  JT3((g
(OPTIONAL: 4639351 stapLes). "
WINDLACE AT LOCK PILLAR...SECURE METAL PLATE TO
TOP OF PILLAR WITH Two (2) SCREWS. SECURE TO PILLAR
with 16 = 4 0z. TRIMMERS TACKS.
OPT I ONA 4639351 stapLes.

WINDLACE AT SILL...SECURE EACH BOTTOM CORNER OF -
WINDLACE WITH CARPET SUPPORT AS sHown (views "G" - "H").

SHROUD FOUNDATION...REFER To PAGE 459.

T S TRTr
T | FRONT END,PLLAR A FISHER BEDY 0
4430 Y orse| Vo o RS, oo oy sz B ease| | © WNDLACE ENGINEERING
97g27 |5 > 59| mecenses T T e e e 46
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_~VIEW "F"

VIEW "E"
APPLICATION OF HEADLINING

cHevroLET "10370" ponTiac "2337SD" sTviLes

FIGURE "A™ - HEADLINING TRIM COMPLETE

MER)TAS CLOTH...SECURE A STRIP TO THE DS/DENER OVER AREA TO 8E COVERED|
BY EXPOSED BOWS WITH F.5.B07 CEMENT APPLIED TO THE MERITAS CLOTH ALD
CEMENTING SURFACES.,

LISTING POCKETS #1, #2, ANO jf3...STITCH LISTING TO HEADLINING FORUING
A POCKET. THE DISTANCE FRONM THE STITCH TO THE END OF THE POCKET 1UST
s 1/2" pLus O minus 1/167,

EXPOSED BOWS...STITCH FOUNDATION TO HEADLINING AS SHOWN AND INSERT
INTO METAL BOW.

LILTING IRE #| ... INSERT METAL THIM3LES INTO ROOF RAIL. TILT #2 AND
#3 WIRE TO REAR, INSERT (NTO ROOF RAIL HOLES, AND SWING WIKE IN
UPRIGHT POSITION IN NOTCH. SECURE METAL BOWS IN POSITION TO RUOF RAIL
WiTH SCREWS. TILT #| WIRE TO REAR, INSERT INTO METAL THIMBLES, AuD
LWING WIRE IN UPRIGHT POSITION.

HEADL INING...PRIOR 10 INSTALLING THE WEADLINING, APPLY F.5. BO7 cenent
To TRIM STICK IN REAR WINDOW, AND WINDSHIELD OPENINGS. APPLY F.5,1139)
CEMENT TO THE MEADLINING AREA THAT IS TO 9€ SECURED. APPLY AND SECURE
)N REAR WINDGW WiTh 42 - 2 02, TRINMERS TACKE, AT &INDSMIELD &1 TH 36 -
2 0z. TAINNERS TACKS, ANDALONG SIDE ROOF RAtL WiTh 70 - 2 1/2 oz,
THIMMERS TacK<.

OPTIUNAL: 4985142 sTapLes.

WHEN USING F.5, [ 168 cemEnT wiTH
F.5.607 AND THE TACK RANGE IS
EXCEEDED, REACTIVATE THE F.s5.607
wiTH 7.5.1087 SoLvenT.

[P B e venson|*Ton F FISHER BODY DIVISION
e 2., | HEADLINING & GENERAL MOTORS GORPORATION
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([ soeas, 58600, 5327 PREvIOUSLY mmiEASED, P P rcvacke g

FGoko [carsd] RELerseD ;z 1955 |orse 3850203

RELEASE | OATE CHANGES





image101.jpeg
pockeT #1

POCKET #2
1/ pocker #3

rocker 44

VIEW “E*

"SECURE HEADLINING UNDER
PILLAR TRIM WITH F.5.607
CEMENT APPLIED TO BOTH
SURFAcEs,"

VIEW “p*

APPLICATION OF HEADLINING

CHEVROLET "1019-19D-1219", ponTiac "2513-19D-2819D-19SD -
2519" (speciaL TRIM) STYLES
FIGURE "A" - WEADLINING TRIN COMPLETE

PILLAR TRIM ASSEMBLY...SECURE FABRIC TO
FOUNDATION WiTH F.5.| 110 GEMENT ROLL COATED
ON FOUNDATION SURFACE. SECURE THIS ASSEMBLY
T0 PILLAR WITH F.5.507 CEMENT APPLIED TO BACK
OF ASSEMBLY AND CEMENTING SURFACES.

LisTiNG POCKETS £, #2, #4, #5, #6, Ano #7...sTiTcH
LISTING TO HEADLINING FORMING A POCKET. THE
DISTANCE FROM THE STITCH TO THE END OF THE POCKET
must B |/2" pLus O" minus |/16". LisSTING POCKET
#3 wust 8 5/8" »Lus 1/16" minus 0"

TILT WIRE TO THE REAR, INSERT IN ROOF RAIL WOLE, ND
SKING WIRE IN UPRIGHT POSITION INTO NOTCH.
HEADLINING...PRIOR TO INSTALLATION APPLY F.$.607
CEMENT TO TRIM STICK IN REAR 1%00W

QUARTER WINDOW AND WINDSHIELD. ALSO APPLY
7.5.607 CEWENT TO THE HEADLINING AREA THAT 15 TO
3E SECURED. APPLY AND SECURE (N REAR WINDOW
OPENING WITH 42 = 2 0Z. TRIMMERS TACKS, AND IN
WINDSHIELD OPENING WITH 34 - 2 0Z. TRIMNERS TACKS.
SECURE OVER FRONT AND RE/R DOOR, AND AT TOP OF
QUARTER WINDOW WITH PRONGS On RETA4INER {OPTIONAL:

4585142 srapLes).

O ® ©

[ORARR &Y | ¢y [ECTIOR EnE

FISHER BODY DIVISION
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“view

ngn

rocker j1 /\

VIEW “c*

"SECURE HEADLINING UNDER
PILLAR TRIM WITH F.5.607
CEMENT APPLIED TO BOTH

sureaces."

FOR IMITATION LEATHER HEADLINING
use F.s.1138 cement.

APPLICATION OF HEAULINING

cHevroLET 101 T-11A=1211-118". ponTiac "25I1-11D"
2501 (spEciaL TRiM) sTvLes
FIGUKE "A"™ - WEADLINING TRIM COMPLETE

FELT FILLER...PRIOR TO HEADLINING INSTALLATION SECURE A
PIZCE OF FELT AT TOP OF PILLAR AS SHOWN WITH F.5.607 CEMENT
APPLIED TO FELT AND CEMENTING SURFACES.

PILLAR TRIM ASSEMBLY...SECURE FASRIC TO FOUNDATION WITH
F.5.1110 CEMENT ROLL COATED ON FOUNDATION SURFACE.
SECURE THIS ASSEMSLY TO PILLAR WiTH F.5.607 cement
APPLIED TO BACK OF ASSEMBLY AND CEMENTING SURFACES.

LisTing pockeTs #l, #2, #4, #5, #6, an0 #7...sTiTCH LisTing
TO HEADLINING FORMING A POCKET. THE DISTANCE FROM THE STITCH
To THE END OF THE POCKET MuST BE |/2" pLus O" minus /16",
LisTinG PockeT #3 musT ae 5/6" pLus I/1b" minus O".

TILT WIRE TO THE REAR, INSERT IN ROOF RAIL HOLE, AND

SWING WISE IN UPRIGHT POSITION INTO NOTCH.
HEADLINING...PRIOR TO INSTALLATION APPLY F.5.607 CEMENT

TO TRIMSTICK IN REAR WiNDOW, QUARTER WINDOW

AND WINDSHIELD. ALSO APPLY F.5.607 CEMENT TO THE HEADLINING
AREA THAT IS TO BE SECURED. APPLY AND SECURE IN REAR WINDOW
OPENING WiTH 42 - 2 0Z. TAIMMERS TACKS, IN QUARTER WINDOW
0PENING WiTH 26 = 2 0Z. TRIMMERS TACKS, AND IN WINDSHIELD
OPENING wiTH 30 = 2 0Z. TRIMMERS TACKS. SECURE OVER FRONT
DOOR WITH PRONGS ON RETAINER.

OPTION/L: 4585142 sTapLes

6074 [s-m-sc] sruixs waviseD. R s P i e [ FISHER BODY DIVISION
L - e GENERAL MOTORS CORPORATION
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APPLICATION OF HEADLINING

cHevRoLET "I062F-62DF" ponTiAc "2562-62DF
2562" (speciaL TRIM) STYLES
FIGURE "A" - HEADLINING TRIM COMPLETE

() tistine rockers £1, #2, #4, #7, i#B, #9...sTiToH
LISTING 70 HEADLINING FORMING A POGKET. THE
O1STANGE FROM THE STITOH TO THE END OF THE ROCKET
musT BE /2" pLus O" minus 1/16", LISTING POCKETS
#3, #5, #6 wusT Be 5/8" pLus /16" minus O".

TILT WIAE TO THE REAR, INSEAT [N ROOF RAIL HOLE, AND
SHING WIRE 1N UPRIGHT POSITION INTO NOTCH.

(3) HenoLiniNG...PRIOR To INSTALLATION APPLY F.5.507
CEMENT TO TRIM STICK IN LIFT GATE OPENING, TOP OF
QUARTER WINDOW OPENING, AND IN WINDSHIELD OPENING.
ALSO APPLY F.S.||38CEMENT TO THE HEADLINING AREA
THAT 1S TO BE SECURED. APPLY AND SECURE IN LIFT
GATE OPENING WITH 30 - 2 1/2 0z. LACE TACKS, OVER
QUARTER WINDOW WITH |5 - 2 02. LACE TACKS, AND IN
WINDSHIELD OPENING WITH 34 - 2 0. LACE TACKS.
SECURE OVER FRONT AND REAR DOORS WITH PRONGS ON
ReTainer. (OPTIONWAL: 4585142 stapLes).

A revenson. ["TER NG & | FISHER BODY DIVISION
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APPLICATION OF EADLIIING

CHEVROLET "IU63F-1263F" ponTiac "2563F
2563F" (SPECIAL TRIM) STYLES
FIGURE "A" - WEADLINING TRIM COMPLETE

Listing pockers 41, #2, #A, #6, #7, #6, #9...sTiTen
LISTING TO HEADLINING FORMING A POCKET. THE
DISTANCE FROM THE STITCH TO THE END OF THE POCKET
wust 8e 1/2" pLus O" minus 1/16%. (istinG rockeTs
#3 wno #5 must e 5/8" pius 1/16" minus O".

TILT WIRE TO THE REAR, INSERT IN ROOF RAIL HOLE, AND
SWING WIRE IN UPRIGHT POSITION INTO NOTCH.

HEADLINING. ..PRIOR TO (NSTALLATION APPLY F.5.6U7
CEMENT TO TRIM STICK IN LIFT GATE OPENING, TOP OF
QUARTER WINDOW, AND WINOSHIELD OPENING. ALSO APPLY
F.5.1138CEMENT TO THE HEADLINING AREA THAT IS TO @€
SECURED. APPLY AND SECURE IN LIFT GATE OPENING
WITH 3U - 2 1/2 02. LACE TACKS, OVER QUARTER %INDO.
WITH 22 - 2 0Z. LACE TACKS, AND IN WINDSHIELD
OPENING WITH 34 - 2 0Z. LACE TACKS. SECURE OVER
FRONT DOOR & ITH PRONGS ON RETAINER. (OPTIUNAL:
1585142 staries).

402f |svvor]| sToEs mvism. . TS OO o R FISHER BODY DIVISION
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i
I

VIEW "E*

VIEW “¢"

APPLICATIOl OF HEADLINING
cHeEVROLET "I1271" sTvie

FIGURE "A" - WEADLINING TRIM COMPLETE

(D) crierine pockers 41, 40, #, #7, #6...s17on LisTing 1o
HEADLINING FORMING A POCKET. THE DISTANGE FROM THE STITCH
TO THE END OF THE POCKET musT 4€ |/2" eLus O" minus 1/16". .
LisTing pocker #3, #5, #6 wust se 5/8" rLus 1/16" winus O,
LISTING WIRES. .. INSERT INTO LISTING POCKET, TILT WIRE To
THE REAR, INSERT IN AOOF RAIL HOLE, AND SWING WIRE IN
UPRIGHT POSITION 1ETO FOTCH.

@ ®

HEADLINING...PRIOR TO INSTALLATION APPLY F.5.507 CEMENT TO
TRIM STICK AT REAR DOOR, ALONG EACH SIDE AND IN WINDSHIELD
OPENING. ALSO APPLY F.5.!138 CEMENT TO THE HEADLINING AREA
THAT IS TO 9 SECURED. SECURE AT REAR DOOR OPENING WITH
A0 - 2 0z. TRIMVMERS TACKS, ALONG SIDE wiTh 96 - 2 1/2 oz.
TRINNERS TACKS EACH SIDE AND N WINDSMIELD OPEKING WiITH

34 - 2 0z. TRIMNERS TACKS. SECURE OVER FRONT DOOR WITH

36 - 2 1/2 oz. teimens Tacky eacw sioe. OPTIONAL: 4585142
Tarces,
A7 [Sveh | Tt e o orex [ ieaounine & | | FISHER BODY DIVISION
56§84 |fr3fss | wors wvisED. =T GENERAL MOTORS GORPORATION
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VIEW

A

APPLICATION OF TRIii ON FRONT SEAT CUSHION

cHevROLET "I011-37" stvLes

JUTE SPRING SILENCERS...FOR APPLICATION REFER TO
pace 104.

FRONT CORNER REINFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT BOTTOM
TO FRAME Wi TH THREE (3) KOG RINGS EACH FRONT
CORNER.

L ATTACH TO TOP
FRONT TEN

UUTE PAD WITH PLASTIC INSULATOR.
BORDER WIRE WITH HOG RINGS AS FOLLOWS:
(10), rear 7en (10), enos rour (4) eacH.
3 1/2" - 3 1/2 0z. #3 cOTTON BATT.:.PLASE OVER
JUTE FOUNDATION PAD ACROSS FRONT. BATT IS OPENED
ONE-THIRD.

RUBBER PAD...PLACE OVER BATT AND FOUNDATION PAD.
DOUBLE FREE TAPE UNDER AND ATTACH TO SPRINGS WITH
HOG RINGS AS FOLLOWS: FRONT FOURTEEN (14), REAR
Ten (10), enos Five (5) eacw. see view "A". Fomr
HOG RING LOCATIONS see PAaGe 100.

REAR FACING - TOP...INSERT WIRES IN POCKETS AND
ATTACH To SPRINGS WiTH six (6) Hoo mines EacH
SIDE OF HINGE SUPPORT. SEE VIEW "A",

Q)

@®

®06

6 1/2" = 9 1/2 oz. #3 COTTON BATT...PLACE ON EACH
FRONT GORNER AS SHOWN.

FRONT FACING...INSERT WIRE IN POCKET AND ATTACH
TO LANCED TABS (N SPRING FRAME wiTH TweLve (12)
HOG RINGS.

END LISTING...INSERT WIRE IN POCKET AND ATTACH
7o sPRINGS WiTH TWo (2) HOG RINGS EACH END.

END FACINGS...INSERT WIRE IN POCKET AND ATTACH

TO SLOTS AND LANCES IN SPRING FRAME WITH TEN

(10) Hoe RinGs EAcH END. ENDs one (1) Woe RiNG
EACH.

BLUE WADDING. BACK OF SPRING FRAME AS
SHOWN..

LARPLY TO

REAR FACING — BOTTOM...INSERT WIRE IN POCKET
AND ATTACH TO SPRINGS WiTH SEVEN (7) HOG RINGS,
TO FRAME ENDS,TWO (2) EACH, TOE GUARD ENDS TWO
(2) eacH, TOE GUARD REAR CORNERS TWo (2) EACH.
FOR ADDIT|ONAL INFORMATION SEE PAGE |0I.

o e R [T NT sear | | FISHER BODY DIVISION
Za5¢ lvapa] 0T s70% . =7 8 CUSHION A “ENGINEERING DIVISION "
5245 |isus-3¢) TOE_GUARD CORNERS HOG RINGS ADDED. PPl acte] sernart. meniean
Jr0%0 |o25s¢| reLeasen B Z 33 [MANUAL WO, 3
ReLEase | oatE CHANGES B 7 # |955 5-7-54| 4650203 l05
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s
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FOR REAR WINDOW OPENING
REFER TO PAGE 5068

VIEW "F"

VIEW"G"

APPLICATION OF HEADLINING
cHEVROLET "IOBADF" ponTiAc "2564DF" stvies

FIGURE "A" - HEADLINING TRIM COMPLETE

@ BARRIER STRIP...viEws "E"-"G"-"J"-"H" (4" wioE

stRIP) views "F" (1 1/2" wioe stRir) secure
OvER DEADENER, (VIEWS "F" SECURE OVER SPACER)
WiTH F.5.607 CEMENT APPLIED TQ BARRIER STRIP.

- e
| e & | g AR

CONVERTIBLE TOP ENGINEERING DIVISION

* 506

967 [P-7-S5| ADDED VIBW "Hr.

759 |-afsy| ReLeaseo
LEase| oate CHANGES
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Fl16."B"

FI1G."A"

APPLICATION OF TRIM TO BODY LOCK PILLAR
(conTinueD FROM PAGE 506)

cHEVROLET "1064DF" ponTiac "2564DF" sTyLES

FIGURE "A" - LocK PILLAR TRIM COMPLETE

FIGURE "B" - Lock PILLAR FOUNDATION

(D) rounoation...secure 10 piLLan wiTh F.5.607
CEMENT APPLIED TO FOUNDATION AND CEMENTING
SURFACES AND SECURE AT TOP FRONT CORNER
wiTH | = 2 02, TRIMMERS TACK EACH SIDE. THE
LOCATING HOLE IN FOUNDATION TO BE .IN UPPER
FRONT ConeR.

F.5.607 CEMENT APPLIED TO FOUNDATION
SURFACE ONLY.

SECURE TO TRIM STICKS WITH 22 = 2 0z,
TRIMNERS TACKS EcH siDE (OPTIONAL:
4572148 stapLes).

foRRwN Y SeGTIoN 3
FORYSTEK FISHER BODY DIVISION

[oweeKe HEADLINING & GENERAL MOTORS CORPORATION
=22 ) | GONVERTIBLE TOP A ENGINEERING DIVISION

56t 4 |fofss| Fic. B was view B PP el o e i)

5439 |V 4] RELERSED o e
evena] oo e e 1955 [x[2650203
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VIEW "¢"

AR
R
(i

APPLICATION OF HEADLINING
(conTinuED FROM PAGE 506A)

cHevRoLET "I0BADF", ponTiac "2564DF" sTvLes

£.5.607 CEMENT TO TRIM STICK IN LIFT GATE
OPENING, TOP OF QUARTER WINDOW AND
WINDSHIELD OPENING. ALSO APPLY F.S.l138
CEMENT TO HEADLINING AREA THAT IS TO BE
SECURED. APPLY AND SEGURE IN LIFT GATE
OPENING WITH 30 = 2 1/2 0z. TRIMMERS TACKS,
ALONG SIDE ROOF RAIL WiTH 85 - 2 1/2 oz.
TRIMMERS TACKS EACH SIDE, AND SECURE IN
WINDSHIELD WiTH 34 - 2 0Z. TRIMMERS TACKS.
(OPTIONAL: 4585142 stapLe For 2 1/2 oz.
TACK AND 4572148 STAPLE FoOR 2 0z. Tack).

i e e
ER N
qu:nrﬁowfzti'( HEADLINING & A R oDy DrsIo

ey CONVERTIBLE TOP ENGINEERING DIVISION
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VIEW "D"

VIEW “E"

TYPICAL FOR WIRES fG-7
ABIER B WIRER O

VIEW "6"

wire #1

VIEW “F"

TYPICAL run WIRES §#2-#3-#5

FOR TMITATION LEATHER HEADLINING
use F.5.1138 cement.

APPLICATION OF HEADLINING

cHev. "I037", poNT, "2537D" sTyLEs

FIGURE "A" - HEAOLINING TRIM COMPLETE

LisTING PockeTs #1, 2, 3, 5, 6, AND 7...STITCH LISTING TO
HEADLINING FORMING A POCKET. THE DISTANCE FROM THE STITCH
TO THE END OF THE POCKET MUST BE |/2" pLys O" winus |/167
LisTinG PocKET #4 musT B 5/8" pLus 1/16" minus O".

LISTING WiRE #1...INSERT METAL THIMBLES INTO ROOF RAIL.
TILT # 2, 3, 5, 6, AND 7 WIRES TO REAR, INSERT INTO ROOF
RAIL HOLES, AND SWING WIRES IN UPRIGHT POSITION IN NOTCH.
TILT #1 WIRE TO REAR, INSERT INTO METAL THIMBLES, AND SWING
WIRE IN UPRIGHT POSITION,

HEADLJNING...PRIOR TO INSTALLING THE HEAULINInw, APPLY
F.5.607 CEMENT TO TRIM STICK IN REAR WINDOW, AND WINDSHIELD
OPENINGS. APPLY F.5.607 CEMENT TO THE HEADLINING AREA THAT
IS TO BE SECURED. APPLY AND SECURE IN REAR WINDOW WiTH

42 - 2 0Z. TRIMMERS TACKS, AT WINDSHIELD WITH 36 - 2 0z.
TRIMMERS TACKS AND ALONG SIDE ROOF RAIL WiTH 70 - 2 1/2 oz.
TRIMMERS TACKS.

OPTIOWAL: 4585142 starLes.

WIRE = ON LACE...SECURE OVER HEAOLINING wiTH 60 - 2 1/2 oz,
TRIMMERS TACKS EAcH s10E (OPTIONAL: 4639351 stapLes)

lo#2¢ _|f 295} 1097 sTOLE Aoomd R PorysTek | on P FISHER B

6974 [508°3d] oou s v, T iducy) fEONNS S || ol Sonuvision
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APPLICATION OF TRIM ON CONVERTIBLE TOP

cHevRoLET "I067DTX™ ponTiac "28670TX" sTyLes

FIGURE "A"™ - REAR QUARTER STAY PAD LINING ASSEMBLY

FOLDING TOP COMPARTMENT TRIM = AT SELT RAIL...SECURE FABRIC
TO TRIM RETAINER wiTH 40 = 2 1/2 0z. LACE TAcks.

OpTionaL: 4597365 stapLes,

QUARTER STAY PAD LINING ASSEMBLY...SECURE TO BELT RAIL TRIM
RETAINER WITH 10 - 4 0Z. LACE TACKS EACH SIDE AND SECURE TO

REAR 80W WITH |0 = 4 0Z. LACE TACKS EACH SIDE.

&

“"** | FISHER BODY DIVISION

HEADLINING & GENERAL MOTORS GORPORATION
CONVERTIBLE TOP A ENGINEERING DIVISION
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VIEW "F"

F16."B"

FlG."a" s i .
APPLICATION OF TRIi Oiv COIVERTISLE TOP

(continueD From PAGE 508 )

VIEW "E"
cHevROLET "I0B7DTX" ponTiac "2867DTX" styLes

FIGURE "A™ - SIDE STAY PAD LINING ASSEMBLY
FIGURE "B" - wADDING LAYOUT

inDusTRIAL TAPE (1™ X 3") ... APPLY A PIECE OVER METAL EDGE
EACH SIDE AS SHOWN.

FRONT HEADER SEAMING LACE...SECURE TO TRIM STICK WITH

40 - 2 1/2 0z. LACE TACKS. TURN END OF MATERIAL OVER AND
pLacE ONE (I} Tack In eacH eno OPTIONAL: 4597365.

PAD LINING...SECURE TO REAR 8OW WITH 9 = 4 0z. LACE TACKS
EACH SIDE AND TO FRONT BOW WITH = 4 0Z. LACE TACKS EACH
SIDE.

VIEW “G"

wessING...Two (2) 4" picces anp one (1) 3", pLace THE 3"
PIECE TO THE INSIDE EDGE. SECURE THE 3" PIECE WITH 5 -

4 0z. LACE TACKS TO FRONT BOW AND 5 - 4 0z. LACE TACKS To
REAR BOW EACH SIDE. SECURE EACH A" PIECE AT FRONT BOW
wiTH 6 - 4 0z. LACE TACKS AND EACH 4" PIECE TO REAR BOW
WiTH 6 - 4 0z. LACE TACKS EACH SIDE.

WEBBING...SECURE AT REAR 80w WiTH si1x (6) scRews AND
WASHERS AND FIVE (5) SCREWS AND WASHERS AT FRONT BOW.
WADDING...SECURE IN POSITION SHOWN FIGURE "B" wiTh F.s.73I
CEMENT APPLIED TO CEMENTING SURFACE ONLY.

PAD LINING FLAPS...SECURE TO REAR BOW WITH 4 - 4 0z. LACE
TACKS THRU INSIDE FLAP AND 4 = 4 0Z. LACE TACKS THRU
OUTSIDE FLAP EACH SIDE. SECURE TO FRONT HEADER WITH 4 =
4 0z. LACE TACKS THRU INSIDE FLAP AND 4 = 4 0Z. LACE TAcKs
THRU OUTSIDE FLAP EACH SIDE.

GEk @68 86

BREAKOVER FOUNDATION...SECURE AT CENTER BETWEEN LINING WITH
40 - 4 0z. LACE TACKS AND SECURE OVER LINING WITH 6 - 8 oz.
LACE TACKS EACH SIDE.

oo ™= | FISHER BODY DIVISION
HEADLINING & A GENERAL MOTORS CORPORATION

CONVERTISLE TOP En GIN'E"ES'ING.‘“‘?‘I.VISWN

VIEW IN DIREGTION OF ARROW AT GRCLE G
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Fle."s"

FI16."A"

LOCATING OF DECK MATERIAL TO TOP
{conTinueo From pase 509)

cHEVROLET "10B7DTX" ponTiac "2867DTX" styLes

APPLY CENERT 19 FIGURE "A" - CONVERTIBLE TOP COMPLETE
FIGURE "B" - CONVERTIBLE TOP ~ BACK CURTAIN

AT TOP CENTER WITH 2 = 4 0Z. LACE TACKS AND AT BOTTOM CENTER
TO TRIM RETAINER WITH 2 - 4 0Z. LACE TACKS, ONE EACH SIDE OF
CENTER LINE. PLACE | = 4 0z. LACE TACK AT TOP TO REAR BOW
EACH SIDE IN LINE WITH END OF ZiPPER AND | = 4 0z. LACE TAck
APPLY F.5.73| oR F.5.607 CEMENT TO THE FLAP AND TO THE
BOW. SECURE WITH 2 = 4'0Z. LACE TACKS AT CENTER TO REAR
BOW. SECURE WITH 2 - 8 0z. LACE TACKS AT EACH DECK SEAM

CORD

PULL QUARTER DECK TAUT TO WINDSHIELD HEADER, MAKING SURE
THAT THE BOUND EDGE IS IN LINE WITH THE TOP OF THE c/V
AND DOOR GLASS FRAME. [T IS IMPERATIVE THAT ALL FULLNESS
BE STRETCHED OUT THE BOUND EDGE OF THE SIDE QUARTER. THE
REMAINING DECK AT FRONT AND REAR MUST BE STRETCHED ONLY
ENOUGH TO EL IMINATE WRINKLES AND FULLNESS ANCHORING WITH
LACE TACKS. THEN COMPLETE TACKING TO REAR BOW AND EACH
SIDE AT BOTTOM TO TRIM STICK PULLING TAUT TO ELIMINATE
ALL FULLNESS.

@

VIEW "c*

T [= T FISHER BODY DIVISION

[ 2 HEADLINING & A GENERAL MOTORS GORPORATION
ictc Viafiy| revise ric. "B" (%77 .o de_| CONVERTIBLE TOP 1519M
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- 8 oz. LAcE Tacks

STAPLE WARN ING SIGN
WiTH Two (2) sTaPLES
£S_SHOWN .

REAR QUARTER FLAP TO
BE PLACED UNDER BACK
CURTAIN FLAP.

VIEW "E"

© F16."A"

APPLICATION OF CONVERTIBLE TOP TRIM
(coNTINUED FROM PAGE 5|0)

eHEVROLET "1067DTX" ponTiac "2867DTX" styLes

FIGURE "A™ = CONVERTIBLE TOP TRIM COMPLETE
FIGURE "B" = CONVERTIBLE TOP TRIM = REAR BOW AND BELT RAIL
FIGURE "C" = CONVERTIBLE TOP TRIM - FRONT HEADER

BACK CURTAIN...SECURE TO SELT RAIL TRIM RETAINER WITH
60 - 4 0z. LACE TACKS AND SECURE TO REAR BOW WITH 60 -

4 0z. LacE TAcKs.

BACK CURTAIN VALANCE...SECURE TO REAR Bow WiTH 48 = 4 oz.
LACE Thcks.

DECK MATERIAL...SECURE AT EACH SIDE TO BELT RAIL TAIM
RETAINER WITH 28 ~ 4 0z. LACE TACKS EACH SIDE AND SECURE
THRU SEAM FILLER WITH 2 - 8 02. LACE TACKS EACH SIDE.
SECURE ACROSS REAR BOW WITH 60 = 4 0Z. LACE TACKS AND

2 - 8 0z. LACE TACKS THRU DECK SEAM EACH SIDE.

©@ OO OO

WIRE ON...SECURE TO REAR BOW
AND SECURE METAL CAP AT EACH
DECK MATERIAL ...SECURE UNDER
0Z. LACE TACKS AND DECK SEAM
TACKS EACH SIDE.

WiTH 60 ~ 4 0z. LACE TAcks
END WiTH oNe (1) screw.
FRONT HEADER WiTH 60 - 2 1/2
CORNER WITH 2 = 4 0z. LAcE

FOOTMANS LOOP...SECURE AT CENTERLINE TO HEADER WITH TWO

(2) screws.

e SecTion
'STE VENSON

Ey/i4

(7]

view "' & 17em #b ApoED.

HEADLINING &
CONVERTIBLE TOP
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A ENGINEERING DIVISION
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SECTION "F-F"

©

APPLICATION OF SEALER ON CONVERTIBLE TOP
(conTinvED FROM PaGE 511)

cHevRoLET "I0B7DTX" ponTiac "2867DTX" stvies

FIGURE "A"™ - ToP TRIM COMPLETE -.REAR VIEW
FIGURE "B" - CONVERTIBLE TOP LEADER TRIM

F.5.1098 SEALER...APPLY A RIBEON ACROSS REAR BOW UNDER
DECK MATERIAL WITH NO SKIPS.

F.5.1098 SEALER...PRIOR TO INSTALLING TOP DECK. OPEN
THE SEAMS AND SEAL THE ENTIRE LENGTH.

F.5.73] CEMENT...PRIOR TO TACKING ACROSS THE HEADER,
THE DECK MATERIAL IS TO S SECURED UNDER THE HEADER
WITH CEMENT APPLIED TO FABRIC AND CEMENTING SURFACES.
991X TAPE...APPLY 991X TAPE OVER ENTIRE BOTTOM EDGE
OF TOP ASSEMBLY AS SHOWN.

F.5.1098 SEALER...APPLY AGAINST STITCH AS SHOWN FROM
TACKING RETAINER T 4" ABOVE THE BOTTOM OF BACK
CURTAIN MAT.

F.5.1098 SEALER...APPLY A RIBBON ACROSS CUT EOGE OF
DECK MATERIAL AT REAR BOW WITH NO SKIPS.

reLease

OATE.

CHANGES
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FIGURE
FIGURE "B - FOLDING TOP TUCKED IN

©

®
®

APPLICATION OF CONVERTIBLE TOP DUST BOOT
(conTinueD From pAGE 512 )

cHEVROLET "|067DTX" ponTiac "2867DTX" styLes

"A" - FOLDING TOP IN DOWN POSITION, SECURED WITH STRAP

AFTER TOP HAS BEEN RELEASED IN DOWN POSITION, THE DECK
MATERIAL AND STAY LINING MUST BE PULLED OUT SO THAT THE
METAL WILL NOT CUT OR MAR THE TOP MATERIAL.

AFTER FABRIC IS CLEAR OF METAL, THE DECK MATERIAL
FOLDED OVER N EACH CORNER AND TUCKED UNDER AS SHOWN.

s THEN

SECURE DOWN WITH STRAP TO FOOTMANS LOOP AND TUCK THE
REMAINDER OF THE DECK MATERIAL AS SHOWN.

oRAwH 67

[SEGTIoN
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HEADLINING & GENERAL MOTORS GORPORATION
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APPLICATION OF TRIW On FROWT SEAT CUSHION

CHEVROLET

JUTE SPRING SILENCERS...FOR APPLICATION REFER TO
pace 104.

TRIM COVER RUBBER
FRONT CORNER RE NFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (A) HOG RINGS AND AT BOTTOM
TO FRAME WITH THREE (3) HOG RINGS EACH FRONT
CORNER.

LSEW RUBBER TO COVER MATERIAL.

INSULATOR. . .ATTACH TO TOP
FRONT TEN

JUTE PAD WITH PLASTIC
BORDER WIRE WITH HOG RINGS AS FOLLOWS:
(10), rear 1en (10), enos Four (4) Ench.
3 1/2" - 3 1/2 oz. #3 cOTTON BATT...PLACE OVER
JUTE FOUNDATION PAD ACROSS FRONT. BATT IS OPENED
ONE-THIRD.

RUBBER PAD...PLACE OVER BATT AND FOUNDATION PAD.
DOUBLE FREE TAPE UNDER AND ATTACH TO SPRINGS WITH
HOG RINGS AS FOLLOWS! FRONT FOURTEEN (14), REAR
1en (10), enos Five (5) eacu. see view "A". Fom
HOG RING LOCATIONS SEE PaGe 100,

REAR FACING - TOP...INSERT WIRES IN POCKETS AND
ATTACH To sPRINGS WiTH six (6) Hoc Rings EACH

"IOlLIA"

31/2" = 3 /2 oz. #3 corron BATT...pLACE one (1)

@ ©® G

STYLE

BATT ON EACH END OVER RUBBER PAD. BATT IS OPENED
ONE-THIRD.

3 1/2" - 3 1/2 0z. i#3 COTTON BATT...PLACE OVER
RUSSER PAD ACROSS FRONT. BATT IS OPENED ONE-THIRD.
6 1/2" - 9 1/2 0z. #3 cOTTON BATT...PLACE ON EACH
FRONT CORNER AS SHOWN.

FRONT FACING...INSERT WIRE IN POCKET AND ATTACH

TO LANCED TABS IN SPRING FRAME wiTH TweLve (12)
HOG RINGS.

INSERT WIRE N POCKET AND ATTACH TO
HOG RINGS EACH END.

END LISTING.
SPRINGS WITH Two (2)

END FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS AND LANCES IN SPRING FRAME wiTH Ten (10)
HOG RINGS EACH END. ENDS ONE (1) HOG RING EACH.
BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS
SHOWN .

BOTTOM...INSERT WIRE IN POCKET
springs wiTH seven (7) Hoe RiNGs,
Two (2) EACH, TOE GUARD ENDS TWO

REAR FACING -
AND ATTACH TO
TO FRAME ENDS

SIDE OF WINGE SUPPORT. sEE view "A". (2) €AcH, TOE GUARD REAR CORNERS TWO (2) EACH.
FOR _ADDITIONAL INFORMATION sEe Pace |0I.
oy SEnor ewes
[ s FISHER BODY DIVISION
FRONT SEAT GENERAL MOTORS CORPORATION
CUSHION A ENGINEERING DIVISION

TOE GUARD CORNERS HOG RINGS ADDED.

FETTRP
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SECTION “C-C*

F16."B"

#2 sutTon

NOTE: WHEN FITTING DUST B0OT TO BODY, FORWARD
sutToN (#1) oN B00T AS sHowN IN FiGure "B" musr]
BE INSTALLED FIRST. THEN BUTTON #2 AT RADIUS,
FILLING IN REMAINDER OF BUITONS AT REAR AND
SIDE TO INSURE A SMOOTH WRINKLE FREE
INSTALLATION. QUARTER TRIM PANELS AND REAR
BACK MUST BE INSTALLED IN BODY PRIOR TO FITTING

oUST BOOT.,

@

1o BE FLUSH wiTH, BUT NOT
1o oEpRESS THE TRIM.

STUD TN STDE QUARTER PANEL

BUTTON

APPLICATION OF CONVERTIBLE TOP DUST BOOT
(conTinueD FRom PaceE 513 )

cHEVROLET "I0B7DTX" pontiac "28670TX" sTyLes

FIGURE "A" - DUST B0OT SECURED ALONG INSIDE
FIGURE "B" - DUST BOOT SECURED ALONG BACK AND S IDE
FIGURE "C" - REAR QUARTER SIDE PANEL - UPPER

INSERT FRONT EDGE OF DUST BOOT INTO RETAINER AS SHOWN
secTion "C-C",

SECURE DUST BOOT ALONG REAR AND SIDE WiTH DURASLE 0OT
GLOVE FASTENERS AS SHOWN.

®

SECURE THE INSIDE OF BOOT WITH 3 DURABLE DOT GLOVE
FASTENERS EACH SIDE.

oW o7
o

ecTion e
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VIEW "F"

F16."B"

)

CICNONNCICCOO)

VIEW "G"

APPLICATION GF CONVERTIBLE TOP PROTECTIVE COVER
(coNTINUED FROM PAGE 514 )

CHEVROLET " |0R7DTX" sTyLe

FIGURE "A" - MERITAS COVER WITH BACK CURTAIN GLASS PROTECTOR
FIGURE "B" - sTep #| - FOLDING PROCEDURE

FIGURE "C" - step #2 - FOLDING PROCEDURE

FIGURE "D" - step #3 - FOLDING PROCEDURE

FIGURE "E" - PROTECTIVE COVER COMPLETE

BACK CURTAIN GLASS PROTECTOR...PLACE PROTECTOR WITH SOFT SURFACE UP AND TAPE TO
COVER AS SHOWN WITH A AO" PIECE OF TAPE AT Top AND 2 - B"

PIECES AT BOTTOM., THE A" BORDER T0 BE PLACED AT THE BOTTOM AND THE 5" BORDER
TO BE PLACED AT THE TOP, THE BOTTOM EDGE OF THE PROTECTOR TO LINE UP WITH THE
3 SMALL HOLES IN COVER.

FIRST FOLD...PLACE COVER FLAP THEN FOLD EACH HALF OVER AS SHOWN.

SECOND FOLD...FOLD COVER TOGETHER ALONG CENTER LINE WITH ENTIRE LENGTH AS SHOWN.

THIRD FOLD...START WITH THE BACK OF THE COVER AND FOLD FORWARD APPROX IMATELY 4
FoLps, NOTE: THE COVER MUST BE FOLDED FROM THE REAR FORWARD.

APPLICATION OF COVER...APPLY A 2" PIECE OF TAPE OYER EDGE OF COVER AND ON TO
THE MOLDING AS SHOWN: APPLY THE SECOND 2" PIECE OF TAPE STARTING AT BOTTOM
EDGE OF BELT RAIL LAPPING THE FIRST PIECE. NOTE THAT THE SECOND PIECE OF TAPE
IS NOT TO EXTEND BELOW THE MOLDING ON THE PAINT.

PULL COVER FORWARD TURN UNDER HEADER AND SECURE WITH 2 Pieces oF 2" WIDE TAPE
(21617X) as sHown.

TURN MERITAS COVER UNDER DECK MATERIAL OVER DOOR AND QUARTER WINDOW AND SECURE
TO DECK MATERIAL wiTH 2" wipe (21617X) Tare.

A plece oF 2" wipe TAPe (21617X) 1s To BE APPLIED EACH SIDE OVER COVER AND SIDE
ROOF RAIL.
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FIGURE "A" - REAR FLOOR MAT COMPLETE

SECURE MOLDING WITH FOUR (4) SCREWS AS SHOWN.

APPLICATION OF REAR FLOOR MAT

cHEVROLET "1037" sTyLes

G

secTion

[cecves

REAR FLOOR

o

A

FISHER BODY DIVISION
GENERAL MOTORS CORPORATION
ENGINEERING _ SECTION
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5,,6.\_,_i t_‘ SECTION "B-B*
FGUNGATToR 70
ExTEND APPROX.

3/16".

VIEW "C*

APPLICATION OF TRIl ON REAR QUARTER

cHEVROLET "1019-19D-1219" ponTiAc "2519- 19D-28190-198D

% WINDLACE ...REFER TO PacE 450.

2519" (sPECIAL TRIM) STYLES
FIGURE "A" - REAR QUARTER TRIM COMPLETE

SHELF TRIM...APPLY UNDER RUBBER CHANNEL AROUND REAR
EDGE AND SECURE TO SHELF WITH £.5.6U7 CENENT APPLIED
TO UNDERSIDE OF EMBOSSED BOARD AND CEMENTING
SURFACES.

SIDE PANEL...BLIND TACK TO PILLAR wiTH |2 - 6 0z.
TRIMMERS TACKS. SECURE IN UPPER REAR COSNER WITH
one (1) orive naiL OPTIONAL: 4585143 sTApLES EACH S10E.

HEADL INING. . REFER TO PaGE 501 .
REAR FLOOR...REFER TO Pace 6U0-604-507-510.

6074 Js-s5s5| stnes mvism, o P komsk i [T o “"* | FISHER BODY DIVISION
684 |js5-25] vise ver ooe, [ovecRe REAR QUARTER A GENERAL MOTORS GORPORATION
8924 |9425¢| Rev. Fis. AT, B alde £ SHELF ENGINEERING DIVISION
Gyo4o |e-ar sy | RELEASED ) 7 33 [wAROAL WO,
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SECTION "B-B"

% N

VIEW "¢*”

j—] L
Ll e T e

EXTEND APPROX |
167,

VIEW "D*

APPLICATIOR OF TRIM Ol REAR GUARTER

cHEVROLET "1011=11A=11D-1Z11" pontiac "2511-11D

G OO O

251" (speciaL TRiM) sTYLES
FIGURE "A" - REAR QUARTER TRIM COMPLETE

SHELF TRIM...PLACE UNDER RUBBER CHANNEL ALONG REAR
EDGE AND SECURE TO SHELF WITH F.5.607 CEMENT APPLIED
TO ENBOSSED BOARD AND CEMENTING SURF/CES.

BLUE WADDING SILENCER...SECURE ALONG FRONT WITH
£.5.707 CEMENT APPLIED TO CEMENTING SURFACE ONLY.
REAR QUARTER TRIM PANEL...SECURE ALONG FRONT EOGE
WITH RETAINER NAILS. SECURE AT TOP REAR WITH ONE
(1) orive naiL EacH siDE.

ARM REST...SECURE TO INNER PANEL WITH Two (2)
SCREWS EACH SIDE.

HEADLINING...REFER TO PesE 502.

WINDLACE . ..REFER TO PAGE 451 .

Lock PILLAR TRIN...REFER' T PacE 458.

FLOOR TRIM...REFER TO paGE 603-603-611-602.

G e E FEmEs FISHER BODY DIVISION
QUARTER

Lo7f prer o v ey | FEIR A oot
5654 |-ra-a5| vIni v aoneo. % 7| £ SHELF A EEAING O

@010 [%s/rg | RELEASED Q) \ e [ARGAL WG, st 55|
eLease | oate CHANGES 2is 7 1955  |s205| 4650203
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SECTION "E-E"

VIEW "F"

EHE

e 0 00 O

EXPOSED SURFAGES MUST
BE FREE OF CEMENT

APPLICATION OF TRIM IN REAR QUARTER
cHEvaOLET "I1211B" sTyLe

FIGURE "A"™ - REAR QUARTER TRIM COMPLETE

BLUE WADDING SILENCER STRIPS...SECURE Two (2) PiECES OF
WADDING TO METAL WITH F.5.607 CEMENT APPLIED-TO CEMENTING
SURFACE ONLY.

SIDE QUARTER TRIM PANEL,..SECURE ALONG PILLAR WITH

12 = 6 0z. LACE TACKS EACH SIDE. SECURE AT UPPER REAR
CORNER WiTH ONE () DRIVE NAIL, AND AROUND WHEELHOUSE
WiTH FOUR (4) SCREWS AND WASHERS.

SHELF TRIM...SECURE TO METAL WITH F.s5.607 CEMENT APPLIED TO
UNDERSIDE OF FOUNDATION, IMITATION LEATHER AND CEMENTING SURFACES.

DIVISION BOARD...SECURE MASONITE D1VISION BOARD TO
BODY WITH NINE (3) SCREWS AND WASHERS AS SHOWN.

PACKAGE PLATFORM BOARD EDGE...CEMENT AND TACK IMITATION
LEATHER OVER EOGE OF Wo0D WiTH 40 - 2 1/2 0z. LACE Tacks.
APPLY F.5,607 CEMENT TO WOOD AND IMITATION LEATHER
SURFACES.

RUBBER MAT...DO NOT SECURE MAT TO FLOOR. IT IS TO BE
PLACED IN LOOSE.

HEADL INING...REFER TO PAGE 502.
WINDLACE...REFER TO PAGE 45!.
LOGK PILLAR TRIM...REFER TO PAGE 458.

RUBBER CHANNEL...SECURE TO MASONITE WITH F.5.1165
CEMENT APPLIED TO RUBBER AND MASONITE SURFACES.

reLease

oaTE CHANGES
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FlG."a"

VIEW "¢*

APPLICATION OF TRIM ON REAR QUARTER

cHEVROLET "1062F-62DF" ponTiac "2562-620F
2562" (SPECIAL TRIM) STYLES
FIGURE "A" - REAR QUARTER TRIM compLeTE - |062F-2562
FIGURE "B" - REAR QUARTER TRIM compLETE - |062DF-2562DF

WHEELHOUSE TRIN..."|0B2DF-25620F .. . SECURE IMITATION LEATHER
TO TACKING AREA AT FLOOR AND UNDER SIDE PANELS WiTH F.s.|138
CEMENT APPLIED TO IMITATION LEATHER AND F.S.507 To CEMENTIVG
AREA. ALSO APPLY A RIBBON OF F.5.|138 CEMENT " WIDE ALONG
ENTIRE FRENGH SEAM AND TO SAME AREA ON WHEELHOUSE W(TH

F.s. |138 CEMENT. SECURE AT BOTTOM TO FLOOR wiTH 25 - 2 |/2
o0z. TAiumens Tacks €acH 510 (OPTIONAL: 4574015 stapies).

o

VIEW “E"

SIDE PANEL FRONT...SECURE ALONG FRONT EOGE TO TRIM STICK
WITH RETAINER NAILS AND AT WHEELWOUSE wiTH THREE (3)

screws.

SI1DE PANEL REAR...SECURE AROUND WHEELHOUSE WITH FIve (5) SCREWS aNO
AT REAR TO TRIM STICK WITH 4 - 2 0Z. TRIMMERS TACKS.

OPTIONAL: 4572148 stapLes.

WHEELWOUSE FINISH...SECURE TO WHEELHOUSE WiTH Foum (4)

SCREWS A5 SHOWN EACH SIDE.

WINDLACE...REFER TO PAce A54.

FLOOR TRIM...REFER TO PacES 606-615-618.

COICIONO)

6272 Frwsr] srzs novism.
5435 |Fajeg| viEw "C" avoes.
[505/ Yo, se|iem #1 rev. ER-98679

- [ FISHER BODY DIVISION
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VIEW "D"

VIEW "B"

Oe © O

APPLICATION OF T3l On REAR QUARTER

cHevRoLET "1063F-1263F" ponTiac "2553F
2563F" (speciaL TRiM) sTyLes
FIGIRE "A" - REAR QUARTER TRIM COMPLETE

cuTouT

BLUE WADDING...SECURE TWO PIECES EACH SIDE UNDER
SIDE PANEL WiTH F.$.507 CEMENT APPLIED TO CEMENTING
SURFACE ONLY,
REAR QUARTER SIDE PANEL FHONT...INSERT METAL TAB IN
IN FOUNDATION (SPRING CL1P USED IF PANEL
OESIGN REQUIRES IT) AS SHOWN viEWw "C-0". SECURE
ALONG FRONT BY NAILS ON RETAINER STRIP AND AROUND

WHEELHOUSE WITH FOuRr (4) screws,

REAR QUARTER SIDE PANEL REAR...SECURE AROUND

WHEELHOUSE WITH Five (5) scRews eacH sipe.
WINDUACE .. .REFER To PaGE 453.

FLOOR TRIM...REFER TO PAGE 614 - 616.

GRSy T [FEOTOR | FSNER BO0Y DIVISION
R G| T QLARTER GENERAL WOTORS CORPORATION
Bz & SHELF A ENGINEERING DIVISION
Vo7# l57s0| stvies meviseo -
75837013 52| Receaseo En N R s Ed 555
veate] owte T o 1955  |»"~+| 4650203
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Fle."B"

APPLICATION OF TRIM ON REAR QUARTER
cHevRoLET 10BADF ponTiAc 25640F sTvies

FIGURE "A" - REAR QUARTER TRIM COMPLETE
FIGURE "B" - REAR QUARTER TRImM 256ADF DESIGN

ToP, AND REAR WiTH F.S.!138 cemENT ApPLIED TO
IMITATION LEATHER AND CEMENTING SURFACES. SECURE
ACROSS THE BOTTOM AND REAR WiTH 25 - 2 1/2 oz.
TRIMMERS TACKS EACH SIDE.

OPTIONAL: 4572148 stapLes.

(3) rean quanten sioe paneL...scoune aLone FronT eoce
WITH RETAINER NAILS, AROUND WHEELHOUSE WITH EIGHT
(8) screws ano wasHers (PONTIAC FIGURE B), WiTH NINE
(9) SCREWS AND waSHERS (CHEVROLET). SECURE AT REAR
EDGE WITH 4 = 2 0Z. TRIMMERS TACKS EACH SIDE.
OPTIONAL: 4572148 stapLes.

(&) winouace. . .qeren To pace 461
(5) nesn FLooR TaIm...REFER To PAGES 612 a0 6I7.

(B) inoustaraL Tace (4991X - 18") secune oven wheeLHoUSE
WELD JOINT.

[ onvstex ["oiar  quarter | | FISHER BODY DIVISION

fGreeren GENERAL WOTORS GORPORATION
- LA g A ENGINEERING DIVISION
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C)

APPLICATION OF TRIM ON REAR QUARTER
cHeEVROLET "I271™ sTyLE

FIGURE "A" - REAR QUARTER TRIM COMPLETE

SIDE PANEL FOUNDATION...APPLY OVER IMITATION
LEATHER AT LOCK PILLAR AND SECURE IN POSITION
WITH SCREWS AND WASHERS THRU METAL MOLDING AS
SHOWN..

HEADLINING...REFER TO PAGE 505.
WINDLACE...REFER TO PAGE 455.
REAR FLOOR TRIM...REFER To PAGE 613,

FISHER
Lo o aren | p | "D S0P SSN
o e A ENBINEERIS, QIvIsioN
e 2
i - 1955 F*{43650203 " 558
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APPLICATION OF TRIM ON FRONT SEAT CUSHION

cHEvROLET "1011D-37D" styLes

JUTE SPRING SILENCERS...FOR APPLICATION REFER TO
eace 104.

FRONT CORNER REINFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT BOTTOM
TO FRAME WITH THREE (3) HOG RINGS EACH FRONT
coRNER.

JUTE PAD WITH PLASTIC
BORDER WIRE WITH HOG RINGS AS' FOLLOWS:
(10), mear Ten (10), enos Four (4) EacH.

INSULATOR. .. ATTACH TO TOP
FRONT TEN

3 1/2" - 3 1/2 0z. #3 cOTTON BATT...PLACE ACROSS
FRONT OVER JUTE PAD. BATT IS OPENED ONE-THIRO.
RUBBER PAD...PLACE OVER BATT AND FOUNDATION PAD.
DOUBLE FREE TAPE UNDER AND ATTACH TO SPRINGS WITH
HOG RINGS AS FOLLOWS: FRONT FOuRTEEN (14), REAR
en (10), enos Five (5) eack. FOR HOG RING
LocaTions see pace 100.

REAR FACING - TOP...INSERT WIRES IN POCKETS AND
ATTACH TO SPRINGS WiTH six (b) HOG RINGS EACH

®@ 0 ® 00

G]

@O ©

®06

6 1/2" = 9 1/2 oz. #3 coTTon BATT...PLACE ONE (1)
PIECE ON EACH FRONT CORNER.

FRONT FACING...INSERT WIRE IN POCKET AND ATTACH
TO LANCES IN SPRING FRAME wiTH TweLve (12) wos
RINGS.

END LISTING...INSERT WIRE IN POCKET AND ATTACH TO
SPRINGS WITH TWO (2) HOG RINGS EACH END.

END FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS AND LANCES IN SPRING FRAME WiTH TeN (10)
HOG RINGS EACH END. REAR CORNERS ONE (1) Woe
RING EACH END.

BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS
SHOWN.

BOTTOM. .. INSERT WIRE IN POCKET
SPRINGS WiTH SEVEN (7) HOG RINGS,
Two (2) EACH, TOE GUARD ENDS TWO
GUARD REAR CORNERS TWo (2) EACH.

REAR FACING -
AND ATTACH TO
TO FRAME ENDS
(2) eacH, ToE

SIDE OF HINGE SUPPORT. SEE VIEW "A", FOR ADDITIONAL INFORMATION SEe PAGE 101,
Eig L T— FISHER BODY DIVISION
o CUSHION A ENGINEERING DIVISION
95070 | 627 ReLeasen & T T
CHANGES 1955 |74 4650203
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SEGTION "B-B"

@ ®8 @ 0

FOUNDATION TO
EXTEND APPROX.

3/16".

3/I6"" ‘4

= VIEW “c*

APPLICATION OF TRIM ON REAR QUARTER
cHev. "I037-37D", ponT. "2537D, 2837SD" styvies

FIGURE "A" - REAR QUARTER TRIM COMPLETE

SHELF TRIM...PLACE UNDER RUBBER CHANNEL ALONG REAR
EDSE AND SECURE TO SHELF WiTH £.5.507 CEMENT APPLIED
To EMBOSSED BOARD AND CEMENTING SURFACES.

SLUE WADDING...SECURE A STRIP AS SHOWN TO NETAL
INNER PANEL WITH F.5.707 CEMENT APPLIED TO CEMENTING
SURFACE ONLY.

SIDE PANEL...BLIND TACK ALONG FRONT EDGE TO PILLAR
WITH 7 - A 0Z. TRIMNERS TACKS EACH SIDE. PLACE INTO
CHANKEL AT BOTTOM CENTER AND SECURE AT AEAR TOP WITH
one (1) omive nvar. OPTIOMAL: 4537365 staeies.

AAM REST...PLACE OVER RETAINER CLIP AT TOP CENTER.
SECURE ALONG FRONT WITH THIEE (3] SCREWS ANU WASHERS,
AT BOTTON CENTER WiTH ONE (1) SCREW AND WASHER, AND
AT B0TTOM BEAR W'TH ONE (|) SCREW AND WASHER, cND AT
Top REAR WiTH ONE (1) SCREW AND WASHER EACH SIDE.
REFER TO PRGE 358.

HEADLINING...REFER TO Pace 500.
WINDLACE .. .REFER TO Pase 452.

FLOOR TRINM...REFER TO Pase BOI-505.

6436 o9-sy] o sz koo B “"** | FISHER BODY DIVISION
£5G¥ |/ 25T | VISI "O" AND LOCATIXG 3SOTICN "B-B" ADDED. REAR QUARTER A GENERAL MOTORS COMPORATION
99249 |V/omjicd] RENOVED ITEN FL. ER-g 0551 £ SHELF ENGINEERING DIVISION
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SEGTION "Cc-C"

BINDING TO BE CUT
TO APPROXIMATE

S1ZE SHOWN. \ s

THE DECK WATERIAL
1S TO CLEAR SEALING
RUBBER AS SHOWN.

APPLICATION OF TRIM ON REAR QUARTER
cuevroLeT "I0B7DTX" pontiac "28670TX" styLes

FIGURE "A" - REAR QUARTER TRIM COMPLETE
WINDLACE. ..REFER T PAGE 452.
SIDE CENTER...SECURE TO METAL WITH 7.5.607 CEMENT
APPLIED TO BACK OF ASSEMBLY AND CEMENTING SURFACES.
use one (I) DRIVE NAIL AT UPPER REAR CORNER AS SHOWN.
REAR QUARTER PANEL UPPER...BLIND TACK ALONG FRONT EDGE WITH
7 - L oz. LACE TACKS EACH S10E. OPTIONAL: 4597365 stapies.
SECURE PANEL TO METAL WITH F.s.607 CEMENT APPLIED TO BACK
SIDE OF ASSEMBLY AND CEMENTING SURFACES.

SHIM. .. IMITATION LEATHER STITGHED TO FORM A POCKET AND A
PIECE OF CARDBOARD INSERTED INTO THE POCKET. APPLY THIS
OVER.METAL BRACKET AS SHOWN. THE CARDEOARD TO BE ON THE
FRONT OR FACE SIDE OF THE BRACKET.

SIDE TRIM PANEL...SECURE AT FRONT LOWER WiTH THREE (3)

SCREWS AND WASHERS, AT FRONT UPPER WITH Two (2) Screws AND
WASHERS, BOTTOM CENTER AT RISER WITH ONE (|) SCREW AND WASHER
REAR BOTTOM CORNER WITH ONE (|) SCREW AND WASHER, AND REAR
ToP WITH ONE (1) SCREW AND WASHER.

FOLDING TOP COMPARTMENT TRIM...SECURE TO CENTER TRIM STICK
RETAINER WITH 42 - 2 |/2 0Z. LACE TACKS AND AT ENDS WITH

8 - 2 1/2 0z. LACE TACKS EACH END. AFTER FOLDING TOP. HAS
BEEN SECURED TO RETAINER AND ASSEMBLIED TO BODY THEN SECURE
FRONT OF COMPARTMENT BAG TO REAR BACK SUPPORT WITH NINE (9)
SCREWS aND wasHERs. OPTIONAL: 4597365 stapLes.

REAR FLOOR TRIM...REFER TO PAGes 601 ano 605.

P Y onvsTek [T "= | FISHER BODY DIVISION
w REAR QUARTER A GENERAL MOTORS conno;A;n:n
ENGINEERING 181
5397 V777oASECTIon "F-F" Aooeo  ITems 2 & b meviseo § SHELF ]
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s 1955 |-rs+{ 4650203
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FRONT

RADIUS

Fl6."D"

TRIM EXCESS MATERIAL (AT FRONT RADIUS) AT TOP AND
BOTTOM OF FRENCH SEAM AS CLOSE AS POSSIBLE WITHOUT
CUTTING THE STITCH.

®@ 06 0O

APPLICATION OF TRIN ON REAR -GUARTER SIDE PALEL
cHEVROLET "I0B7DTX" »ontiac "2867DTX" sTvies

FIGURE "A" - ‘sipe paneL compLeTE - |067DTX
FIGURE "B" - sioe paneL compLeTe - 2867DTX
FIGURE "C" - S1DE PANEL - REAR viEW
FIGURE "D" - siDE PANEL - UPPER

PAD ASSEMBLY...SECURE TO METAL WiTH F.5.607 cement
APPLIED TO PAD AND CEMENTING SURFACES.
WADDING...SECURE TO PANEL WITH £.5.607 cEMENT
APPLIED TO CEMENTING SURFACE ONLY.

SIDE PANEL TRIM - LOWER...APPLY OVER PANEL

AND SECURE TO BACK OF METAL WITH F.s.607

CEMENT APPLIED TO COVER MATSRIAL AND CEMENTING
SURFACES. SECURE AT FRONT witw [0 - 2 1/2 oz,
TRIMMERS Tacks. OPTIONAL: 4572148 starLes.
WADDING -~ UPPER PANEL...SECURE TO METAL wiTH
F.5.607 CEMENT APPLIED TO CEMENTING SURFACE ONLY.
SIOE PANEL TRIM - UPPER...APPLY OVER ADDING AND
SECURE TO_BACK OF PANEL WITH £.5.507 CEMENT APPLIED
TO IMITATION LEATHER AN CEMENTING SURFACE.

SECURE UPPER PANEL TO LOWER PANEL WiTH FIvE (5)
SCREWS AND WASHERS AS SHOWN.

SecTion Femer

P otz Y DIVISI
> oy ) R e s
Vi
643¢_lapsc(note nooeo ¥ ¢ sheLr i e
98040 | 5| REtERSED r e T e
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Fl6."8"

APPLICATION OF REAR QUARTER TRIM

cHevhoLET "I067DTX™, ponTiac "2867DTX" sTyLes

FIGURE "A" ~ FOLDING TOP COMPARTMENT SIDE CENTER AND WHE ELHOUSE PANEL
FIGURE "B" - REAR QUARTER SIDE UPPER PANEL

LEATHER TO FOUNDATION WITH F.s.|138 cement appL1ED
TO BACK OF ASSEMBLY AND CEMENTING SURFACES.

o oy SeeTion eme
STEVENSON FISHER BODY DIVISION
A L3 a REAR QUARTER GENERAL MOTORS CORPORATION
¢ SHELF A ENGIN
9997 | Joofsy | RELERSED
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F1G."aA"

OPTIONAL:
TO FLOOR PAN,
TO JUTE, AND CARPET INSTALLED.

JUTE CAN BE SECURED

CEMENT APPLIED

CUT CARPET ALONG DOTTED LINE FOR
SPECIAL ORDER. ELECTRIC HORIZONTAL
SEAT LIFT. LEFT SIDE ONLY.

APPLICATION OF REAR FLOOR CARPET
cHEVROLET "10190" styLE
FIGURE "A" - REAR FLOOR TRIM COMPLETE

JUTE...SECURE TO BACK SIDE OF CARPET WITH F.s5.796

OR F.5.607 CEMENT APPLIED TO CARPET SURFACE ONLY.
ALWAYS APPLY JUTE TO CARPET BEFORE CEMENT DRIES.
CARPET ASSEMBLY...APPLY F.5.607 CEMENT AT EACH SIDE OF
TUNNEL TO FLOOR PAN 4" WIDE. PLACE CARPET @VER FLOOR WHILE
CEMENT IS STILL WET AND SECURE SILL PLATES OVER CARPET.

SEE | Bofpy | oPr10iaL av0mn, P10 "A" AND 178K 72 REVISED. pps-sees e reawaiey T ik FISHER BODY DIVISION
5772 fos| F15- "A" REv. wotE voeo. ER-5059 [PERER REAR FUOOR A stncnac orons conroruTon
Preto [Y%ofy | 17Ems reviseo ez

95090 |%5r /4| RELERSED " haunz,) forve —_[wawom we.

retense | owre GHANGES -~ 1955 |-:-+| 4650203
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OPTIONAL: JUTE CAN BE SECURED
TO FLOOR PAN, CEMENT APPLIED
TO JUTE, AND CARPET INSTALLED.

CUT CARPET ALONG DOTTED LINE FOR
SPECIAL ORDER. ELECTRIC HORIZONTAL]
SEAT LIFT. LEFT SIDE ONLY.

APPLICATION OF REAR FLOOR CARPET

cuevroLeT "IO1IA-11D" sTyLes

FIGIRE "A" - REAR FLOOR TRIM COMPLETE

UUTE...SECURE TO BACK SIDE OF GARPET WITH F.s.796

oR F.5.607 CEMENT APPLIED TO CARPET SURFACE ONLY.
ALWAYS APPLY JUTE TO GARPET BEFORE CEMENT DRIES.
CARPET ASSEMBLY...APPLY F.5.607 CEMENT AT EACH SIDE OF
TUNKEL To FLOOR PAN A" WIDE. PLACE CARPET OVER FLOOR WHILE
CEMENT 1S STILL WET AND SECURE SILL PLATES OVER CARPET.

SS#F | Y ofiy |PTIGAL 100D, F15. "A" AYD IvEN g2 meVISED. BR-5-544S P e venson [T e FISHER BODY DIVISION
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10670TX

SPECIAL ORDER.
SEAT LIFT. LEFT SIDE ONLY.

CUT CARPET ALONG DOTTED LINE FOR
ELECTRIC HORIZONTAL

APPLICATION OF REAR FLOOR CARPET

cHevROLET "1037D-B70TX" stvies

FIGURE "A" - REAR FLOOR CARPET COMPLETE
(D) wre:..secune To sack si0E oF campeT WiTh F.5.796
OR F.5.607 CEMENT APPLIED TO CARPET SURFACE ONLY.
ALWAYS APPLY JUTE TO CARPET BEFORE CEMENT DRIES.
(@) canrer assemaLy...apeLy £.5.607 cemems AT EacH sioE oF
OPTIONAL: uTE CAN BE SECURED TUNNEL TO FLOOR PAN A" WIDE. PLACE CARPET OVER FLOOR WHILE
TO FLOOR PAN, CEMENT APPLIED CEMENT IS STILL WET AND SECURE SILL PLATES OVER CARPET.
TO JUTE, AND CARPET INSTALLED.
5558 [Vovey] 91101 a00ED, FI0. "A* aND 1TEM 42 BEVISED. ER-5-5443 2rA"™ &Y e venson|*°T'" Ll FISHER BODY DIVISION
&7 npn |[CHECKER 2 - IPORATION
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INSERT METAL FERRULE
THRU LINOLEUM AND
WOOD AS SHOWN.

©@ee ® ©

APPLICATION OF REAR FLOOR TRIM

cHEVROLET "|062F-62DF" sTyLes

FIGURE "A"™ - REAR FLOOR TRIM COMPLETE

RUBBER MAT...PLACE IN POSITION SHOWN UNDER THE REAR
FLOOR MAT AND SECURE WITHIN DOTTED AREA WITH F.s.796

OR £.5.607 CEMENT APPLIED TO MAT AND CEMENTING

SURFACES,

RUBBER MAT...PLACE UNDER SILL PLATE MOLDING EACH SIDE AND
SECURE MOLDINGS DOWN WITH THREE (3) SCREWS THRU REAR AND
FOUR (4) SCREWS THRU FRONT MOLDING.

LINOLEUM ON PLATFORM AND TAIL GATE...SECURE TO FLOOR WITH
F.5.1156 CEMENT APPLIED TO LINOLEUM AND CEMENTING SURFACES.
MOLDINGS - AROUND OUTER EOGE OF PLATFORM AND TAIL GATE...
SECURE OVER LINOLEUM EDGE WITH SCREWS.

MOLDINGS - AROUND TIRE 80ARD |062DF ONLY...SECURE OVER
LINOLEUM EDGES WITH SCREWS.

[GRAWH 87 SEcTIon £

'STEVENSON

FISHER BODY DIVISION

564 ¢ |73 | sEcrion "-c* AwoED. ) REAR FLOOR A sEEnAL WOTORY conronNTion
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FIG."a"

FRONT AND REAR DOGRS AND SECURE SILL WOLDING W1TH
THREE (3) SCREWS AT REAR MOLDING AND FOUR (4)

APPLICATION OF REAR FLOOR MAT

CHEVROLET "1019-1219" sTvLes

FIGURE "A"™ - REAR FLOOR MAT COMPLETE

SCREWS AT FRONT MOLDING.

o e venson [ " "** | FISHER BODY DIVISION

CE T 0TORS GORPORATION

72 REAR FLOOR | A\ | cquenal dorons commnine
9090 |%t/ry| ReELERSED 5 Koz, oo v Fase 6 07
recease | aure T 7\ 1955 |-+~ 4650203
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APPLICATION OF REAR FLOOR WMAT

CHEVROLET

"12118

" osTYLE

FIGURE "A" - REAR FLOOR RUBBER MAT COMPLETE

RUBBER MAT...PLACE UNDER SILL PLATE MOLDING AND
SECURE MOLDING WITH FOUR (4) SCREWS A4S SHOWN.

"':"‘s'hvmon A [P FISHER BODY DIVISION
GrecRes NERAL MOTORS CORPORATIOI

I M@é REAR FLOOR | A\ | “RGINEchiNG oIvISION
Teose [Tory | eierses T TR T e O
RELEASE | DATE CHANGES =7 1955 |- -4 4650203
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@ PO ©® o

CHEVROLET

JUTE SPRING SILENGERS...FOR APPLICATION REFER TO
pace 104.

FRONT CORNER RE[NFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR {4) HOG RINGS AND AT BOTTOM
TO FRAME WITH THREE (3) HOG RINGS EACH FRONT
CORNER.

JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
RORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT TEN
(10), rean Ten (10), enos Foum (4) eacH. see
ViEw AT,

REAR FACING - TOP...INSERT WIRES IN POCKETS AND
OF MINGE SUPPORT. SEE ViEW "A",

I™ = 3 1/2 0z. LATEXED HAIR PAD...PLACE OVER
FOUNDATION PAD. TUCK SNUGLY AT REAR.

3 1/2" - 3 1/2 oz. #3 corton BATT...PLACE ONE (1)
BATT ON EACH END OVER HAIR PAD. BATT 1S OPENED
ONE-THIRD.

3 1/2" - 3 1/2 oz. #3 cOTTON BATT...PLACE ALONG
FRONT OVER HAIR PAD. BATT IS OPENED ONE-THIRD.

ATTACH TO SPRINGS WITH s1x (6) Hos RINGS EACH SIDE

P 6 ©®

211-11B" sryLes

3 0z. - #l COTTON PAD - LESS BURLAP...PLACE OVER

BATTS AND HAIR PAD. TUCK SNUGLY AT REAR.

(@ 6 1/2" - 9 1/2 oz. #3 corron satt...eLace one (1)

PIECE ON EACH FRONT CORNER.
FRONT FACING...INSERT WIRE N POCKET AND.ATTACH
TO LANCED TABS IN SPRING FRAME WITH TweLve (12)
HOG RINGS,

END LISTING...INSERT WIRE IN POCKET AND ATTACH TO
SPRING WITH TWo (2) HOG RINGS EACH END.

END FACINGS...INSERT WIRE LN POCKET AND ATTACH TO
SLOTS AND LANCES IN SPRING FRAME WiTH 1en (10)
HOG RINGS EACH END, REAR END one (1) EacH.

BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS
SHOWN .

REAR FACING - BOTTOM...INSERT WIRE IN POCKET

AND ATTACH TO SPRINGS WITH seven (7) Hos RiINGs,
TO FRAME ENDS TWo (2) EACH, TOE GUARD ENDS TWO
(2) EacH, TOE GUARD REAR CORNERS TWo (2) EAcH.
FOR ADDITIONAL INFORMATION SEE Page 10].

| 5205

o554 TOE GUARD CORNERS HOG RINGS ADDED.

SR e TeEw
- FRONT SEAT e Enaoaa s
cusHion A ENGINEERING  DIVISION

97070

l6-255¢ receasen

RELEASE
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[MANGAL WO,

%ﬂ 1955 [:~|a650203 [* |08





image136.jpeg
FIG."A"

RUBBER MAT...PLACE UNDER SILL PLATE MOLDING AND
SECURE MOLDING WITH FOUR (4) SCREWS AS SHOWN.

APPLICATION OF REAR FLOOR MAT
cHEVROLET "[011-1211" sTyLes

FIGURE "A"™ - REAR FLOOR MAT COMPLETE

e o FiSHER SO5Y DVSIEN

T doey | REAR FLOOR | | oL sotens comentten
a7 Wy e e et s R ELD
i ET w7 7y 1955 || 4650203
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OPT | ONAI

I UUTE CAN

BE SECURED

TO FLOOR PAN, CEMENT APPLIED

INSERT METAL FERRULE
THRU LINOLEUM AND
WO0D AS SHOWN.

SECTION "C-G"

CUT CARPET ALONG DOTTED LINE FOR
SPECIAL ORDER. ELECTRIC HORIZONTAL
SEAT LIFT. LEFT SIDE ONLY.

APPLICATION OF REAR FLOOR TRIWM
cHevRoLeT "I0GADF" sTvLE

FIGURE "A" - REAR FLOOR TRIM COMPLETE

JUTE...SECURE TO BACK SIDE OF CARPET WITH F.5.796 om
£.5.607 CEMENT APPLIED TO CARPET SURFACE ONLY. ALWAYS
APPLY JUTE TO CARPET BEFORE CEMENT DRIES.

RUBBER MAT ~ UNDER FOLDING SEAT...PLACE MAT IN POSITION
SHOWN. MAT IS NOT TO BE SECURED DOWN.

GARPET ASSEMBLY...APPLY F.5.607 CEMENT AT EACH SIDE OF
TUNNEL TO FLOOR PAN A" WIDE AS SHOWN. PLACE CARPET OVER
FLOOR WHILE CEMENT 1S STILL WET. SECURE SILL PLATES OVER

CARPET.
LINOLEUM - PLATFORM AND TAIL GATE...SECURE WITH F.s.l156

PET INSTALLED.
TR HUTE, ANDCQRRPET | CEMENT TO LINOLEUM AND CEMENTING SURFACES.
MOLDINGS. .. SECURE MOLDING OVER EDGE OF LINOLEUM AND OVER
TOP AS SHOWN WITH SCREWS.
654 | 1135y | SBOTION "C—c* ADDED.
5S¢k |of, | orrioukL avveD, 71o. " b 1t 8 mevisED. P e venson [ o " | FISHER BODY DIVISION
5//8 Yobsglric. "A" Rev. NOTE ADDED. orecKeR_J REAR FLOOR GENERAL MOTORS GORPORATION
= X a1 ENGINEERING DIVISION
95924 72547 cURe "A" REVISED. I 7em #5 Aopeo. coaide)
99249 | T frq| REERSED B ez, \ 1955 P 3
Revense | oATE GHANGES ) 4650203
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AND SECURE MOLDINGS WITH FOUR (4) SCREws EACH

APPLICATION OF REAR FLOOR TRIM
cuevroLeT "I271" sTYLE

FIGURE "A" - REAR FLOOR TRIM COMPLETE

sioe.
G opue [T " T FISHER BODY DIVISION
7 REAR FLOOR | A “ENGINEERING DIVISION
s !
95599 |Jro/ 54| RELEASED [ kmz. [orve  [aaom o Fase
Recease| oate CHANGES 27 .. 1955 |--++| 4650203 6' 3
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Fig."a"

®0 ® O

INSERT METAL FERRULE
THAU L INOLEUM AND

WOOD AS SHOWN.

SECTION "G-G"

APPLICATION OF REAR FLOOR TRIM
cHEVROLET "I0B3F - I1263F" sTvLes

FIGURE "A" - REAR FLOOR TRIM COMPLETE

RUBBER MAT...PLACE IN POSITION SHOWN UNDER THE REAR
FLOOR MAT AND SECURE WITHIN OOTTED AREA WITH F.5.796
oR F.5.607 CEMENT APPLIED TO MET AND CEMENTING
suRFacES.

REAR FLOOR MAT...PLACE UNDER SILL PLATE MOLDINGS AT
FRONT AND REAR DOORS AND SECURE SILL MOLDINGS WITH
three (3) screws.

LINOLEUM...SECURE TO FLOOR AND LIFT GATE WiTH F.s.l156
CEMENT APPLIED T0 LINOLEUM AND CEMENTING SURFACES.

CHROME MOLD INGS...SECURE OVER EDGE OF SCREWS AS SHOWN.

PSP venson [FT" “"** | FISHER BODY DIVISION
P e e o7, GENERAL MOTORS CORPORATION
e Ml REAR FLOOR A ENGINEERING DIVISION
04924 Fo2#|Ficure "A" anp 1TEM #1 Rev-view "3"  mem |3 i el
96317 [Voofsq| ReLERSED & 7 Aawz. S g3 B3
Recease | oate CHANGES T 1955 | 4650203
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FiG."B"

NOTE: 1211B sTvLE DOES
NOT TAKE A FRONT
FOUNDATION THIS AREA IS
PAINTED.

APPLICATION OF TRIM IN REAR COMPARTMENT
cHevRoLeT "1O1I-11A-11D-1211-11B-1019-19D-1219" stvLes

FIGURE "A" - REAR COMPARTMENT TRIM COMPLETE - RIGHT
FIGURE "B" - REAR COMPARTMENT TRIM COMPLETE - LEFT

(4) Tass as swown.

REAR COMPARTMENT FLOOR REAR...PLACE RUBBER MAT IN
BODY AS SHOWN NOT TO BE SECURED DOWN.

™ Fonvsrex [ s FISHER BODY DIVISION

REAR A GENERAL MOTORS GORPORATION

95040 |% /| ReLensed

[oREGRER

F COMPARTMENT ENGIN| IVISION
", ) o 3
o

ReLease | oate CHANGES
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F16."8"

APPLICATION OF TRIM N REAR COMPARTMENT
cHEVROLET "1037-1037D" stvies
FIGURE "A" - REAR COMPARTMENT TRIM COMPLETE - RIGHT

FIGURE "B" - REAR COMPARTMENT TRIM COMPLETE - LEFT

(5) TaBS As sHowN.

REAR COMPARTMENT FLOOR REAR...PLACE RUSBER MAT IN
BODY AS SHOWN NOT TO BE SECURED DOWN.

e onys e [HEeTIoN “"** | FISHER BODY DIVISION
[eHECKER - REAR A GENERAL MOTORS G
% Woray] amm oz smiiE. ‘—,,, COMPARTMENT
94010 g | neersEs ) o] A
e | oure TRANGES S N 1955 |-+ 4650203
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THREAD AND SEWING OPERATION CHART

SEWING OPERATION TYPE OF MATERIAL TOP THREAD BOTTOM THREAD TYPE OF STITCHES OPTIONAL

STITCH PERINCH THREAD
ToP[BoTTOM

| HEADLINING JOINING AND LISTING CLOTH 24-4 naro 20-4 soFT CHAIN OR LOCK 9
2 WeAoLINING LisTING (ExPOsSED) cLoTH 23 NYLON  ————— . 23 nvLon Lock 8
3 HEAOLINING (JOINING ANO LISTING) IMITATION LEATHER 16-4 naro 244 soft LOCK OR CHAIN @ —
34 MEADLINING EXPOSED BOW IMITATION LEATHER OR CLOTH ————  16-4 warD 24-4 sort Lock 7
L SUNSHADE TABS IMITATION LEATHER OR CLOTH — 223 NyLON *23 nyLon Lock 8
5 SEW AROUND SUNSHADE PANEL IMITATION LEATHER OR CLOTH 16-4 naro 24-4 soFt Lock 6
6 BIND SUNSHADES IMITATION LEATHER OR CLOTH *16-4 Haro *24~4 HarD Lock 6
8 000R AND QUARTER RISER DESIGN TO FOUNDATION (Exposeo) IMITATION LEATHER OR CLOTH *16-4 Haro 24-4 Haro LOCK OR CHAIN e .
9 DOOR TRIM TO FOUNDATION (NOT EXPOSED) IMITATION LEATHER OR CLOTH 16-4 Haro 24-4 wano LOCK OR CHAIN R —
1D QUARTER TRIM TO FOUNDATION (NoT ExPOSEO) IMITATION LEATHER OR CLOTH — 16-4 MARD - UNDYED 24-4 uaro - unoveo TOEK OR: GHATN [
I GOOR WINDOW GARNISH MOLDING EDGING LACE TO FOUNDATION CLOTH OR MFG. LACE 24-4 naro 30-4 sort cHAIN 1
12 BACK OF FRONT SEAT SEWING STRIP FOUNDATIONS TO TRIM IMITATION LEATHER OR CLOTH —————— 16-4 HARD - UNOYED ——— 16-4 SOFT - UNDYED ————————— LOCK OR CHAIN e e
13 BINUING - TO SHELF FOUNDATIONS IMITATION LEATHER OR CLOTH *16-4 naro 24-4 sort LoCK OR CHAIN T
|4 1MITATION LEATHER TO SHELF FOUNDATION (MITATION LEATHER 16-4 naro 24-4 Harv CHAIN 6
15 SIDE OF WINDSHIELD FINISH FOUNDATION TO UNASSEMBLED LACE OR WINDLACE ——— MFG. LACE *16-4 HARD *24-4 sort CHAIN 5
16 BODY PILLARS AND WHEELHOUSE FOUNDATIONS TO TRIM IMITATION LEATHER OR CLOTH ———————  |6~4 HARD - UNDYED —— 24-4 SOFT — CHAIN 5
|7 HOSE FOUNDATIONS, CENTER PILLAR FOUNDATION TO HOSE IMITATION LEATHER OR CLOTH *16-4 HarD *24-4 soFt CHAIN 5
I8 SEW PAPER CORD IN SELVAGE EDGE OF WINDLACE MFG. LACE *16-4 uarD 24-4 sort Lock 6
19 SIDE OF INSTRUMENT PANEL FINISH FOUNDATION TO WINDLACE IMITATION LEATHER 16-4 HaRD 24-4 sort Lock 6
20 EXTENSIONS TO WINDLACE IMITATION LEATHER, CLOTH AND MFG. LACE 24-1 nano 30-4 sort cHAIN 5
21 PAPER CORD TO FRONT DOOR FINISHING PANEL FILLER FOUNDATION PAPER CORD 16-4 HARD - unoYED 24-4 soFt - unoveD Lock 6
22 SERVICE CARD HOLDER TO SHROUD FOUNDATION IMITATION LEATHER AND PYRALINE *16-4 HaRD 24-4 waro Lock 5
23 BACK OF CENTER ARM REST LINING FOUNDATION TO TRIM AND HEM EDGE ——————————— FLEXLINE AND CLOTH *16-4 HaRD 24-4 sort CHAIN 6
24 WAND SEWING CLOTH - IMITATION OR LEATHER — 99 TWIST NYLON 99 TwisT NYLON
25 DECK SEAM - CUSHIONS-BACKS-QUARTERS (LOCK WHEN CROSSING WIRES OR CORDS) ———— CLOTH AND IMITATION LEATHER 81 nvLon 16-4 sort LoCK OR CHAIN 6
26 DECK SEAM - CUSHIONS-BACKS LeaTHER +84 nvion 6 wrion uwsouoeo Lock 5
27 SADDLE STITCH BACK - CUSHION LEATHER AND ELASCOFAB 207 NvLoN 16-4 soFT wHITE UNDYED CHAIN 4
28 SADDLE STITCH DOORS, AND QUARTERS LEATHER AND ELASCOFAB 207 NyLon 16-4 sort (10 maTCH ToP THREAD) CHAIN OR LOCK e .
29 FINGH SEAM FOR BUTTON JOB - BACKS AND CUSHIONS. LEATHER 0R CLOTH 81 nYLON *69  NYLON UNBONDED Lock 6
30 RIBBING OR PIPING ELASCOFAB AND CLOTH +16-4 HarD 16-4 soFT CHAIN 6
31 RIBBING OR PIPING LEATHER AND IMITATION LEATHER *16-4 HarD. *16-4 soFT Lock 6
32 RISER DESIGN - QUARTER ARM REST COVERS - CUSHIONS AND BACKS cLoTH *16-4 waro 2]-4 soFT - UNDYED CHAIN 6
33 FRencH SEAM JOINING IMITATION LEATHER AND CLOTH 16-4 naro 16-4 soFT CHAIN 6
30 FRENCH SEAM JOINING LESTATe 6-4 uaro 16-4 sort Lock 6
35 FRENCH SEAM (WHEN THE FRENCH SEAM IS OVER THE BOLSTER WIRE LOCK STITCH) IMITATION LEATHER OR CLOTH *16-4 naro 24-4 soFT - UNDYED CHAIN 6
36 FRENCH SEAM HAND BUFF LEATHER *16-4 Haro 16-4 sort Lock. 6
37 Frenc seam DEEP BUFF LEATHER *12-4 waro 16-4 naro Lock 5
ERSGEED: 1SCAMS. (SUBJECT T0' wERR), LEATHER, CLOTH AND LEATHER, IMITATION
LEATHER, IMITATION LEATHER AND CLOTH
COMBINATIONS] AND HARD CLOTH 84 nyLon 16-4 sort LOCK OR CHAIN 6
39 ALL JOINING (INCLUDING CROSSING WIRES OR CARDS) — — CLOTH TO LEATHER - IMITATION TO LEATHER
LEATHER TO LEATHER: *84 nyLon *69 NYLON UNRONDED Lock 6
59A yoiniNG CLOTH TO CLOTH - IMITATION LEATHER TO IMITATION
LEATHER - CLOTH TO IMITATION LEATHER 16-4 Harp 16-4 sort LOCK OR CHAIN 6
4O SEAMING LACE AND BOLSTER WIRE ASSEMBLY IMITATION LEATHER - LEATHER OR
CLOTH *24-4 waro *30-4 soFT CHAIN 5
41 SEAMING LACE AND BOLSTER WiRE ASSEMSLIES TO TOP COVERS IST JOIN — | EATHER AND CLOTH 164, A UAA soFT S 2
2 SEAMING LACE AND BOLSTER WIRE ASSEMBI IES TO TOP COVER 2ND UOIN — LEATHER AND CLOTH 16-4 HaRD 16-4 soFT LocK 6
43 1/2 rouno weLts ALL TYPES AND COMBINAT1ONS *84 nvion *69 NYLON UNBONDED Lock 6
44 TOP OF FRONT SEAT WIRE ASSEMBLY COVER IMITATION LEATHER OR CLOTH 24-4 waro 30-4 soFT CHATN 4
A5 FACING AND EXTENSIONS TO BACK - CUSHION AND QUARTER ARM_ REST COVERS IMITATION LEATHER OR CLOTH 16-4 naro 24-4 soFT - uNDYED CHAIN 6
CLOTH OR IMITATION LEATHER ———————————— 24~/ HARD - UNDYED 36-4 SOFT - UNDYED
46 HEMMING - FACINGS, OSNABURG, SHEETING, BURLAP —.———[ovﬂomu FOR CONTINUOUS
STITCHING 36-4 HARD - UNDYED 50-4 soFT
A7 SHEETING - WIRE POCKET BOLSTER LISTING LEATHER AND CLOTH 16-4 Haro 24-4 soFT Lock 6
48 CARPET BINDING FOR JOINING IMITATION LEATHER AND CARPET *16-4 waro 24-4 sort LOCK OR CHAIN 5
49 CARPET OR RUBBER TO FRONT CUSHION REAR RUBBER OR CARPET 16-4 HARD 24-4 sorr o 3
0 WEEL PAD To cARPET LEATHER CARPET ANO AUBBER *69-nvow 69 wvion ity 5
51 BINDING TRUNK FOUNDATIONS 16-4 naro 24-4 waro LOCK OR CHAIN. 5
52 OSNABURG WIRE POCKETS AND SKIRTS TO COVER (LOCK ON GENUINE LEATHER) —————— OSNABURG - CLOTH AND IMITATION LEATHER 16-4 HARD 24-4 SOFT - UNDYED WHEN THREAD
IS NOT ViISIBLE CHAIN 5
* TO MATCH OTHERWISE NEUTRAL
WHEN JOINING LEATHER TO LEATHER BACK STITCH AT BEGINNING AND ENDING OF STITCH WITH 3 CR MORE STITCHES
WHEN FRENCH SEAMING 1S ELIMINATED ON CUSHION AND BACK COVERS ALWAYS USE A LOCK STITCH. S — —
WHEN JOINING LEATHER TO LEATHER ALWAYS USE A LOCK STITCH. A 5/I6" SPAEAD FRENCH SEAM MUST BE USED FOR LEATHER JoOBS. RIDOLE FISHER BODY DIVISION
A 3/16" SPREAD FRENCH SEAM MUST BE USED ON CLOTH AND IMITATION LEATHER. (0224 |77 37| 175 3% w0 o0 avoan. v 7 rvoveD. jegzEr GENERAL A seiEnaL worans caneonanon
ON CUSHIONS AND BACKS ELASCOFAB TO BE STITCHED SAME AS IMITATION LEATHER. 127 [Ty | 595 F2r 3, 0 75, 79, 30, 35, 3, I, 9 i oI, e 2ef A7) INFORMATION EERING S
ALL COTTON THREAD TO 8 #| QUALITY AND To MEET FEDERAL spc. V-T-2768. = i3 B AR St - =
ALL NYLON THREAD TO MEET SPEC. SHOWN ON DRAWING fI577X. 77020 | 7254  ReLERSED Gty 1955 5 £ TOO
ecease| oate CHANGES P 7 l#-7s7 | 4650203
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THREAD AND SEWING OPERATION CHART

CONVERTIBLE

SEWING OPERATIONS TYPE OF MATERIAL ToP BOTTOM TYPE OF STITCHES
THREAD THREAD  STITCH PER INCH
DECK ASSEMBLY
RUBBER TO REAR QUARTER FLAP AT BELT RAIL DECK *16-4 maro *16-4 narD  Lock 6
SEW CUT-OUT ON FLAP oECK *16-4 waro  *16-d Mamo ook 6
REINFORCEMENTS FRONT AND REAR TO QUARTER DECK. *16-4 waro *16-4 Haro Lock 5
S1DE QUARTER RETAINER STRIP TO QUARTER ASSEMBLY DECK *16-4 naro *16-4 Haro Lock §
BIND QUARTER ASSEWELY IMITATION LEATHER **16-4 Waro  **16-4 WamD Lok 6
JOIN QUARTER ASSEMBLY TO DECK oECK *16-4 naro  *16-4 HARD  LocK 6
REINFORCEMENT TO REAR VALANCE DECK *16-4 Haro *16-4 narD  Lock 6
VALANCE LOCKING FLAP RIGHT AND LEFT ECK “16-4 wamo  *16-4 waRD  LOCK 6
BIND VALANCE ASSEMBLY IMITATION LEATHER **16-4 Hamro  **16-4 Haro Lock 6
UOIN VALANCE ASSEMBLY TO QUARTER AND DECK ASSEMBLY  DECK *16-4 Haro *16-4 wARD  Lock 6
BACK CURTAIN ASSEMBLY
T — ek 164 wano 164 nano  Look 6
CURTAIN LOCKING FLAP RIGHT AND LEFT oECcK *16-4 wamo  *16-1 waRD  Lock 6
E ROYALITE TO BOTTOM OUTER FLAP oEcK *16-4 waro  *16-4 wamo  Lock 6
@ ZIPPER TO VALANCE AND BELT RAIL TACKING STRIP pECK *16-4 HamD  *16-4 mARD  LoCK 6
WBoTTOM ZIPPER TO UPPER LIGHT LINE REINFORCEMENT oECK *16-4 HARD *16-4 HaRD  LoCK 6
B VINYLITE T0 UPPER AND LOWER LIGHT LINE REIN. oEcK *16-4 waro  *16-4 waro  Lock 6
|- VINYLITE TO VALANCE oEcK *16-4 waro  *16-4 maRD  Lock 6
g
= DUST BOOT ASSEMBLY
JOIN INSIDE SKIRT AT CENTER oECcK *16-4 wano  *16-4 waRD  Lock 6
JOIN SIDES TO CENTER DECK *16-4 HaRD  *16-4 waro  Lock 6
INSIDE SKIRT TO BOOT DECK *16-4 HaRD *16-4 HaRD Lock [
OUTER SKIRT TO SIDES DECK *16-4 Haro *16-4 HaRD Lock 6
OUTER SKIRT ASSEMBLY TO BOOT ASSEMSLY ok *16-4 HaRD  *16-4 WARD  Lock 6
BIND DUST BOOT ASSEMBLY . /MITATION LEATHER **16-4 WARD  **16-4 waRD  Lock 6
TOP-LINING
JOIN BOTTOM PAD AND WEBBING TO CENTER PAD LINING 16-4 HaRro 16-4 HarD LOCK OR CHAIN 5
JOIN TOP PAD AND WEBBING TO CENTER PAD LiNING 16-4 HarD 16-4 HARD  LOCK DR CHAIN 5
SEW HEADER SEAM CORD LininG 16-4 HarD 16-4 HARD  LOCK OR CHAING
BACKS AND CUSHIONS
JOINING AND FRENCH SEAMING LEATHER 16-4 naro 16-4 soFT  Lock 5
JOINING AND FRENCH SEAMING BULL LEATHER 12-4 naro 16-4 waro  LOCK g
ATHER AND
i SR imiTaTION LEaTHER | [BA NyLon
EXPOSED SEAI UBJECT TO EXCESSIVE WEAR— AND countiATIoN oF [{lMoNOROND 16-4 SoFT  LOCK OR CHAIN 6
cLoTh
ON CUSHIONS AND BACKS
NAUGAHYDE TO BE STITCHED
SAME AS IMITATION LEATHER.
o TO MATCH TOP MATERIAL
- TO MATCH IMITATION LEATHER
RECOMMENDED NEEDLE S1ZE FOR ALL OPERATIONS
oN DECK - #22 ROUND POINT
T oRawn ev TeecTion Ry
RIDOLE GENER FISHER BODY DIVISION
[enEewen JERAL
"Hritoass GENERAL MOTORS GOI
50 INFORMATION EHGINE!!IHG D ISIOI!
Lfse 94 'NOTE ADDED, TOP-LINING & CUSHIONS NOTES REVISED e o wiemie
91080 Phrfry | RELERSED /,,y,,..‘@ |955 [pave [WANUAL Wo. o
Recease | oaTe CHANGES % -4 4650203
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THREAD AND SEWING OPERATION CHART

STATION WAGON

SEWING OPERATION TYPE OF MATERIAL TOP. BOTTOM  TYPE OF STITCHES
THREAD THREAD STITCH PER INCH
SEAT END COMPLETE IMITATION LEATHER *16-4 HARD SOFT LOCK OR CHAIN 6
DOOR ARM REST COMPLETE IMITATION LEATHER *16-4 naRD SOFT LOCK OR CHAIN 6
SUNSHADE COMPLETE IMITATION LEATHER *16-4 Haro HARD Lock 6
WELTS COMPLETE IMITATION LEATHER  16-4 1aro SUFT LOCK OR CHAIN 6
HOSE COMPLETE IMITATION LEATHER 16 HanD SOFT  Lock 6
BACK AND CUSHION EXCEPT OSNABURG IMITATION LEaTHER  *16-0 1an SOFT Lock 6
HEM BACK AND CUSHION OSNABURG FACING osnaBuURG HARD SOFT  cHAIN 5
HEADLINING JOINING OR JOINING AND LISTING IMITATION LEATHER HARD SOFT LOCK OR CHAIN 7
DOOH TRIM TO FOUNDATION = EXPOSED IMITATION LEATHER HARD WARD LOCK OR CHAIN 6
DOOR AND QUARTER TRIM TO FOUNDATION IMITATION LEATHER HARD 1HARD Lock 6
BACK AND CUSHION = DECK SEAM IMITATION LEATHER *16-4 HaRD SOFT Lock 6
SACK AND CUSHION = ANY EXPOSED SEAM 84 nyLon 6
SUBJECT TO EXCESSIVE WEAR IMERATON LEATHER  [nonanons) 16-4 sorr LoRk:
To SEW - LEATHER BACKS AND CUSHION - USE REGULAR SEW CHART.
* TO MATCH IMITATION LEATHER
RALANCE NEUTRAL.
ON CUSHIONS AND BACKS
NAUGAHYDE TO DE STITCHED
SAME AS IMITATION LEATHER.
GRS 5o s [T e FISHER BODY DIVISION
[oREcwen, GENERAL GENERAL MOTORS GORPORATION
INFORMATION A ENGINEERING DIVISION
o -
s L ards -
36 95| sTiton Tvee meviseo (,?f/ ied A E— e
fifo Lo pescrees 1955 4650203 |~
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F16."D"

GO

Fle."g"

MATCHING THREAD FOR MATERIAL COMBINATION
ALL STYLES

FIGURE "A™ ~ FABRIC AND LEATHER STITCHED
TOGETHER WITH CORD WELT.

FIGURE "B"™ - FABRIC AND LEATHER STITCHED
TOGETHER WITH CORD WELT.

FIGURE - FABRIC AND LEATHER STITCHED

TOGETHER WITH CORD WELT.
FIGURE "D" - FABRIC AND CORD STITCHED
TOGETHER Wi THOUT CORD WELT.

CONTINUOUS STITCH THRU LEATHER, FABRIC AND
CORD WELT. THREAD TO MATCH LEATHER.
STITCH THRU FABRIC STOPPING AT CORD WELT.
THREAD TO MATCH FABRIC.

STITCH THRU LEATHER AND FABRIC STOPPING AT
CORD WELT. THREAD TO MATCH LEATHER.
STITCH FABRIC AND LEATHER TOGETHER (N
CONTINUOUS STITCH (NO CORD WeELT). THREAD
TO MATCH LEATHER,

ALWAYS MATCH THREAD TO LEATHER EXCEPT WHEN
FABRIC REPLACES LEATHER THEN MATCH THE
FABRIC THAT 1S USED TO REPLAGE THE LEATHER.

[PRRN S veoLEY

| frodo
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APPLICATION OF TRIii Ol FRONT SEAT CUSHION

cHEvROLET "[019" sTvie

UUTE SPRING SILENCER...FOR APPLICATION REFER TO
pace |04,

FRONT CORNER REINFORCEWENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (/) HOG RINGS AND AT BOTTOM
TO FRAME WITH THREE (3) HOG RINGS EACH FRONT
coRnER.

JUTE PAD WITH PLASTIC
BORDER WIRE WITH HOG RINGS AS FOLLOWS:
(10), mrear ten (10), enos Four (4) eacH.

INSULATOR. .. ATTACH TO TOP
FRONT TEN

3 1/2" =3 1/2 0z. #3 coTTON BATT...PLACE ACROSS
FRONT OVER JUTE PAD. SATT 1S OPENED ONE-THIRD.

RUBBER PAD...DOUSLE FREE TAPE UNDER AND ATTACH TO

©© e

(@) 6 1/2" - 9 1/2 0z. #5 corron sarr...euace one (1)

PIECE ON EACH FRONT CORNER.
FRONT FACING...INSERT WIRE N POCKET AN ATTACH
TO LANCED TABS IN SPRING FRAME wiTH TwELve (12)
HOG RINGS.

END LISTING...INSERT WIRE IN POCKET, PULL LISTING
TAUT, AND ATTACH TO SUPPORT SPRINGS WITH Two (2)
HOG RINGS EACH END.

END FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS AND LANCES IN SPRING FRAME WITH NINE (9)
HOG RINGS EACH END, REAR ENDS Two (2) Hoc RINGS
EACH.

BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS

(14), aear eceven (11), enos Five (5) each. for SHOWN .
REAR FACING = TOP...INSERT WIRE IN POCKET AND ATTACH To sPRInGS WITH seven (7) Hos RINGs, TO
ATTACH To sPRINGS wiTH eLeven (11) woe Rines. FRAME ENDS Two (2) EacH.
see view "A". NOTE: ATTACH TOP FACING END
HOG RING TO SPRING LOOP AS SHOWN.
B ey [eeies
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STRIPPING BOLSTER SEAMING LACE

LEATHER SEAMING LACES ONLY WITH FRENCH SEAMED END FAC INGS

STRIP PAPER COVER OFF OF WIRE USED IN BOLSTER SEAMING
Lace (1/2") ONE HALF INCH INSIDE THE SEAM JOINING THE

TOP TO THE SIDE FACINGS.

S— TR S BiE
9‘5“5"2 ~ | GENERAL GENERAL MOTORS CORPORATION
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78040 |6255¢| meveases e v =
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STRETCHING OF CUSHION AND BACK BOLSTER TYPE COVERS
ALL BOLSTER TYPE CUSHIONS AND BACKS

SPRING.

NOTE: THIS WIDTH IS DETERMINED BY TAKING THE LENGTH
OF THE SEAMING LACE FROM THE PRINT AND SUSTRACTING
THE 3/8" seam oN EAcH sIDE.

[ e, [SOR ** | FISHER BODY DIVISION
[CHECKER GENERAL GENERAL MOTORS GORPORATION
# INFORMATION A ENGINEERING‘ I‘).I.VlSIDN
1955 o [aas0203]" TO7
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STITCHED MATERIAL RELIEF AT ENDS OF BOLSTERS - CUSHIONS AND BACKS
ALL STYLES

NOTE: CUTTING TOOLS SHOULD NOT BE USED FOR
BENDING BOLSTER WIRES UNDER ANY
CIRCUMSTANCES BECAUSE OF THE POSSISBLE FRACTURE
OF WIRES.

e TN i "= T FISHER BODY DIVISION
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st T S g 1955 |7 4650203





image150.jpeg
Flg."D"

Fi16."8"

- VIEW"G"

TRIMMING SURPLUS MATERIAL ON BACKS AND CUSHIONS
ALL STYLES

LEATHER AND IMITATION LEATHER TRIM

FIGURE "A" - FRONT SEAT CUSHION FIGURE "E" - REAR SEAT BACK
FIGURE "B"™ - REAR SEAT CUSHION FIGURE "F" - FRONT SEAT BACK
FIGURE "C" - FRONT SEAT BACK VIEW "G" - TRIMMING DECK SEAM

FIGURE "D - CENTER SEAT BACK

®

SURPLUS MATERIAL...TRIM SURPLUS MATERIAL AND TRIM COVER
RUBBER FROM BACK OF SEAM [N AREAS DESIGNATED IN ABOVE
ILLUSTRATIONS AS CLOSE TO SEAM AS POSSIBLE. DO NOT CUT
STITCHES. SEE VieEw "G".

[T e T e || FISHER BODY DIVISION
GENERAL MOTORS COMPORATION
5727|3725 T L wevrseD ERRMATIEN A ENGINEERING DIVISION
P Z i
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(OXC)

Fle."a"

FOLDING OF SURPLUS MATERIAL AT SEAMS ON CUSHIONS AND BACKS

AS REQUIRED

FIGURE "A"™ - COUPE AND SEDAN CUSHION
"B" - COUPE FRONT BACK

FIGURE

Fl1G."8"

SPREAD SURPLUS WATERIAL ON FRONT FACING JOIN SEAM WHEN CROSS SEAM

IS FRENCH SEAMED OR DECK SEAMED.

SURPLUS MATERIAL CAN BE FOLDED EITHER WAY.

SPREAD SURPLUS MATERIAL AS SHOWN ON ALL CUSHIONS THAT HAVE A

DIAGONAL JOIN SEAM.

WHEN CROSS SEAM HAS SEAMING LACE,

FOLD SURPLUS MATERIAL UP ON INSIDE FACINGS ON FRONT BACKS AS SHOWN.
THIS APPLIES TO FRONT BACKS THAT HAVE SPLIT INSIDE FACINGS ONLY.

S e o
e GENERAL SENERAL WTORN SOPUBATION
- e INFORMATION A ENGINEERING DIVISION
%
8297 |72054) ReLeRsED A P
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VIEW "E*"

VIEW “D"

VIEW "G"

REAR SEAT BACK SECURING TABS

ALL CHEVROLET AND PONTIAC STYLES

FIGURE "A" - seaT sack TABs - "l1-19" stviLes
FIGURE "B" - seat sack Tass - "67" sTvLes
FIGURE "C" - seat sack TaBs - "37" sTvies

BODY TABS...BEFORE ASSEMBLY OF SPRING TO BODY TABS
A PIECE OF INDUSTRIAL TAPE IS TO BE APPLIED OVER
THE TAB TO ACT AS AN ANTI-SQUEAK.

CONVERTIBLE STYLES...DRILL HOLES AT ASSEMBLY AND
secuRe BoTTOM WiTH ONE (1) screw ano one (1) wasHeR
EACH SIDE vieEw "G".

® 6

G oY secTon ERiEs
SCHULTZ FISHER BODY DIVISION
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25370-27SD»62-62F-620F-63F
10370-b20F -1 1A-53F-71 styLes
ARE ALL IMITATION LEATHER
WITHOUT THE SMALL TAB

FiG."s"

® OO

APPLICATION OF TRIM ON SUNSHADE
ALL STYLES

FIGURE "A™ - ALL CLOSED STYLES
FIGURE "B™ - ALL CONVERTIBLES

WHITE WADDING...APPLY A PIECE OF WADDING OVER
SUNSHADE SUB-ASSEMBLY AS SHOWN.

COVER MATERIAL...APPLY OVER WADDING, STITCH AND
TRIM AROUND AS SHOWN.

IMITATION LEATHER BINDING...AFTER COVER IS TRIMMED
OFF, A BINDING IS TO BE STITCHED AROUND ENTIRE
EDGE.

METAL CLIP...A METAL CAP 1S TO BE SECURED OVER
EACH END AS SHOWN.

T A FISHER BODY DIVISION
|CHECKER GENERAL MOTORS GORPORATION
ieormaTion | A ENGINEERING DIVISION
Geoto (S | Reiasts [BRTE  [WARUAL Ao, et 7|2
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ALL STYLES
{EXCEPT CONVERTIBLE COUPE TOP TRIM)

JOINING AND A | N

ALL JOINING OPERATIONS ARE DESIGNED FOR 3/8" pLus OR
winus /16" Seams FROM THE EDGE OF THE MATERIAL. THE
EXCEPTION IS WHEN JOINING COARSE FABRICS AND MATERIALS
SUCH AS BURLAP, OSNABURG, DUCK, TRUNK LINING MATERIALS
AND SHEETING WHERE |/2" pLUS OR MINUs | /16" seams ARe
PROVIDED.

WHEN HEMMING FACINGS FOR WIRE POCKETS ON BACKS AND
CUSHIONS, THE FACINGS ARE DESIGNED FOR |/2" TURNOVER wiTH
seam 1/2" FROM TURNED EOGE. THIS PROVIDES A |/2" PockET
AND A |/2" FLANGE TO THE EDGE OF MATERIAL.

ALL STYLES - WIRE POCKETS ON CUSHIONS AND BACKS

ARE TO BE JOINED wiTH 3/8" SEAM; ALSO FRONT CUSHION REAR
FACING TO COVER.

ALL LISTING POCKETS THAT DO NOT EXTEND BEYOND THE EOGE
OF THE HEADLINING MATERIAL THE STITCHING MUST BE SECURELY
TIED ON BACK SIDE.

THIS IS TO PREVENT SCUFFING OF NAP ON FACE OF MATERIAL
WITH SEWING MACHINE FOOT.

WHEN JOINING FACINGS TO CUSHIONS AND BACKS, ENDS ARE TO
BE BACK STITCHED.

LEATHER TRIM OR

EATHER ALD CLOTH COMBINATION:

WHEN JOINING TWO PIECES OF LEATHER OR LEATHER AND CLOTH
WITH A SEAMING LACE, SEAMING CORD OR BOLSTER WIRE ASSENMBLY,
STITCH TO FIRST PIECE OF FABRIC THEN WHEN STITCHING THIS
TO SECOND PIECE OF FABRIC USE A LOCK STITCH.

H TR IM:
WHEN JOINING TWO PIECES OF FABRIC WITH A SEAMING LACE,
SEAMING CORD OR BOLSTER WIRE, JOIN AND FORAM TO FIRST
PIECE OF FABRIC WITH A FOLDER USING A CHAIN STITCH.
THEN STITCH THIS ASSEMBLY TO SECOND PIECE OF FABRIC
WITH A LOCK STITCH.

v W F1SAER BO0Y DIVISION
l"'(“(" > GENERAL GENERAL MOTORS CORPORATION
INFORMATION A ENGINEERING DIVISION
573 | afoq vors wvieeD, EERING
Sioto [ e E T e
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YLE SHOWN TYPICAL OF SEDAN

APPLICATION OF SHIPPING COVERS ON FRONT SEATS

ALL CHEVROLET sTYLES ExcepT "I271" sTyLe

FRONT SEAT CUSHION POLYETHYLENE SHIPPING COVER...PLACE OVER TRIM
COVER AND HOG RING TO FRONT BAR ALONG WITH COVER FRONT FAGING.
LEAVE ENDS OF SHIPPING COVER LOOSE UNTIL AFTER THE SIDE PANELS ARE
INSTALLED AND THEN ATTACH TO BOTTOM INSIDE OF PANEL WITH FIVE (5)
sTapLEs (4571521) As swown IN view "A".

FRONT SEAT BAGK PAPER SHIPPING COVER...PULL COVERS OVER RIGHT. AND
LEFT FRONT BACKS AS sHown. NOTE: coupe STYLES RECEIVE Two (2)
SHIPPING COVERS AND SEDAN sTyLEs one (I).

o wmee0. [T ey | | FISHER BODY DIVISION
P GENERAL WOTORS GORPORATION
- INFORMATION A ENGINEERING DIVISION

GF£5 |g--55| ATIAGMENT OF CUSKION SHIPFING COVER REVISED.
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APPLICATION UF TRIL Ok FRUWT SE

cHevRoLET "10190" sTvLE

®

6 1/2" - 93 1/2 oz. #% corron BaTT...PLACE ONE (1)
PIECE ON EACH FRONT CORNER.

JUTE SPRING SILENCER...FOR APPLICATION REFER TO
page 104,

FRONT CORMER REINFORCEWENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT BOTTOM
TO FRAME WITH THREE (3) HOG RINGS EACH FRONT
CORNER.

FRONT FACING...INSERT WIRE IN POCKET ANO ATTACH
TO LANCED TABS IN SPRING FRASE wiTH TweLve (12)
HOG RINGS.

END LISTING...INSERT WIRE IN POCKET, PULL LISTING

® O © 0

JUTE PAD WITH PLASTIC
BORDER WIRE WITH HOG RINGS AS FOLLOWS:
(10), meas Ten (10), enos Four (4) EacH.

INSULATOR...ATTACH TO TOP
FRONT TEN

RUBSER PAD
SPRING WITH HOG RINGS AS FOLLOWS:
(14), mear eceven (11), enos Five (3) eacH.
HOG RING LOCATIONS S€E Pace 100,

DOUBLE FREE TAPE UNDER AND ATTACH TO
FRONT FOURTEEN
For

REAR FACING = TOP...INSERT WIRE IN POCKET AND

@ 6 ©

TAUT, £ND ATTACH TO SUPPORT SPRINGS wiTH Two (2)
HOG RINGS EACH END.

IN POCKET AND ATTACH TO
sith NINE ()

END FACINGS. AT WIRE

3 1/2" - 3 1/2 oz. #% cOTTON BATT...PLACE ACROSS SLOTS AND LANCES IN SPRING FR.
FRONT OVER WUTE PAD. BATT 1S OPENED ONE-THIAD. HOG RINGS EACH END, REAA ENOS Two (2) HOG RINCS
EAcH.

BLUE WADDING...APPLY TO 3ACK OF SPRING FRAUE AS
SHOWN .
REAR FACING = BOTTOM...INSERT .IRE I[N POCKET AND

ATTACH TO sPRinGs wiTH seven (7) wos riNss, To

ATTACH To sPRINGS wiTH ELEVEN (I1) Hos Rings. FRAME ENDS Two (2) EAcH.
see view "A". NOTE: ATTACH TOP FACING END
HOG RING TO SPRING LOOP AS SHOWN.
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LOCATING REFERENCE
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LOCATING REFERENCE

TRIM  NOMENCLATURE
SPECIAL SPORT COUPE
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LOCATING REFERENGCE

WINDLAGE @ @ CENTER PILLAR @ HEADLINING
(50) center Back
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LOCATING REFERENCE

@ CONVERTIBLE TOP

@ REAR QUARTER PANEL
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LOCATING REFERENCE
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DOOR TRIM @ ; REAR QUARTER PANEL
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LOCATING REFERENCE
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LOCATING REFERENCE

SUNSHADE (700) WINDLAGE LOCK PILLAR @ HEADLINING
, REAR QUARTER PANEL

HINGE PILCKR 250) W
e oY

400) DOOR TRIM 600) REAR FLOOR TRIM

300) FRONT SEAT PANEL
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LOCATING REFERENCE

@ LOCK PILLAR

HEADLINING
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TRIM NOMENCLATURE
2-DOOR STATION WAGON

FecTion  [eenies
FISHER BODY DIVISION
GENERAL GENERAL MOTORS GORPORATION
INFORMATION A ENGINEERING DIVISION

5
95§57 |9-+354] RELEASED Ewe. foave WARUAL WO, st
ReLEAsE| DATE CHANGES e 1955 |... | 4650203 | x I !





image165.jpeg
Style # # Doors Body Trim

1211 2 Sedan 150

1211B 2 Sedan, Utility 150 Business Coupe
1219 4 Sedan 150

1263F 2 Wagon 6p 150 Handyman
1271 2 Sedan Delivery 150

1011 2 Sedan 210

1011A 2 Club Coupe 210 Del Ray
1019 4 Sedan 210

1037 2 Spt. Coupe 210

1062F 4 Wagon 6p 210

1063F 2 Wagon 6p 210

1011D 2 Sedan BA

1019D 4 Sedan BA

1037D 2 Spt. Coupe BA

1062DF 4 Wagon 6p BA

1064DF 2 Wagon 6p BA Nomad

1067DTX 2 Conv. BA
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31/2" - 3 1/2 oz. #3

31/2" - 3 1/2 0z. #3

APPLICATION OF TRliw Oiv FrONT SEAT C

cHEVROLET "1219" sTYLE

UUTE SPRING SILENCERS...FOR APPLICATION REFER TO
pace 104.

FRONT CORNER REINFORCENENT...ATTACH AT TOP TO
BORDER WIRE wITH FOUR (4) HOG RINGS AND AT BOTTOM
TO FRAME WiTH THREE (3) HOG RINGS EACH FRONT
CORNER.

JUTE PAD WITH PLASTIC
GORDER WIRE WITH HOG RINGS AS FOLLOWS:
(10), resm ten (10), enos Foun (4) each.

INSULATOR. .. ATTACH TO TOP
FRONT TEN

REAR FACING = TOP...INSERT WIRE IN POCKET AND
ATTACH To SPRINGS wiTH eLeven (I1) Hos Rings.
see vizw "A". NOTE: ATTACH TOP FACING END HOG
RING TO SPRING LOOP AS SHOWN.

1" = 3 1/2 0z. LATEXED HAIR PAD...PLAGE OVER
FOUNDATION PAD. TUGK SNUGLY AT REAR.

COTTON BATT...PLACE ONE (1)
BATT ON EACH ENDYOVER HAIR PAD. BATT IS OPENED
ONE=THIRO.

COTTON BATT...PLACE ACROSS

(® 3 o0z. #1 corron pav - LESS BURLAP...PLACE oven

O ® 0 @®

BATTS AND HAIR PAD. TUCK SWUGLY AT REAR.
6 1/2" - 9 1/2 oz. #3 cotron 3aTT...PLAcE onE (1)
PIECE ON EACH FRONT CORNER AS SHOWN.

FRONT FACING...INSERT WIRE IN POCKET AND ATTACH
TO LANCED TABS IN SPRING FRAME wiTH TweELve (12)
HOG RINGS.

END LISTING...INSERT WIRE IN POCKET, PULL LISTING
TAUT, AND ATTACH TO SPRINGS lTH Two (2) Hoe
RINGS EACH END.

END FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS AND LANCES IN SPRING FRAME WITH NINE (9)
HOG RINGS EACH END, REAR ENDS Two (2) HoG RINGS
EAcH.

BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS
sHowN .

REAR FACING - BOTTOM...INSERT WIKE [N POCKET AND
ATTACH TO SPRINGS wITH seven (7) wos Rings, To
FRAME ENDS Two (2) eacH.

FRONT GVER HAIR RAD. GATT 1S OPENED ONE-THIRD.
Eoor e e
3-M FRONT SEAT & FISHER BODY DIVISION
[cwecken 7 CUSHION A GENERAL MOTORS CORPORATION
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APPLIGATION OF TRIM ON FRONT SEAT CUSHION

cHevRoLET "1062F" sTyLE

JUTE SPRING SILENCERS...FOR APPLICATION REFER TO
pave 104.

FRONT CORNER REINFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT BOTTOM
To FRAME WITH THREE (3) HOG RINGS EACH FRONT
CORNER.

UUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT

Ten (10), rear Ten (10), Enos Four (4) eack.

see view "AT.

3 1/2 " =3 1/2 0z. #3 COTTON BATT...PLACE ACROSS
FRONT OVER UUTE FOUNDATION PAD. BATT IS OPENED
ONE-THIRD.

RUBBER PAD...DOUBLE FREE TAPE UNDER AND ATTACH TO
SPRING WITH HOG RINGS AS FOLLOWS: FRONT FOURTEEN
(14), mear eLeven (11), enos Five (5) eacu. see
View "AT. FOR HOG RING LOCATIONS SEE PAGE 100.
REAR FACING - TOP...INSERT WIRE IN POCKET AND
ATTACH TO SPRINGS WITH ELEVEN (I1) Hos RINGS.

see view "A".

(@) 6 1/2" - 9 1/2 oz. #3 corron sarr...puace one (1)

PIECE ON EACH FRONT CORNER.

®G ©® ©

FRONT FACING...INSERT

T0 LANCED TABS IN SPRING FRawe wiTH Twerve (12)

HOG RINGS.

END LISTING...INSERT WIRE IN POCKET, PULL LISTING
TAUT, AND ATTACH TO SUPPORT SPRINGS WITH Two (2)

HOG RINGS EACH END.

END FACING...INSERT W

SLOTS AND LANCES IN SPRING FRaue WITH NINE (9)
HOG RINGS EACH END, ENDS REAR Two (2) EACH.

BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS

SHOWN.

REAR FACING = BOTTOM...INSERT WIRE IN POCKET AND
ATTACH TO spRINGS wiTh seven (7) Hoe RINGS, TO
FRAME ENDS Two (2) EACH.

WIRE [N POCKET AND ATTACH

IRE IN POCKET AND ATTACH TO

= **= T FISHER BODY DIVISION
FRONT SEAT A GENERAL MOTORS CORPORATION
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APPLICATION OF TRIM ON FRONT SEAT CUSHION

cHEVROLET "10620F"

pace 104,

FRONT CORNER RE|NFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WiTH FOUR (4) HOG RINGS AND AT BOTTOM
TO FRAME WITH THREE (3) HOG RINGS EACH FRONT
CORNER.

JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT TEN
(10), mear 7en (10), enos Four (4) eacH. see
view "AT

3 1/2" - 3 1/2 0z, #3 COTTON BATT...PLACE ACROSS
FRONT OVER JUTE FOUNDATION PAD. BATT IS OPENED
ONE-THIRD.

@0 @ ® ®

RUBBER PAD...DOUSLE FREE TAPE UNDER AND ATTACH TO
SPRING WITH HOG RINGS AS FOLLOWS: FRONT FOURTEEN
(14), mear eceven (11), enos Five (5) eacH. see
view "A™. FOR HOG RING LOCATIONS see page [00.

® @6 ©® 6

REAR FACING = TOP...INSERT WIRE IN POCKET AND
ATTACH TO sPRINGS wiTH ELEVEN (I1) Hoe RiNes.
see view "A",

sTYLE

6 1/2" - 9 1/2 oz. #3 cotron BaTT...PLACE ONE (1)
PIECE ON EACH FRONT CORNER.

FRONT FACING...INSERT WIRE IN POCKET AND ATTACH
TO LANCED TABS IN SPRING FRAME WITH TweLve (12)
HOG RINGS.

END LISTING...INSERT WIRE IN POCKET, PULL LISTING
TAUT, AND ATTACH TO SUPPORT SPRINGS WITH Two (2)
HOG RINGS EACH END.

END FACINGS...INSERT WIRE N POCKET AND ATTACH TO
SLOTS AND LANCES IN SPRING FRAME WiTH NINE (9)
HOG RINGS EACH END, ENDS REAR Two (2) EACH.

BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS
SHOWN .

REAR FACING - BOTTOM...INSERT WIRE IN POCKET AND
ATTACH TO SPRINGS WiTH seven (7) Hoc Rines, To
FRAME ENDS Two (2) EacH.
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APPLICATION OF TRIM ON FRONT SEAT CLSHION‘\®

cHevroLET "I1063F" sTyLe

JUTE SPRING SILENGERS...FOR APPLICATION REFER TO
pace 104.

FRONT CORNER REINFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT
BOTTOM TO FRAME WITH THREE (3) HOG RINGS EACH
FRONT cORNER.

JUTE PAD WITH PLASTIC INSULATOR...ATTAGH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT
Ten (10), mear Ten (10), Eno Four (4) EacH.
view "A",

see

3 1/2" = 3 1/2 0z. #3 COTTON BATT...PLACE ACROSS
FRONT OVER JUTE FOUNDATION PAD. BATT IS OPEMED
ONE=THIRD.

RUBBER PAD...PLACE OVER BATT AND FOUNDATION PAD.
DOUBLE FREE TAPE UNDER AND ATTACH TO SPRINGS
WITH HOG RINGS AS FOLLOWS: FRONT FoURTEEN (I4),
rear TeN (10), ewos Five (5) eacH. see view
"A"™. FOR HOG RING LOCATIONS sEe Pace 100.

REAR FACING = TOP...INSERT WIRES IN POCKETS AND

SIDE OF HINGE SUPPORT. sEE view "A".

@

®G 6 ©

6 1/2" = 9 1/2 0z. #3 cOTTON BATT...PLACE ON EACH
FRONT CORNER AS SHOWN.

FRONT FACING...INSERT WIRE IN POCKET AND ATTACH
TO LANCED TABS IN SPRING FRAME wiTH TweLve (12)
HOG RINGS.

END LISTING...(NSERT WIRE N POCKET, PULL TAUT,
AND ATTACH TO SPRINGS WITH Two (2) HoG RINGS
EACH END.

END FACINGS...INSERT WIRE IN POCKET AND ATTACH
TO SLOTS AND LANCES (N SPRING FRAME wiTH TN (10)
HOG RINGS EACH END, ENDS REAR ONE (1) EACH.

BLUE WADDING...APPLY TO BACK OF SPRING FRAME AS
SHOWN.,

BOTTOM...INSERT WIRE IN POCKET
SPRINGS WiTH seven (7) HOG RINGs,
Two (2) EACH, TOE GUARD ENDS TWO
GUARD REAR CORNERS Two (2) EACH.
INFORMATION see Pace 101.

REAR FACING -
AND ATTACH TO
TO FRAME ENDS
(2) each, Toe
FOR ADDITIONAL

ATTACH TO SPRINGS WITH s1x (B) Hoe Rines EACH
oA o7

T8,

SEcTion EmEs

FISHER BODY DIVISION

FRONT'SEAT GENERAL MOTORS GORPORATION

A

IVISION

e ——
s

S2¢5 |wo5354 TOE GUARD CORNERS HOG RINGS ADDED. CUSHION enisan
Jfo40 |62554| ReLeaseD "SL loATE [MANUAL WO [Fase
o S il 1955 [ew 4650203 [* | 30
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APPLICI\lT\ON OF TRIM ON FRONT SEAT CUSHION

cHEVROLET "I263F" sTyLe

UUTE SPRING SILENGERS...FOR APPLICATION REFER TO
pace 104.

FRONT CORNER REINFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT
BOTTOM To FRAME WITH THREE (3) HOG RINGS EACH
FRONI CORNER.

JUTE PAD WITH PLASTIC INSULATOR...ATTACK To ToP
GORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT TEN
(10), near TEN (10), enos Four (4) Eack.

REAR FACING - TOP...INSERT WIRES IN POCKETS AND
ATTACH TO SPRINGS WITH six (6) HOG RINGS EACH
SIDE OF HINGE SUPPORT. SEE view "A".

I" = 3 1/2 0z. LATEXED HAIR PAD...PLACE OVER
FOUNDATION PAD. TUCK SNUGLY AT REAR.

6 1/2" - 9 1/2 oz. #3 coTTON BATT...PLACE ONE
(1) BATT ON EACH END OVER HAIR PAD. BATT IS
OPENED ONE-THIRD,

6 1/2" = 9 1/2 0z. #3 COTTON BATT...PLACE ACROSS.
FRONT OVER HAIR PAD. BATT IS OPENED ONE=THIRD.
3 0z. #| COTTON PAD = LESS BURLAP...PLACE OVER
BATTS AND WAIR PAD. TUCK SNUGLY AT REAR.

®@® G 6

(9) 6 1/2" =9 1/2 oz. #3 corron BATT...PLACE on Exch

FRONT CORNER AS SHOWN.

FRONT FACING...INSERT WIRE IN POCKET AND ATTACH
To LANCED TASS IN SPRING WITH TweLVE (12) Hoo
RINGS.

END LISTING...INSERT WIRE IN POCKET, PULL
LISTING TAUT, AND ATTACH TO SPRINGS WITH TWO

(2) HOG RINGS EACH END.

END FACINGS...INSERT WIRE [N POCKET AND ATTACH
To LANCES AND SLOTS IN SPRING FRAME WITH TEN
(10) Hos RINGS EAcH END, ENDs REAR oNE (1) EAcH.
BLUE WADDING...APPLY TO BACK OF SPRING FRAME

AS SHOWN.

REAR FACING - BOTTOM...INSERT WIRE IN POCKET
AND ATTACH TO SPRINGS WITH seven (7) Hoe Rings,
TO FRAME ENDS TWo (2) EACH, TOE GUARD ENDS THO
(2) eacH, TOE GUARD REAR CORNERS TWo (2) EAcH.
FOR ADDITIONAL INFORMATION SEE PAGe 101.

[oRawN 87

SEeTIoN [eEmiEs

FISHER BODY DIVISION

B

FRONT SEAT A GENERAL MOTORS GORPORATION
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APPLICATION OF TRIM ON FRONT SEAT CUSHION

CHEVROLET "I1064DF" sTvLE

pace 104.

®

TRIM COVER RUBBER...HOT PRESS RUBBER TO COVER
MATERIAL.

FRONT CORNER REINFORGEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT BOTTOM
TO FRAME WITH THREE (3) HOG RINGS EACK FRONT
comNER.

JUTE PAD WITH PLASTIC INSULATOR...LOCATE PAD TO
SPRING AT BOLSTER LINE WITH SEVEN (7) Hoc mings.
BALANCE OF PAD ATTACH TO SPRING WITH HOG RINGS

AS FOLLOWS: REAR To sprines TEN (10), FRONT TO
BorDER wiRe Ten (10), ENDS TO BORDER WIRE FOUR

(4) eacw eno. see view "A".

@G @606

() 3 1/2" - 31/2 oz. §3 corion satT...PLACE AcROSS

FRONT OVER JUTE PAD. BATT IS OPENED ONE-THIRD.

RUBBER PAD...LOCATE PAD TO SPAING AT BOLSTER
LINE wiTH SEVEN (7) HOG RINGS. DOUBLE FREE TAPE
UNDER AND ATTACH TO SPRING WITH HOG RINGS AS
FoLLows: Rear Ten (10), rront routeew (14),
enos Five (5) eacH. sEe view "B". Fom HOG RING
LOCATIONS REFER To PAGE 100,

on

0 G

| 1/2 oz. #1 COTTON BATT...INSERT BATTS IN

SHEETING POCKETS. SLIT SHEETING AS CLOSE TO
SEAMS AS POSSIBLE, DO NOT CUT STITCHES.

To BOLSTER WIRE WiTH ElcHTEEN (18) Hoe mings. see
view "B". " BEND BOLSTER AND SEAMING LACE WIRE ENDS
one (1) HOG RING EACH END.

REAR FACING = TOP..,INSERT WIRES IN POCKETS AND
ATTACH TO SPRINGS WITH Six (B) HOG RINGS EACH

SIDE. SEE VIEW "A".

6 1/2" - 9 1/2 0z. #3 cOTTON BATT...PLACE ONE
(1) PIECE ON EACH FRONT CORNER.

3" - 2 oz. #1 cotTon BATT...PLACE Two (2) pieces
ON EACH END BETWEEN SHEETING AND COVER MATERIAL.

FRONT FACING.

RINGS.

NSERT WIRE IN POCKET AND ATTACH
TO LANCES IN FRONT BAR WITH TWeLVE (12) Wog

END LISTING...INSERT WIRE

To SPRINGS WiTH Two (2) HOG RINGS EACH END.
3" - 2 oz. #| coTton BATT...PLAcE ONE (1) BATT
ON EACH END OVER BOLSTER AND SEAMING LACE WIRE
BATTS ARE OPENED ONE-THIRD.

ENDS AS SHOWN.

END FACINGS...INSERT WIRES IN POCKETS AND ATTACH
TO LANCES IN END BAR wiTH TEN (10) Hoe RINGS
EacH END, ENDS REAR ONE (1) oG RING EACH.

BLUE WADDING...PLACE OVER BACK OF SEAT FRAME AS

SHOWN .

REAR FACING - BOTTOM...INSERT WIRE IN POCKET AND
ATTACH To SPRING WwiTH seven (7) Hos RiNGS, TO
FRAME ENDS Two (2)
EACH, TOE GUARD REAR CORNERS Two (2) eacH. FOR
ADDITIONAL INFORMATION sEE PAGE 101,

EACH,

IN POCKET AND ATTACH

ToE GuaRD ENDS Two (2)

GRS o o

SecTion

owEcReR,

By

FRONT SEAT
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APPLICATION OF TRl Ol FRONT SEAT CUSHIOw

® GO

®

cHEVROLET "1067DTX" styLe

JUTE SPRING SILENCERS...FOR APPLICATION REFER TO
pace 104.

TRIM COVER FILLER...SEW FILLER TO COVER MATERIAL.

FRONT CORNER REINFORCEMENT...ATTACH AT TOP TO
SORDER WIRE WITH FOUR (4) HOG RINGS AND AT BOTTOM

To FRANE WITH THAEE (3) HOG RINGS EACH FRONT CORNER.

JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT TEN
(10), mean ten (10), enos Four (4) eack.

3 1/2" - 3 1/2 oz. #3 cOTTON BATT...PLACE ACROSS
FRONT OVER JUTE PAD. BATT IS OPENED ONE-THIROD.
RUBSER PAD...PLACE OVER BATTS AND FOUNDATION PAD.
DOUBLE FREE TAPE UNDER AND ATTAGH TO SPRINGS WITH
HOG RINGS AS FOLLOWS: FRONT FOURTEEN (14), REaRr
ten (10), enos Five (5) eacH. see view "A". Fom
HOG RING LOCATIONS SEE PAce 100.

REAR FACING - TOP...INSERT WIRES IN POCKET AND
ATTACH TO SPRINGS WITH Six (6) HoG RINGS EAcH SiDE
OF HINGE SUPPORT. SEE view "A",

3 1/2" - 3 1/2 oz. #3 cOTTON BATT...PLACE ACROSS

FRONT OVER RUBBER PAD. BATT IS OPENED ONE-THIRD.

(9 3 1/2" - 3 1/2 02. #3 corron BaTT...PLACE one (1)

BATT ON EACH E
OPENED ONE-THI

61/2" -9 1/2

NO OVER RUBBER PAD. BATTS ARE
RD.

o0z. #3 coTTON BATT...PLACE oNE (1)

PIECE ON EACH FRONT CORNER AS SHOWN.

FRONT FACING..
TO LANCED TABS
HOG RINGS.

END LISTING

LINSERT WIRE IN POCKET AND ATTACH
IN SPRING FRAME WITH TWELVE (12)

INSERT WIRE [N POCKET AND ATTACH

To sPRINGS WiTH TWO (2) HOG RINGS EACH END.

END FACINGS...

INSERT WIRE IN POCKET AND ATTACH TO

LANCES IN SPRING FRAME wiTH TEN (10) HoG RINGS

EACH END, REAR

BLUE WADDING..
SHOWN.,

REAR FACING -
AND ATTACH TO
TO FRAME ENDS
(2) eacu, ToE
FOR ADDITIONAL

enos one (1) Wos minG EACH.
LAPPLY TO BACK OF SPRING FRAWE AS

OTTOM. . INSERT WIRE (N POCKET
sPaINGs wiTh seven (7) Hoa AinGs,
w0 (2) EcH, TOE GuARD Enos TWO
GUARD PEAR GORNERS TWo (2] EAGH.
INFORL TION sEe pAce 101,

Rt sear | | FISHER BODY DIVISION
GENERAL MOTORS GORPORATION
o £33 LU 42 MVISED. R 7. CUSHION A ENGINEERING DIVISION
5245 lwzse] TOE GUARD CORNERS HOG RINGS ADDED. EERING D
/Y04C |¢=551| ReLEasED oaTE  [wAmuaL o, ,ﬂ.l O
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APPLICATION OF TRIM ON DRIVER'S AND PASSEMAER'S SEAT CUSHION

cHevRoLET "I271" sTyLe

BOTTOM CUSHION BOARD SILENCER...APPLY SLUE WADDING
TO TOP OF BOTTOM CUSHION BOARD WITH six (6) 4 oz.
TRIMMERS TAcks. OPTIONAL: six (6) sTapLes
(4574015) .

BOTTOM CUSHION BOARD...ATTACH SPRING TO BOARD WITH
sTapLes (4585142) as FoLLows: FronT THREE (3),

(® 6 1/27 - 9 1/2 0z. #3 corron eatr...pLacE one
(1) BATT ON EACH END OVER FOUNDATION PAD.
SATTS ARE OPENED ONE-THIRD.

(7) 6 1/2 - 9 1/2 oz. #3 corron satr...pLACE OvER
FOUNDATION PAD ACROSS FRONT. BATT IS OPENED
oNE-THIRD.

Rear THRee (3), enos Two (2) eck sioe. @ 6 1/2 - 9 1/2 0z. #3 coTToN BATT...PLACE BETWEEN
WIRE INSULATOR...ATTAGH INSULATOR To SUPPORT WIRES FACINGS AND SURLAP ON FRONT ANG &NDS.
RUNES;BEARL OF CUSHION B0ARD WiTH sixTy (60) 4 o0z. TRIMMERS
BURLAP SPRING COVER...ATTACH TO TOP BORDER WIRE Tacks. OPTIOMAL: sixty (B0) staeLes (4574015).
WITH MO RINGS AS FOLLOWS: FAONT £IVE (51, ENos  ([0) GREAKOVER FOUNOATION...ATTACK To Top OF CUSHION
FIVe (5) EAGH. ATTAGH TO 80TTOM OF cusHiow 04R0 wiTH THIRTY (30) 8 0z, TRIMMERS TAcKs,
BOARD WITH FORTY (40) 2 1/2 oz. TRIMMERS TaCKS. OPTIOMAL: sTapLes (4585142).
OPTIONAL: romty (40) stapLes (457405).
(5) 8 oz. #3 corTon Pap...PLAGE OVER BURLAP SPRING CoveR
AND ATTAGH TO TOP BORDER WIRE WITH RIVETS AS FOLLOWS:
FRONT THREE (3), REAR TREE (3), enos THRee (3) EacH.
ik FRONT FISHER BODY DIVISION
[renomn SEAT CUSHION GENERAL MOTORS CORPORATION
By — A ENGINEERING DIVISION

78279

72054 | RELEASED
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APPLICATION OF TRIM ON FRONT

SEAT CUSHION

EXPORT: cHEVROLET "1019-190" stviLes

JUTE SPRING SILENCERS...FOR APPLICATION REFER TO

PAGE

FRONT CORNER REINFORCEMENT...ATTACH AT TOP TO
BORDER WIRE WITH FOUR (4) HOG RINGS AND AT BOTTOM

TO FRAME WITH THREE (3) HOG RINGS EACH FRONT

104.

CORNER.

JUTE PAD WITH PLASTIC

3 1/2" - 3 1/2 0z. #3 coTTON BATT...PLACE ACROSS
FRONT OVER JUTE PAD. BATT IS OPENED ONE-THIRD.
RUBBER PAD...DOUSBLE FREE TAPE UNDER AND ATTACH TO
SPRING WITH HOG RINGS AS FOLLOWS: FRONT FOURTEEN
(14), mear eLeven (11), enos Five (5) eacH. see
"A". FOR HOG RING LOCATIONS SEE PAGe 100.

ViEw

2" = | 1/2 oz. #| cOTTON BATT...INSERT BATTS IN
SHEETING POCKETS.

INSULATOR. .. ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT TEN
(10), rean Ten (10), enos Four (4) eacw.

@0 © ®OG

REAR FACING = TOP...INSERT WIRE IN POCKET AND ATTACH

To sPRING WiTH ELEVEN (11) Hoe RINGS. sEE v
3 1/2" - 3 1/2 oz. #3 cotron sart..

RUBBER PAD ALONG FRONT. BATT

w AT,

PLACE OVER
IS OPENED ONE-THIRD.

6 1/2" - 9 1/2 0z. #3 coOTTON BATT...PLACE ONE
(1) 8ATT oN EaCH FRONT CORNER.

SHEETING ENDS...PULL SHEETING TAUT AND ATTACH TO
SPRINGS WITH FIVE (5) HOG RINGS EACH END.

4" - 3 oz. #| coTToN BATT...PLACE Two (2) BATTS
ON EACH END BETWEEN SHEETING AND COVER MATERIAL.
FRONT FACING...INSERT WIRE IN POCKET AND ATTACH
70 UANCED TABS IN SPRING FRAME WiTH TweLve (12)
HOG RINGS,

END FACING,..INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN END 8AR WITH NINE (9) HOG RiINGS EACH
END, REAR ENOS TWo (2) HOG RINGS EACH.

BLUE WADDING.
SHOWN.

PLACE OVER BACK OF SEAT FRAME AS

REAR FACING = BOTTOM...INSERT WIRE IN POCKET AND
ATTACH TO SPRINGS WITH seven (7) Hoe Rines, To
FRAME ENDS Two (2) EacH.

T G

I533
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VIEW “D"

Fle."c"

FIGURE "A"
FIGURE "B"
FIGURE "C"

Q@) oovmie

APPLICATION OF RUBBER PADS ON REAR SEAT CUSHIONS

ALL CHEVROLET AND PONTIAC "I9" STYLES REQUIRING RUBBER PADS

ALL CHEVROLET AND PONTIAC

ALL CHEVROLET AND PONTIAC "37" ano "67" stvies

REQUIAING RUBBER PADS

STYLES REQUIRING RUBBER PADS

FREE TAPE UNDER AND ATTACH TO SPRING WITH HOG RINGS AS SHOWN.

:::%;“ e war | | FISHER BoDY DIVISION
Z GEkemAL WOTORS GORPOATION
5327y554] F1o. "C"_was sHown on PaceE 151, B SHSHION, A ENGINEERING 0IVISION
75297 | 72054 | receaseo 3 O Ty
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APPLICATION OF END BURLAP REINFORCEMENTS
AND END BATTS ON REAR SEAT CUSH|ONS

ALL CHEVROLET AND PONTIAC "I9" sTyLESs

£NO BURLAP REINFORCENENT...ATTACK TO LANGES AND BORDER WIRE WiTH
HOG RINGS As SHOWN.
(@) 6 1/2" - 9 1/2 0z. #5 corron satr...puace one (1) piece on eacn
END OVER BURLAP REINFORCEMENT. FOLD UNDER 2" AT REAR AS SHOWN.

[ ar | " | FISHER BODY DIVISION
5527|554 r16. "R TRANSFERRED TO Pase 150, FGUerion A | “ENGEeRiNG omISION
9670|8245 FIGURE "B" ooen seraorr wemenn
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APPLICATION OF TRIM ON REAR SEAT CUSHION

cHEvROLET "I0I1" sTvLe

FRONT CORNER BURLAP REINFORCEMENT...ATTACH TO EACH
FRONT CORNER WITH HOG RINGS AS FOLLOWS: TOP TO
BoROER WIRE FivE (5), sorTom To Lances Four (4).
JUTE PAD WITH PLASTIC INSULATOR...ATTAGH TO ToP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT
eLeven (1), rear nine (9), enos Four (4) Eck,
ENDS REAR THREE (3) EAcH.

6 1/2" -9 1/2 oz. #3 cOTTON BATT...PLACE ACROSS
FRONT OVER FOUNDATION PAD. BATT IS OPENED
ONE-THIRD.

6 0z. #| cOTTON PAD - LESS BURLAP...PLACE OVER
BATT AND FOUNDATION PAD.

END LISTING...INSERT WIRE IN POCKET AND ATTACH
TO.LISTING. WIRE WITH THREE (3) Hoe mINGS Each
Eno.

®

®@ 0

® @®

6 1/2" - 9 1/2 oz. #3 coTToN BATT...PLACE ONE (1)
PIECE ON EACH FRONT CORNER UNDER FACING.

FRONT FACING = ENDS...INSERT WIRES IN POCKETS AND
ATTACH TO LANCED TABS WITH EIGHT (8) Hoe RINGS
EACH END.

FRONT FACING - CENTER...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS WiTh six (6) Hos RiNnes,
conners oNE (1) HOe RING EACH.

REAR FACING...INSERT WIRE IN POCKET AND ATTACH TO
serings wiTh Ten (10) HoG RINGS.

END FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
SPRING AND FRAME WITH FOUR (4) HOG RINGS FRONT
AND FIVE (5) HOG RINGS REAR EACH END AS SHOWN.
REAR CORNERS...CLOSE EACH REAR CORNER WITH ONE
(1) Hoe RiING.

]ﬂ"—”“““"‘ %= T FISHER BODY DIVISION
i Resr seaTawstion A\ | CENEeERG oivision
95070 425  reemses S T s
e — 1955 [7=[4650203 [~ |52
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APPLICATION OF TRIM ON REAS

CHEVROLET

TRIM COVER RUBBER...SEW RUBBER TO COVER MATERIAL.
FRONT CORNER BURLAP REINFORGEMENT...ATTACH TO
EACH FRONT CORNER WITH HOG RINGS AS FOLLOWS:
TO BORDER WIRE FIve (5), BOTTOM TO LANCES FOUR
JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT
eteven (1), mear nine (9), enos rour (4) eacw,
ENDS REAR THREE (3) EAcH.

6 1/2" - 9 1/2 oz. #3 cotron BATT
FRONT OVER JUTE FOUNDATION PAD.
ONE-THIRD.

Top

PLACE ACROSS
BATT 1S OPENED

6 0z. #1 COTTON PAD - LESS BURLAP...PLACE OVER
BATT AND FOUNDATION PAD.

END LISTING...INSERT WIRE IN POCKET AND ATTACH TO
LISTING WIRE WITH THRee (3) HOG RINGS EACH END.

SEAMING LACE - 'FRONT FACING...ANCHOR WIRE ENDS TO
BURLAP CORNER FOUNDATION WiTH oNE (1) Hog RiING
EACH END.

"1011A"

© @

®@ ®06

R SEAT CUSHION

STYLE

6 1/2" - 9 1/2 0z. #3 cotron BATT...pLACE oNE (I)
PIECE ON EACH FRONT CORNER UNDER FACING.

FRONT FACING - ENDS...INSERT WIRES IN POCKET AND
ATTACH TO LANCED TABS WITH £1GHT (8) Hos RiNGs
€ACH SIDE.

FRONT FACING ~ GENTER...INSERT WIRE (N POCKET AND
ATTACH TO LANCED TABS WiTH six (B) Hoe RiNGs,
conners one (1) eacH.

REAR FACING...INSEAT WIRE IN POCKET AND ATTACH TO
sPRINGS WiTH TEN (10) Hoe Rings.

END FAGING...INSERT WIRE [N POCKET AND ATTACH TO
WIRES AND LANCES IN SPRING FRAME WiTH FouR (4)
HOG RINGS FRONT AND FIVE (5) HOG RINGS REAR EACH
eno.

REAR CORNERS...CLOSE EACH REAR CORNER WITH ONE
(1) wos ming.

e i S—
o ReaR seat FiSHER BoDY.DIVISION

CUSHION A ENGINEERING DIVISION
5070 |6254| reLeaseo oaTe [WANUAL WO, E3 53
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APPLICATION OF TRIM ON REAR SEAT CUSHION

cHEVROLET "[O1ID" styLe

FRONT CORNER BURLAP FOUNDATION...ATTACH TO EACH
FRONT GORNER WITH HOG RINGS AS FOLLOWS: TOP TO
B0RDER WIRE FIve (5), BoTTom To LaNcES Four (4).
UUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT
eLeven (11), mean nine (9), enos rour (4) eacw,
ENDS REAR THREE (3) EacH.

3 1/2" - 3 1/2 0z. #3 COTTON BATT...PLACE ACROSS
FRONT OVER JUTE FOUNDATION PAD. BATT IS OPENED
ONE-THIRD.

RUBBER PAD...DOUSLE FREE TAPE UNDER AND ATTACH
TO SPRING WITH HOG RINGS, AS FOLLOWS: FRONT
Founteen (14), mean Ten (10), enos Four (4) eack,
ENDS REAR THREE (3) EacH.
see pace 150,

END LISTING...INSERT WIRE
LISTING WIRE WITH THREE (3) HOG RINGS EACH END.
6 1/2" .- 9 1/2 0z. #3 cotTon BaTT...PLACE ONE (1)
PIECE ON EACH FRONT CORNER UNDER FACING.

FOR HOG RING LOCATIONS

IN POCKET AND ATTACH TO

FRONT FACING = ENDS...INSERT WIRES IN POCKET AND
ATTACH TO LANCED TABS WiTH EIGHT (8) HoG RINGS
EACH SIDE.

FRONT FACING - CENTER...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS wiTH six (6) Hos Rines,
corners one (1) eacH.

REAR FACING...INSERT WIRE N POCKET AND ATTACH TO
seriNes wiTH TEN (10) Hoe RiNGs:

END FACING...INSERT WIRE IN POCKET AND ATTACH T0
SPRING AND LANCES IN SPRING FRAME WITH FOuR (4)
HOG RINGS FRONT AND FIVE (5) HOG RINGS REAR EACH
EnD. "

REAR CORNERS...CLOSE EACH REAR CORNER «ITH ONE
(1) Hoe RiNe.

[Fem g [eon ™= [ FISHER BODY DIVISION

[CHECKER REAR SEAT GENERAL MOTORS CORPORATION

- i GUSHION A ENGINEERING DIVISION
77670 25 5| meveaseo g e = |5
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APPLICATION OF TRIM ON REAR SEAT CUSHION

cHevroLeT "I201" sTyLE

FRONT CORNER BURLAP FOUNDATION...ATTAGH TO EACH
FRONT CORNER WITH HOG RINGS AS FOLLOWS: TOP TO
80RoER wiRe FIve (5), soTTom To Lances Four (4).
JUTE PAD WITH PLASTIC INSULATOR...ATTAGH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT
eceven (1), mean nine (9], enos Four (4) eacw,
ENDS REAR THREE (3) EAcH.

6 1/2" - 9 1/2 oz. #3 cOTTON BATT...PLACE ACROSS
FRONT OVER JUTE FOUNDATION PAD. BATT IS OPENED
oNE-THIRD.

6 0z. #1 COTTON PAD - LESS BURLAP...PLACE OVER
BATT AND JUTE FOUNDATION PAD.

END LISTING...INSERT WIRE
LISTING WIRE WiTH THREE (3) HOG RINGS EACH END.

6 1/2" - 9 1/2 o0z. #3 cotron BATT...PLACE ONE (1)

@00 © ©® 0O

IN POCKET AND ATTACH TO

P ® 6

©

FRONT FACING - ENDS...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS WITH EIGHT (8) Hoe RINGS
EACH S10E.

FRONT FACING = CENTER...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS wiTH six (6) Hos Rines,
CORNERS AT cuTouT one (1) EacH.

REAR FACING...INSERT WIRE IN POCKET AND ATTACH TO
serings wiTh Ten (10) Hog RINGS.

END FACINGS...INSERT WIRES IN POCKETS AND ATTACH
To SPRINGS AND LANCES WiTH FOUR (4) HOG RINGS
FRONT AND FIVE (5) HOG RINGS REAR EACH END AS
SHowN .

REAR CORNERS...CLOSE EACH REAR CORNER WITH ONE
(1) Hoe minG.

PIECE ON EAGH FRONT CORNER UNDER FAGING.
o e sear | | FISHER BODY DIVISION
A GENERAL MOTORS GORPORATION
& CUSHION A G _DIvIsioN
#8670 |625°59| Reveasen ]fy 7 [oate [UANUAL RO Pase: |55
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VIEW IN DIREGTION OF
ARROW "4 "

® 6 © © O

APPLICATIOK OF TRIiw Oii REAR SEAT CUSHION

cHEVROLET "I019" sTyLe

END BURLAP REINFORCEWENT,
HOG RINGS AS FOLLOWS:

(7), sottom To Lances seven (7). SeE pace |51

UUTE PAD ITH PLALTIC
30RDER WIRE VITH HOG RINGS AS FOLLOWS: FRONT
(10), mear Ten (10), enos Four (4) EacH, ENDS
REAR THREE (3) eacH.

6 1/2" - 9 1/2 oz. #3 coTTon BATT...PLACE ACRO
FRONT OVER FOUNDATION PAD. BATT 1S OPENED
ONE-THIRD.

6 0z. #| COTTON PAD - LESS BURLAP...PLACE OVER
SATT AND FOUNDATION PAD.

END LISTING...INSERT WIRES IN POCKET AND ATTAC
TO LISTING WIRE WITH THREE (3) HOG RINGS EACH
END.

6 1/2" - 3 1/2 oz. #3 cOTTON BATT...PLACE ONE
PIECE ON EACH END UNDER FACING.

ATTACH TO EACH END WITH
TOP TO BORDER WIRE SEVEN

INSULATOR...ATTACH TO TOP

@

S @
= @
©
Q)
(L)

ENDS...INSERT WIAES IN POCKETS AND
LaNceD Tass wiTh Ten (10) woe
FOLD ENDS AND ANCHOR wiTH oNe (1)

FRONT FACING -
ATTACH EACH TO

RINGS. FINISH
HOG RING EACH END.SEE vIEW "A'.

FRONT FACING - CENTER...INSERT WIRE IN POCKET A0
ATTACH TO LANCED TABS WITH six (6) Hos mines,
CORNERS AT cuTouT ONE (1) EacH.

REAR FACING...INSERT WIRE IN POCKET AND ATTACH TO
sPRINGS wiTH Ten (10) Hoe Rings.

END FACING - REAR...INSERT LIRE 1N PUCKET AND
ATTACH TO SPRING AS SHOWN W1TH FIVE (5) O mINGS
EacH END.

J1TH onE

REAR CORNERS...CLOSE EACH REAR CORNER

(1) woe minG.

e [™Rear sear | | FISHER BODY DIVISION
7 GENERAL MOTORS CORPORATION
T CGUSHION A ENGINEERING DIVISION
79640 |f-27.7¢| 1 TEM | meviseo. v
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ARROW
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VIEW IN DIREGTION OF

A

APPLICATION OF TRIN ON REAR SEAT CUSHION

cHevroLET "1019D" sTyLE

WITH HOG RINGS AS FOLLOWS! TOP TO BORDER WIRE

seven (7), asoTTom To Lances seven (7). see pace 151, @
JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP

BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT

ten (10), mean Ten (10), enos Foum (4) eacH, enos
ReAR THReE (3) eacu.

3 1/2" - 3 1/2 oz. #5 cOTTON BATT...PLACE ACROSS
FRONT OVER FOUNDATION PAD. BATT IS OPENED
ONE=THIRD. ®

RUBDER PAD...DOUBLE SKIATS UNDER AND ATTACH TO
SPRING WITH HOG RINGS AS FoLLows: rRONT TEN (10),
rear Ten (10), enos Five (5) eacH, ENDS REAR
THREE (3) EACH. FOR HOG RING LOCATIONS SEE PAGE
150.

END LISTING...INSERT WIRE IN POCKET AND ATTACH TO
LISTING wIRE wiTh THREE (3) HOG RINGS EACH END.

@)

6 1/2" - 9 1/2 oz. #3 corton BATT...PLACE onE (1)
PIECE ON EACH END UNDER FACING.

FRONT FACING = ENDS...INSERT WIRES IN POCKET AND
ATTACH TO LANCED TaBS wiTh TEn (10) Hoe AinGs
EACH END. FINISH FOLD ENDS AND ANCHOR W1 TH ONE
{1} Hoe miNG EACH.SEE VIEW "A",

FRONT FACING — CENTER...INSERT WIRE IN POCKET AWD
ATTACH TO LANGED TABS WiTH six (6) Hos mINGs,
corneRrs AT cutouT one (1) eacu.

REAR FACING...INSERT WIRE N POCKET AND ATTACH TO
spriNGs wiTH TEN (10) HoG RiNGS.

END FACING - REAR...INSEAT WIRE IN POCKET AND
ATTACH TO SUPPORT WIRE AND SPRINGS wITH FIVE (35)
HOG RINGS EACH END AS SHOWN.

REAR CORNERS...CLOSE EACH REAR CORNER ITH ONE
(1) woe minG.

TS o,

ecTion TeemiEs
REAR SEAT

FISHER BODY DIVISION
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APPLICATION OF TRIw Oiv REAR SEAT CUSHION

cHEVROLET "I219" sTyLE

END BURLAP REINFORCEMENT...ATTACH TO EACH END &ITH
HOG RINGS AS FOLLOWS: TOP TO BORDER WIRE SEVEN
(7), sotrom To Lances seven (7). see pace 151,
JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT

ten (10), mear Ten (10), enos rront Four (4) eack,
ENDS REAR THREE (3) EACH.

6 1/2" - 9 1/2 oz. #3 cotton BATT...pLACE one (1)
PIECE ACROSS FRONT OVER JUTE FOUNDATION PAD.

BATT IS OPENED ONE-THIRD.

6 0z. #| COTTON PAD LESS BURLAP...PLACE OVER BATT
AND JUTE FOUNDATION PAD.

END LISTING...INSERT WIRE IN POCKET AND ATTACH TO
LISTING WIRE U1 TH THREE (3) HOG RINGS EACH END.
6 1/2" - 3 1/2 oz. #3 cotTon BaTT...PLACE ONE (1)
PIECE ON EACH EWD UNDER FACING.

0]

®
©)
®
@

FRONT FACING = ENDS...INSERT WIRES IN POCKET AND
ATTACH TO LANCED TABS wiTH TEn (10) Hoe Rings
EACH SIDE OF CUTOUT, FINISH FOLD ENDS AND ANCHOR
wiTH oNe (1) HoG RING EACH Enp.SEE View "A".

FRONT FACING - CENTER...INSERT WIRE IN POCKET
AND ATTACH TO LANGED TABS WiTH six (6] nos minGs,
CORNERS AT cuTouT one (1) HOG RING EACH.

REAR FACING...INSERT WIRE IN POCKET AND ATTACH TO
sPRINGs wiTH Ten (10) Hoe Rines.

END FAGING...INSERT WIRE IN POCKET AND ATTACH TO
FRAME AND SPRINGS WITH FIVE (5) HOG RINGS EACH
Eno.

REAR CORNERS...CLOSE EACH REAR CORNER WITH ONE
(1) woe Rmine.

omAwH 57
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.OVER DESIGN AND BUILOUP SHOWN

APPLICATION OF TRIW O REAR SEAT CUSHION

cHEVROLET "I037-37D" stries

®
©)
®
®

®

SPRING AS SHOWN WITH FIVE (5) HOG RINGS EACH.
FRONT CORNER REINFORCEMENT...ATTACH TO EAGH FRONT
CORNER WITH HOG RINGS AS FOLLOWS:  TOP TO BORDER
WIRE FOUR (4), BOTTOM TO LANGES AND SPRING FIVE
(5).

JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT
NiNe (9), rear NinE (9), enos Five (5) eacH.

3 1/2" - 3 1/2 oz. #3 cotron satT ("1037D" styie)
6 1/2" - 9 1/2 oz. #3 corron satr ("IOFT" styie).

LISTING WIRE WITH THREE (3) HOG RINGS EACH END.
FRONT FACING — ENDS...INSERT WIRES IN POCKETS AND
ATTACH TO LANCED TABS wiTH six (6) Hoc miINGS EACH
Eno. .

FRONT FACING - CENTER...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS WiTH Four (4) Woa mings,
corners one (1) eacH.

REAR FACING...INSERT WIRE IN POCKET AND ATTACH TO
sPRINGS WITH TweLve (12) Woe mines.

END FACING...INSERT WIRE IN POCKET AND ATTACH TO

PLACE ACROSS FRONT OVER FOUNDATION PAD. BATT IS SPRINGS AND BORDER WIRE WITH six (6) Hoc RINGS
OPENED ONE-THIRD. EACH END.
RUBBER PAD ("1037D" STYLE)...DOUBLE FREE TAPE UNDER

AND ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS!
FRONT TweLve (12), mear Twerve (12), enos rive (5)
EACH. FOR HOG RING LOCATIONS REFER T0 PAGE |51,

6 0z. #1 cotron PAD - LESs BURLAP ("1037" sTyie)...
PLACE OVER BATT 'AND FOUNDATION PAD.

6 1/2" - 9 1/2 oz. #3 corton BATT...PLACE oNe (1)
PIECE ON EACH FRONT CORNER.

END FACING - FRONT CORNERS...FINISH FOLD CORNERS
AND ATTACH TO END LANCE WiTH oNe (1) Hoc RING
EACH END.
REAR CORNERS. .
(1) woe mine.

CLOSE EACH REAR CORNER WITH ONE

[ 0. IR sear | | FISHER BODY DIVISION
SEMERAL WOTORS GORPORATION
CUSHION A ENGINEERING DIVISION
ane |papas] oo oPr T, EEnine DI
72070 | 6454 mereasen [orve—awon we, R '69
s fare GRANGES 1955 |r~-+| 4650203
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APPLICATION OF TRIM ON FOLDING SEAT CUSHION

cHEVROLET "I0B2F-63F" sTyLes

BLUE WADDING...ATTACH TO FOLDING SEAT CUSHION
80aRD WITH E1GHT (8) 2 1/2 0z, TRIMMERS TACKS.
OPTIONAL: e1eut (8) stapLes (4574015).

CUSHION BOARD...ATTACH TO BOTTOM BORDER WIRE AND
"I Rim wiTH STAPLES (4649011) AS FoLLOWS: FRONT
o (2), rear six (6), enos Two (2) EacH.

WIRE INSULATOR...ATTACH TO SPRING WITH HOG RINGS
AS FOLLOWS: REAR To TOP BORDER WIRE Six (6),
FRONT To coiLs Five (5).

10 0z. COTTON PAD ASSEMBLY...CENTER SPRING ON PAD
AND STRETCH PAD SIDE TO SIDE. ATTAGH TO SPRING
WITH HOG RINGS AS FOLLOWS: FRONT TO COILS
tHirTEEN (13), REAR TO coiLs niNe () AnD ENDS
10 coils Four (4) Each END.

FRONT, REAR AND END FACINGS...ATTACH TO BOTTOM OF
CUSHION BOARD WITH ONE HUNDRED THIRTY (130) 2 1/2
0z. TRIMMERS TACKS SPACED I" APART. space 3/4"
APART ON RADII.

OPTIONAL: one HunoRED THIRTY (130) sTAPLES
(4574015) .

CUSHION LINOLEUM. ..ATTACH TO BOTTOM OF CUSHION
80ARD WITH F.5.|156 CEMENT. APPLY CEMENT TO
LINOLEUM ONLY.

s | 104254 Wro0 ING siLEnceR appep (1TEm ). FesTion [P, FISHER BODY DIVISION
2:|7.32-5|STAPLE REQUIRENENTS meviseo. (1tem 1), PR “GE::H;EN‘" A GENERAL WOTORS GORPORATION
95527 |g-1559] 301 Lo-uP_RevIseo. & ENGINEERING DIVISION
75090 |¢-25.5| ReLeaseo T, avE [aAnoAL . e

retense | oae CHANGES 1955 |crs+| 4650203
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APPLICATION OF TRIM ON FOLDING SEAT CUSHION

CHEVROLET "1062DF" sTyLE

80ARD WITH €1GHT (8) 2 1/2 0z. TRIMMERS TACKS.

OPTIONAL: e1aut (8) stapLes (4574015).

"™ mim wiTH sTapLes (4649011) as roLLows:
o (2), mear six (6), enos two (2) each.

AS FOLLOWS: REAR TO TOP BORDER WIRE S1x (6),

FRONT To coiLs Five (5).

®

®

®

10 0. COTTON PAD ASSEMBLY...CENTER SPRING ON PAD,
STRETCH PAD SIDE TO SIDE AND ATTACH TO SPRING WITH
HOG RINGS AS FOLLOWSI FRONT TO COILS THIRTEEN

(13), mear 70 coiLs NINE (9), aND Ends To coiLs
Foum (4) Each Eno.

FRONT, REAR AND END FACINGS...ATTACH TO. BOTTOM OF
CUSHION BOARD WITH ONE HUNDRED THIRTY (130), 2 1/2
02. TRIMMERS TACKS SPACED |" APaRT. space 3/4"
APART ON RADII.

OPTIONAL: owe Wunoreo THIARTY (130) sTapLes
(4574015) .

CUSHION LINOLEUM...ATTACH TO BOTTOM OF CUSHION
80ARD WITH F.S.1156. APPLY CEMENT TO LINOLEUM ONLY.

Sty

| /0-sx6q WADDING SILENCER ADDED (1TEM |).

7.22.54 STAPLE REQUIREMENTS REVISED (1TEM #1).

o G e
FISHER BODY DIVISION
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APPLICATION OF TRIM ON FOLDING SEAT CUSHION

cHEvROLET "I263F" sTyvLE

BLUE WADDING...ATTACH TO FOLDING SEAT CUSHION
B0ARD WiTH ElaHT (8) 2 1/2 0z. TRIMMERS TACKS.
OPTIONAL: e1eut (8) stapLes (4574015).

CUSHION BOARD...ATTACH TO BOTTOM BORDER WIRE AND
"J" Rim wiTH sTapLes (4649011) as FoLLows:  FRONT
two (2), mear six (6), enos Two (2) eacH.

WIRE INSULATOR...ATTACH TO SPRING WITH HOG RINGS
AS FOLLOWS: REAR TO TOP BORDER WiRE six (6),
FRONT T0 coiLs FIVE (5).

(®) 10 oz coTTON PAD ASSEMBLY...CENTER SPRING ON PAD
AND STRETCH PAD SIDE TO SIDE. ATTACH 10 SPRING
WITH HOG RINGS AS FOLLOWSI FRONT TO COILS
THinTeen (13), Rear To coiLs Nine (9), anD enps
10 coiLs Four (4) eacu Enp.

FRONT, REAR AND END FACINGS...ATTACH TO BOTTOM OF
CUSHION BOARD WITH ONE HUNORED THIRTY (130) 2 1/2
0Z. TRIMMERS TACKS SPACED |" APART. spAcE 3/4"
APART ON RADII. 2
OPTIONAL: one Huomeo THIRTY (130) sTaLes
(4574015) .
CUSHION LINOLEUM. .
B0ARD WITH F.s.l156 ceMENT.
LINOLEUM ONLY.

LATTACH TO BOTTOM OF CUSHION
APPLY CEMENT TO

s st s i T o] e [ | FISSED et CCMON
24 |722:54] REQUIREMENTS REVISED (ITEM 7 . [ CUSHION

78€27 |g734| BUILD-UP REVISED, A Ensm::“z. NG DIVISION
Feo#0 | £2554| RELEASED [DATE [MANUAL WO,
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APPLICATION OF TRIM ON FOLDING SEAT CUSHION

cHEVROLET "I064DF" sTvLE

©)

@
®
G

TRIM COVER RUBBER...HOT PRESS RUBBER TO COVER
MATERIAL .

CUSHION BOARD...ATTACH TO BOTTOM BORDER WIRE

anp "J" Rim wiTH sTapLes (4649011) as FoLLows:
FRONT Two (2), meam six (6), enos Two (2) EacH.
WIRE INSULATOR...ATTACH TO SPRING WITH HOG RINGS
AS FOLLOWS: REAR TO TOP BORDER WIRE six (6),
FRONT To coiLs Five (5).

JUTE ROLL...ATTAGH TO FRONT AND END BORDER WIRES
WITH TWENTY Two (22) woe RiINgs.

3 1/2" - 3 1/2 0z. #3 cOTTON BATT...PLACE ACROSS
FRONT OVER JUTE ROLL. BATT IS OPENED ONE-THIRD.
3 1/2" - 3 1/2 0z. #3 cotron BATT...PLACE ONE ()
BATT ON EACH END REAR OF BOLSTER AS SHOWN. BATT
IS OPENED ONE-THIRD.

RUBBER PAD...LOCATE PAD T0 SPRING AT BOLSTER LINE
WITH SEVEN (7) HOG RINGS. DOUBLE FREE TAPE UNDER
AND ATTACH BALANGE OF PAD To SPRING WITH HOG
RINGS AS FOLLOWS: FRONT THIRTEEN (13), REAR NINE
(9), enos rive (5) eacw.

2" = 1 1/2 0z. #1 cOTTON BATT...INSERT BATTS IN
SHEETING POCKETS.

BOLSTER LISTING...INSERT WIRE IN POCKET AND ATTACH
TO BOLSTER WIRE WITH SEVENTEEN (17) Woe Riwes.

SEE ViEW "A" BEND BOLSTER LISTING AND SEAMING
LACE WIRE ENDS OVER EDGE OF SPRING AND ATTACH EACH
To coiL with oNE (1) HOG RING EACH END.

3" - 2 0z. #1 COTTON BATT...PLACE OVER RUBBER PAD
To REAR OF BOLSTER GORD. TUCK SNUGLY AGAINST
SEAMING LACE. BATT IS OPENED ONE-THIRD.

4" - 3 0z. #1 corron BATT...pLACE TWo (2) PiECES
ON EACH ENO BETWEEN SHEETING AND COVER MATERIAL.
30

on
ENDS AS SHOWN.

- 2 0z. #1 coTTON BATT...PLACE ONE (1) PiECE
EACH END OVER BOLSTER AND SEAMING LACE WIRE
BATTS ARE OPENED ONE-THIRD.
FRONT, REAR AND END FACINGS...ATTACH TO BOTTOM
OF CUSHION BOARD WITH ONE HUNDRED THimTY (130)
2 1/2 0z. TRIMMERS TACKS SPACED |" APART. SPACE
3/4" APART ON RADII.

OPTIONAL:  one Hunoreo THiATY (130) sTapLes
(4574015) .

CUSHION LINOLEUM...ATTACH TO BOTTOM OF CUSHION
BOARD WITH F.5.1156 CEMENT. APPLY CEMENT TO
LINOLEUM ONLY.

SRR BV T 5 . [FEETION eRiEs FISHER BODY DIVISION
""‘Ef"‘"ﬁ A L GENERAL MOTORS CORPORATION
7 2 SEAT CUSHION A ENGINEERING DIVISION
|5395 |wasd RELEAsED F"U £ foaTe MANUAL WO ’:ul
ReLEASE | oATE CHANGES 7" 2 1955 |-« 4650203 79
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APPLICATION OF TRIW ON REAR SEAT CUSHION

cHeEvROLET "I067DTX" styLe

END LISTING...INSERT WIRE N POCKET AND ATTACH TO
LISTING WIRE WiTH THREE (3) HOG RINGS EACH END.
6 1/2" - 9 1/2 oz. #3 cotton BATT...pLAcE ONE (I)
PIECE ON EACH FRONT CORNER UNDER FACING.

UUTE SPRING SILENCERS...ATTACH Two (2) Pieces To
THE WIRES SMOWN WiTH FIVE (5) HOG RINGS EACH.
TRIM COVER FILLER...SEW FILLER TO COVER MATERIAL.
FRONT CORNER BURLAP RE|NFORCEMENT...ATTACH TO
EACH FRONT CORNER WITH HOG RINGS AS FOLLOWS! TOP
TO BORDER WIRE FOUR (4), BOTTOM TO LANCES AND
spring FIve (5).

JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO TOP
BORDER WIRE WITH HOG RINGS AS FOLLOWS: FRONT
nine (9),+rear nine (9), ewos rive (5) eacH.

3 1/2" - 3 1/2 0z. #3 COTTON BATT...PLACE ACROSS
FRONT OVER FOUNDATION FAD. BATT IS OPENED
ONE-THIRD.

FRONT FACING - ENDS...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS WITH six (6) Hoe mINGS EAcH
END. FINISH FOLD CORNERS AND ATTACH TO LANCES
wiTh oNe (1) Hoe RING EACH END.

FRONT FACING - CENTER...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS WITH FoUR (4) Hoa Rines,
CcORNERS AT cuTouT oNE (1) Hog RING EACH.

REAR FACING...INSERT WIRE IN POCKET AND ATTACH TO
sprines wiTH eLeven (11) Hoe Rines.

RUBBER PAD...DOUBLE FREE TAPE UNDER AND ATTACH TO END FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
SPRING WITH HOG RINGS AS FOLLOWS: ' FRONT THIRTEEN BORDER WIRE AND SPRINGS WITH six (6) HoG RiNGS
(13), rear eLeven (11), enos Five (5) eacu. FoR EACH END.

HOG RING LOCATIONS SEE PAGE |51.

3 1/2" ~ 3 1/2 oz. #3 COTTON BATT...PLACE ACROSS

@0 ® 06

END FACING - FRONT CORNERS...FINISH FOLD CORNERS
AND ATTACH TO END LANCE WiTH ONE (1) HoG RING

@ ®© © & GO
©)

FRONT OVER RUBBER PAD. BATT IS OPENED ONE-THIAD. EAcH END.
3 1/2" - 3 1/2 0z. #3 cotron 8ATT...eLACE one (1) REAR CORNERS...CLOSE EACH REAR CORNER WITH ONE
PIECE ON EACH END OVER RUBBER PAD. BOTH ARE (1) Hoe minG.
OPENED ONE-THIROD.
Eoor seoTion o
A
| i — FISHER BODY DIVISION
GENERAL MOTORS CORPORATION
CUSHION ENGINEERING DIVISION

£297 |g-1g-5 T #2 REVISED. ER G171,
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JUTE SILENCER (PONTIAC ONLY)...ATTACH TO WIRE
sHown wiTH Five (5) Hoe Rines.

END BURLAP REINFORGEMENT...ATTACH TO EACH END WITH
HOG RINGS AS FCLLOWS: TOP TO BORDER WIRE SEVEN
(7), sortom To Lances seven (7).

JUTE PAD WITH PLASTIC INSULATOR...ATTACH TO BORDER
WIRE WITH HOG RINGS AS FoLLOws: FRONT Ten (10),
FRONT ENDS FOUR (4) EacH, mear Ten (10}, Rear enos
THReE (3) EAcH.

3 1/2" - 3 1/2 oz. #3 coTTon BATT...PLACE ONE (1)
BATT ACROSS FRONT OVER FOUNDATION PAD. BATT IS
OPENED ONE=THIAD.

RUBBER PAD...DOUBLE FREE TAPE UNDER AND ATTAGH
To SPRING WiTH HOG RINGS AS FOLLOWS: FRONT TEN
(10}, rronT enos Five (5) each, mear Ten (10),
REAR ENDS THREE (3) EACH. FOR HOG RING LOCATIONS
see pace 150.

3 1/2" - 3 1/2 0z. #3 cotton saTT...eLACE one (1)
BATT ACROSS FRONT OVER RUBSER PAD. BATT IS OPENED
onE-THIRD.

2" - 1 1/2 0z. #! COTTON BATT...INSERT BATTS IN
SHEETING POCKETS.

SHEETING ENDS...PULL SMEETING TAUT AND ATTACH TO
TRIM WIRE WITH THREE (3) HOG RINGS EACH END.

@0 @ © 60 © 06

APPLICATION OF TRIN ON REAR SEAT CUSHION

EXPORT: CHEVROLET "J0I19-190" ano poNTIac "2519D" sTyLes

(9) 6 1/2" - 9 1/2 0z. #5 corron sarr...puace one (1)

@ ® 0606

® ©

BATT ON EACH END BETWEEN SHEETING AND COVER
MATERIAL.

4" - 3 0z. #1 coTToN BATT...PLACE TWO (2) BATTS
ON EACH END BETWEEN SHEETING AND COVER MATERIAL.
FRONT FACING - ENDS...INSERT WIRES IN POCKETS
AND ATTACH TO LANCED TABS wiTh Ten (10) Hoe mings
EACH SIDE OF CUTOUT. FINISH FOLD CORNERS AND
ANCHOR Wi TH ONE (|) HOG RING EACH END, SEE VIEZW
IN DIRECTION OF ARROW "A".

FRONT FACING - CENTER...INSERT WIRE IN POCKET AND
ATTACH TO LANCED TABS WiTh Six (B) HoG AINGS,
coRNERS AT cuTouT ONe (1) EacH.

REAR' FACING...INSERT WIRE IN POCKET AND ATTACH 10
sprINGs wiTH TEn (10) Hoe mings.

SEAMING LACE - FRONT FACING...ATTACH TO CORNER
BURLAP REINFORCEMENT AS SHOWN WITH ONE (1) HOG
RING EACH END.

END FACING = REAR...INSERT WIRE IN POCKET AND
ATTACH TO FRAME AND SPRINGS WITH FIVE (5) HOG
RINGS EACH END AS SHOWN.

REAR CORNERS...CLOSE EACH REAR CORNER wiTH one (1)
HOG RING.

oRa 8 SeeTon seRiEs

o Xy REAR SEAT FISHER BODY DIVISION
EeRen EoD ) GENERAL MOTORS GORPORATION

EZS A ENGINEERING DIVISION

79727 |7/5-59| ReLeasED

RELEASE | OATE CHANGES

1956 /"~ aasoeos [~ 192
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FlG."A"

Fle."B"

CHEVAOLET SPRINGS SHOWN TYRIGAL OF PONT|A

APPLICATION OF TOP SPRIiG SPACERS Ow FROWT SEAT 3ACKS
ALL CHEVROLET AND PONTIAC STYLES

FIGURE "A" - ALL couPE STYLES
FIGURE “B" - ALL sEDAN STYLES

ATTACH TOP SPRING SPACER TO FRONT BORDEA WIRE WITH EIGHT (8) o
RINGS AND TO SLOTS AT REAR wiTH stven (7) HOG RINGS.

ATTACH TOP SPRING SPACER AT FRONT TO BORDER WIRE AND AT REAR TO

®©0

SLOTS IN FRAME WITH HOG RINGS 4§ FOLLOWS:
CHEVAOLET: FRONT THIATEEN (13), mear Thiateen (I3).
PONTIAC: FRONT FOURTEEN (14), Rean rouareew (14).

17em #1 was rront seven (7).
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METHOD OF HOG RINGING BOTTOM FACINGS

ALL SEDAN STYLES

TO SLOTS IN SPRING FRAME WiTH FouRTeen (I4) Hos RiNGs.

e

F.R.

secTion
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5759
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Flg."c"

F1GURE

FIGURE "C"

PAD SIDE TO SIDE.
AS SHOWN.

NOTE:

Flc."s"

APPLICATION OF PAD ASSEMBLIES ON FRONT SEAT BACKS
CHEVROLET COUPE AND SEDAN STYLES
"A" - COUPE OUTSIDE END

FIGURE "B" - couPE INSIDE END
- SEDAN OUTSIDE END

LCENTER SPRING ON PAD AND STRETCH
ATTACH TO SPRING WITH HOG RINGS

PAD ASSEMBLY BOTTOM DIMENSION MUST BE HELD

ON BOTH COUPE AND SEDAN STYLES.

E T — eeRiES FISHER BODY DIVISION
[erecweR GENERAL MOTORS GORPORATION
/ FRONT REAT HAeR A ENGINEERING DIVISION
s¢ F1sure "B" REVISID. " £ seraaiT . wiemean
G4 244 RELEASED [RaRvAL wo
ReLease | oate

CHANGES

B58 [

202

4650203
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APPLICATION OF REAR PADS ON FRONT SEAT BACKS

ALL CHEVROLET COUPE AND SEDAN STYLES

ATTACH REAR PAD TO SPRING AS SHOWN WiTH FOUR (4) HOG RINGS TOP AND
Four (4) woe mines BoTToM. NOTE: SEDAN STYLES ReQUIRE one (1)
REAR PAD ON EACH SIDE OF CENTER SUPPORT.

e W " T FISHER BODY DIVISION

= ENERAL MOTORS GORPORATION

o fec . | FRONT SEAT Back | [\ CENGINEERING DIVISION
98299 |7-20-5%| ReLeasED ‘%f "‘I‘A [MANUAL NO. [Pase 20
peceres e AR i 1955 || 4650203
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Fle."a"

BENDING FRONT SEAT BACK BOLSTER AND SEAMING LACE WIRE ENDS
ALL BOLSTER STYLES

FIGURE "A" - SEDAN AND COUPE OUTSIDE ENDS
FIGURE "B"™ = COUPE INSIDE END

BEND BOLSTER AND SEAMING LAGE WIRE ENDS EVEN WITH FRENCH
ON COVER MATERIAL ON OUTSIDE ENDS.

F16."8"

sEAm

BEND WIRE AND SEAMING LACE WIRE ENDS 3/8" FroM EDGE OF METAL

BAND ON INSIDE ENDS. NOTE: po NoT Exceep THE 3/8" oimens
(5) seno soLsTER AND SEAUING LACE WIRE ENGs IWARD AT Hos

RINGS AS sHOwN. NOTE: THIS BENDING OPERATION APPLIES

T ALL GUsHioW AR5 BAGK WolsrEn STVLES.

ToN.

CHANGES

[secTion
e ™= ] FISHER BODY DIVISION
FRONT SEAT BACK A GENERAL MOTORS GORPORATION
ENGINEERING DIVISION
18040 |(-2554| revenseo 3 i
Retease | ore

1955 [é=s[4650203[*203A





image43.jpeg
G® ©

®

@©

APPLICATION OF TRIK ON FRONT SEAT BACK

cHevRoLET "1011-37" sTyiLes

TOP SPRING SPACER...FOR APPLIGATION REFER TO
Pace 200.

REAR PAD...FOR APPLICATION REFER TO PAGE 203.
10 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
...CENTER SPRING ON PAD AND STRETCH PAD SIOE TO
SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:
BOTTOM TO FIRST CONVOLUTION (N SPRINGS six (6),
TOP TO SLOTS IN ANCHOR BAR SEVEN (7), INSIDE END
TO INTERMEOIATE WIRE FOUR (4), OUTSIDE END TO
INTERMED | ATE WIRE six (6), TOP INSIDE AND OUTSIOE
comneRs oNe (1) EACH. FOR HOG RING LOCATIONS SEE
PaGE 202.

BOTTOM FACING = FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN ANCHOR BAR WiTH seven (7) woe
RINGS.

IN POCKET AND ATTACH TO

TOP FACING...INSERT WIRE
(7) wos mines.

SLOTS IN ANCHOR BAR WITH SEVEN
END FACING - FRONT INSIDE...INSERT WIRE
AND ATTACH TO SLOTS IN END BAR WITH FOUR
RINGS.

IN POCKET

(4) wos

0]

@ @ ©

® O

END FACING - FRONT OUTSIDE...INSERT WIRE IN
POCKET AND ATTACH TO SLOTS IN END BAR WITH FIVE
(5) Hoe RiNGs.

BOTTOM FACING - REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN ANCHOR BAR WITH SEVEN (7) HOG
RINGS. SEE viEw A"

END FACING - REAR INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH Four (4) woe
RINGS.

END FACING = REAR OUTSIDE...INSERT WIRE IN POCKET
AND ATTACH TO LANCES IN END B8R WITH FouR (4) Hos
RINGS,

BOTTOM FACING OSNABURG EXTENSION...CEMENT TO
BOTTOM BAR IN AREA SHOWN WITH F.5.607 CEMENT.

SEE ViEW

BOTTOM FACING = REAR FLAP ENDS...ATTACH TO SLOTS
IN sPRING FRAME wiTH ONE (I) HOG RING EACH END AS
SHOWN.,

[ g, esemer [ T FISHER BODY DIVISION
(KR S e AL | FRONT SEAT BAGK A GENERAL MOTORS GORPORATION
J S |4-24-55 "1037" STYLE ADDED. 5Us ENGIN|
040 2577 meerseo e o
ees . 1955 [iv«| 4650203 [~ 204





image44.jpeg
S,

(©)

Qe

i
g
S ‘é}'

i

VIEW IN DIREGTION OF ARROW * A"

APPLICATION OF TRIM ON FRONT SEAT BACK

"I0IIA" sTvLe

CHEVROLET

TRIM COVER RUBBER...SEW RUSBER TO COVER MATERIAL. END FACING - FRONT OUTSIDE...INSERT WIRE IN
POCKET AND ATTACH TO SLOTS IN END BAR WITH FIVE

TOP SPRING SPACER...FOR APPLICATION REFER TO (5)
HOG RINGS.

pace 200,

REAR PAD...FOR APPLICATION REFER To PAGE 203, BOTTOM FACING = REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN BOTTOM BAR WiTH SEVEN (7) HoG

10 0z. cOTTON PAD ASSEMBLY WITH PLASTIC INSULATOR RINGS. SEE VIEW "A

. «CENTER SPRING ON PAD AND STRETCH PAD SIDE TO

SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:

BOTTOM TO FIRST CONVOLUTION IN SPRINGS six (6),

TOP To LANCES SEVEN (7), INSIDE END TO INTERMEDIATE

WIRE FOUR (4), OUTSIDE END TO INTERMEDIATE WIRE S1X
» TOP comnERs ONE (I) Eack. FOR HOG RING

LOCATIONS REFER TO PAGE 202.

BOTTOM FACING - FRONT...INSERT WIRE IN POCKET AND

ATTACH TO SLOTS IN BOTTOM BAR WiTH SEVEN (7) Hoe

RINGS.

END FACING - REAR INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR wITH FOUR (4) Hos
RINGS.

® ©

END FACING - REAR OUTSIDE...INSERT WIRE IN POCKET
AND ATTACH TO LANCES IN END BAR wiTH FOUR (4) Ho3
RINGS.

® ©

BOTTOM FACING OSNABURG EXTENSION...CEWENT TO
BOTTOM BAR IN AREA SHOWN wiTH F.5.607 cement.
sEE viEw "A",

BOTTOM FAGING REAR - FLAP ENDS...ATTACH TO
IN SPRING FRAME WiTH ONE () HOG RING EACH END.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN TOP 8AR WITH SEVEN (7) Ho RINGS.

END FACING - FRONT INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) oG
RINGS

G

£

FRONT SEAT BACK

SEmEs

A

FISHER BODY DIVISION
GENERAL MOTORS CORPORATION
ENGINEERING DIVISION
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APPL|CATMON OF TRIM ON FRONT SEAT BACK

GHEVROLET

TOP SPRING SPACER...FOR APPLICATION REFER TO
paGe 200,

REAR PAD...FOR APPLICATION REFER To PAGE 203.

10 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
...CENTER SPRING ON PAD AND STRETCH PAD SIDE TO

SIDE.
BOTTOM TO FIRST CONVOLUTION IN SPRINGS six (6),

TOP TO LANCES SEVEN (7), INSIDE END TO INTERMEDIATE

WIRE FOUR (4), OUTSIDE END TO INTERMEDIATE WIRE
six (6), Top coanems one (|) EacH. FoR HOG RING
LOCATIONS REFER TO PAGE 202.

BOTTOM FACING — FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN BOTTOM BAR WITH SEVEN (7) Hog
RINGS.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN TOP 3AR WiTH SEVEN (7) HOG RINGS.

END FACING - FRONT INSIDE...INSERT W(RE |N POCKET
AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) Hoe
RINGS.

®

ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:

® 0 @ @

"1011D" sTyLe

END FACING - FRONT OUTSIDE...INSERT WIRE IN
POCKET AND ATTACH TO SLOTS IN END BAR WITH FIVE
(5) nos mines.

50TTOM FACING - REAR...INSERT WIRE IN POCKET

AND ATTACH TO SLOTS IN BOTTOM BAR WITH seven (7)
HOG RINGS. SEE VIEW "A",

END FACING = REAR INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WiTH FoUR (4) Hoe
RINGS,

END FACING - REAR OUTSIDE...INSERT WIRE IN
POCKET AND ATTACH TO LANCES IN END BAR WITH FOUR
(4) woe mines.

BOTTOM FACING OSNABURG EXTENSION...CEMENT TO
BOTTOM BAR IN AREA SHOWN WITH F.$.607 CEMENT.
see view "A".

BOTTOM FACING REAR - FLAP ENDS...ATTACH Tu SLOTS
IN SPRING FRAME WITH ONE () HOG RING EACH END.

[SECTION [eemies
Frow sar o[ | FISHER B0y DIVISION
A ENGINEERING DIVISION

96070

725.5| reeases

ReLease

oate CHANGES

[oATE  [wAnuAL .

~ir-%| 4650203

1955 =206
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VIEW IN DIREGTION OF ARROW " A "

APPLICATION OF TRIM ON FRONT SEAT BACK

CHEVROLET "I211-11B" sTvLes

TOP SPRING SPACER...FOR APPLICATION REFER TO
PAceE 200.

REAR PAD...FOR APPLICATION REFER TO PAGE 203.

10 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
.. .CENTER SPRING ON PAD AND STRETCH PAD SIDE TO
SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:
BOTTOM TO FIRST CONVOLUTION IN SPRINGS Six (6),

TOP TO SLOTS IN SPRING FRAME Seven (7), INSIDE END
To INTERMEDIATE WiRE Four (4), ouTsipe enp To
INTERMED I ATE WIRE s1x (6), ToP comners one (1) eacH.
FOR HOG RING LOCATIONS REFER To PAGE 202.

BOTTOM FACING = FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN BOTTOM BAR WITH seven (7) Hoa
RINGS.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN SPRING FRAME WITH Seven (7) Hoe miNes.

END FACING = FRONT INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH Four (4) Hoe
RINGS.

O]

®
®

@)

END FACING = FRONT OUTSIDE...INSERT WIRE IN
POCKET ‘AND ATTACH TO SLOTS IN END BAR WITH FIVE

(5) Hoe RINGs.

BOTTOM FACING = REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN BOTTOM BAR WITH. SEVEN (7) HOG RiINGS.
END FACING = REAR INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) Hoe
RINGS.

END FACING = REAR OUTSIDE...INSERT WIRE IN POCKET
AND ATTACH TO LANCES 'N END BAR WITH Four (4) Hoe
RINGS.

BOTTOM FACING OSNABURG EXTENSION...CEMENT TO
BOTTOM BAR IN AREA SHOWN WITH F.s.607 cement.

see view "A",

BOTTOM FACING = REAR FLAP ENDS...ATTACH TO SLOTS
IN SPRING FRAME AS SHOWN wiTH oNe (1) Hoe RiNG
EACH END.

[sEcTion

FISHER BODY DIVISION

GENERAL MOTORS GORPORATION

FRONT SEAT BACK ENGINEERING DIVISION

E0R) Y- 2543| ReLeas 3 [WANUAL MO,
A 1955 k<=1 4650203
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APPLICATION OF TRl ON FRONT SEAT BACK

cHevRoLET "1019" sTvLe

pace 200.

BACK PAD...FOR APPLICATION REFER To PAGE 203.

(CORG)

10 0z, COTTON PAD ASSEM3LY WITH PLASTIC INSULATOR
...CENTER SPRING ON PAD iND STRETCH PAD SIDE TO
SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:
BOTTOM TO FIRST CONVOLUTION IN SPRINGS THIRTEEN

TO INTERMEDIATE WIRES FIvE (5) EACH, TOP OUTER
corNERS ONE (1) HOG RING EACH END. FOR HOG RING
LocATIONS SEE PAGE 202.

BOTTOM FACING - FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS' IN ANCHOR BAR WITH FOURTEEN (14)
HOG RINGS.

®

ror seaiNG seacen. .con aveLication azren o (3)

®

(13), Top 7o sLoTs in ancom AR TweLve (12), enos

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN ANCHOR BAR WiTH TWELvE (12) HoG RINGS.

END FACING - FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN END BAR WiTH FIVE (5) HOG RINGS
EacH END.

BLUE WADDING...APPLY TO CENTER SURPORT AS SHOWN
WITH F.5.607 cEMENT.

B0TTOM FACING - REAR...INSEAT WIRE IN POCKET AND
ATTACH TO SLOTS IN ANGHOR BAR WITH TweLve (12)

HOG RINGS.

END FACINGS REAR...INSERT WIRE IN POCKET AND ATTACH
TO LANCES IN END BAR WITH six (6) Hoa RinGs EACH
eno.

IWOTE: SLIT OUTSIDE END BOTTOM FACING POCKET FOR
INSERTING BOTTOM WIRE &ND INSIDE TOP POCKET FOR INS'DE

END FACING WIRES.

T s E e
idilo FISHER BODY DIVISION
T BRI Sear A GENERAL MOTORS GORPORATION
| R #6 s s () Hos mws, v ENGINEERING DIVISION
o274 reveaseo o el [oaTe—wAwoaC wo- e
ReLense | oate CHANGES iz T 1955 |55+ 4650203 l O
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APPLICATION OF TRIN ON FRONT SEAT BACK

cHEvRoLET "1019D" sTYLE

8

pace 200.
SACK PAD...FOR APPLICATION REFER TO PAGE 203.

10 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
...CENTER SPRING ON PAD AND STRETCH PAD SIDE TO

BOTTOM TO FIRST CONVOLUTION IN SPRINGS THIRTEEN
(13), top To sLoTs IN ancHomr 8aR TweLve (12), enos
TO INTERMEDIATE WIRES FIVE (5) EACH, TOP OUTER
cORNERS ONE (1) HOG RING EACH END. FOR HOG RING
LOCATIONS SEE PAcE 202.

©)
®

SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS: @

®

TOP FACING...INSERT WIRE IN POCKET AND ATTACH 1O
SLOTS (N ANCHOR BAR WiTH TweLve (12) HOG RInGS.
END FACING = FRONT...INSERT WIRE IN POCKET Aud
ATTACH TO SLOTS IN END BAR wiTH Five (5) Hoe miNnGs
EAcH END.

BLUE WADDING...APPLY TO CENTER SUPPORT AS SHOWN
wiTh F.5.607 cement.

BOTTOM FACING — REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN ANCHOR 8AR wiTh TueLve (12)
HOG RINGS.

(@) sorron racins - Frowr..seT wine 1w pocKer avo K A (68 REAN o JUSERT WARE [N FRCKEY A B
ATTACH TO SLOTS IN ANCHOR BAR WiTH FoumTeen (14) b
HoG RINGS.
T o FISHER BODY DIVISION
e GENERAL WoOTORS CORPORKTION

Sr3e

TIBX #6 WAS SIX (6) HOG RINGS.
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APPLICATION OF TRIM ON FRONT SEAT BACK

cHEVROLET "1219" sTyLE

TOP SPRING SPACER...FOR APPLICATION REFER TO
pace 200.
BACK PAD

10 0Z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
LCENTER SPRING ON PAD AND STRETCH PAD SIDE TO

FOR APPLICATION REFER To PAGE 203.

SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:

BOTTOM TO FIRST CONVOLUTION IN SPRINGS THIRTEEN
(13), ToP To sLoTs IN ANCHOR BAR TWeLVE (12),
ENDS TO INTERMEDIATE WiREs Five (5) eack, ToP
ouTER cORNERS ONE (I) HOG RING EACH END. FOR HOG
RING LOCATIONS SEE PAGE 202.

BOTTOM FACING - FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN ANCHOR BAR WITH FOURTEEN (14)
HOG RINGS.

©@ @0

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN ANCHOR BAR wiTH TweLve (12) Hos RINGS.
END FACING = FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN END 8AR WITH FIVE (5) HOG RINGS
EACH END.

BLUE WAODING...APPLY TO CENTER SUPPORT AS SHOWN
WiTH F.$.607 CEMENT.

BOTTOM FACING - REAR...INSERT WIRE IN POGKET AND
ATTACH TO SLOTS IN ANCHOR BAR WiTH TWELVE (12) Hoe
RINGS.

END FACING - REAR...INSERT WIRE IN POCKET ANO
ATTACH TO LANCES IN END BAR wiTH six (B) woa mines
EACH END.

E

SecTion e

FISHER BODY DIVISION

EE GENERAL MOTORS GORPORATION
57 o, | FRONT SEAT BACK A ENGINEERING DIVISION

RELEASED o

I

DATE CHANGES
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APPLICATION OF TRIM ON FRONT SEAT BACK

cHEVROLET "10370" sTyLE

INSERT WIRE IN

LFOR APPLICATION REFER TO () €m0 Facing - Front outsioe.
POCKET AND ATTACH TO SLOTS IN END BAR WITH FIVE

TOP SPRING SPACER.

Pace 200.

REAR PAD...FOR APPLICATION REFER TO PAGE 203. (5) noe mines.
ety (B SR B e s ST AL
BAR WITH SEVEN (7) HOG RINGS. SEE viEw "A"

10 0z. COTTON PAD ASSEMBLY WITH PLASTIC
...CENTER SPRING ON PAD AND STRETCH PAD SIDE TO
SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOW
BOTTOM TO FIRST CONVOLUTION IN SPRINGS six (6),

@®0O

AND ATTACH TO SLOTS IN END BAR WITH Four (4) Hoe

T0P TO SLOTS IN SPRING FRAME SEVEN (7), INSIDE END g
ouTsIoE END To
1o DyenlonTaTe Ane st 0 END FACING = REAR OUTSIDE...INSERT WIRE IN POCKET
InTeRwEol ATE wine s1x (6), Top connens one
Ol T o berew v e B AND ATTAGH T LANCES IN END BAR WITH Foun (4) HOG
RinGs.

@ sortm s rnowr. st wie v ronct e (D) mreo i amviune sxceusion. s 10
ATTACH TO SLOTS IN BOTTOM BAR WITH SEVEN (7) Hoe BOTTOM BAR N AREA SHOWN WITH F.5.607 CEMENT.

TOP FACING...INSERT WIRE
IN SPRING FRAME AS SHOWN WITH onNe (1) Hos RING

SLOTS IN SPRING FRAME WITH SEVEN (7) Hog RINGS.
END FACING - FRONT INSIDE...INSERT WIRE IN POCKET EACH END.
AND ATTACH TO SLOTS IN END BAR WITH Four (4) HoG -

@O

RINGS.

et TP "= | FISHER BODY DIVISION
EE erovt sear ook |\ smuEanL oTons conromaTion

W00 L2554 Z
[7A75; 7 1955  |<2r4 4650203
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APPLICATION OF TRIM ON FRONT SEAT BACK

cHEVROLET "1062F" stvLe

®
®

TOP SPRING SPACER...FOR APPLICATION REFER TO
PaGe 200,

BLUE WADDING...APPLY TO CENTER SUPPORT AS SHOWN
WITH F.5.607 cemenT.

10 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
.. .CENTER SPRING ON PAD AND STRETCH PAD SIDE TO
SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:
BOTTOM TO FIRST CONVOLUTION IN SPRINGS THIRTEEN
(13), enps To INTERMEDIATE WiRes FIvE (5) eacH,
TOP TO SLOTS IN ToP BAR TweLve (12), Top coRNERS
one (1) EACH. FOR ADDITIONAL INFORMATION REFER
To Page 202.

®

BOTTOM FACING = FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN LOWER BAR WITH FOURTEEN (I4)
HOG RINGS. Z

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN TOP BAR WITH TWELVE (12) Hoe Rines.
END FACING - FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN END BAR WITH FIVE (5) woe
RINGS EACH END.

MASONITE FOUNDATION...CEMENT BLUE WADDING TO BACK
OF EACH WITH F.5.607 CEMENT. ATTACH EACH TO SPRING
WITH SCREWS AS FOLLOWS: TOP THREE (3), BoTTOM
THree (3), enos one (1) Each.

BOTTOM FACING - REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN LOWER BAR wiTH TWELVE (12) Hoe
RINGS.

END FACING - REAR...INSERT WIRE IN POCKET AND
ATTACH TO RETAINER WiTH six (B) Hos RINGS EACH.

T [ FISHER BODY DIVISION
e AL MOTORS GORPORATION
el rrom sear ok | [\ | e e
§929 ] | F20%| RELEASED [oaTE [WANUAL Wo.
Recense | oate CHANGES 2 i3 1955 s-5-s+| 4650203
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APPLICATION OF TRIM ON FRONT SEAT BACK

cHEVROLET "I10B2DF" stvLe

TOP SPRING SPACER...FOR APPLICATION REFER TO
paGe 200.
2) BLUE WADDING...APPLY TO CENTER SUPPORT AS SHOWN
WITH F.5.607 cement
10 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
CENTER SPRING ON PAD AND STRETCH PAD SIDE TO
SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:
BOTTOM TO FIRST CONVOLUTION IN SPRINGS THIRTEEN

(13), Top 7o sLoTs In ancron sAm TweLve (12), enos

TO INTERMEDIATE WIRES FIVE (5) EACH, TOP CORNERS
oNE (1) EACH. FOR HOG RING LOCATIONS REFER TO
PAGE 202,

(@) 90TTOM FACING - FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN LOWER BAR WITH FOURTEEN (14)
HOG RINGS.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN ANCHOR BAR WiITH TWELVE (12) Hos ARINGS.

ATTACH TO SLOTS IN END BAR WITH FIVE (5) Hoe RINeS
EACH END.

MASONITE FOUNDAT|ON...GENENT BLUE WADDING TO BACK
OF EACH WiTH F.5.607 CEMENT. ATTACH EACH TO
SPRING FRAME WITH SCREWS AS FOLLOWS: TOP THREE
(3) eacH, BoTTOM THREE (3) EACH, ENDS INSIDE AND
outsioe one (1) eack.

BOTTOM FAGING - REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN LOWER BAR wiTH TweLve (12} Hos
RINGS.

END FAGING — REAR...INSERT WIRE IN POCKET AND

ATTACH TO RETAINER WITH six (6) Hos Rings EacH
END.

[ “™= T FISHER BODY DIVISION
GENERAL MOTORS CORPORATION
FRONT SEAT BACK A ENGIN ING DIVISION
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APPLICATION OF TRIM ON FRONT SEAT BACK

CHEVROLET

TOP SPRING SPACER...FOR APPLICATION REFER TO
Pace 200.

10 0z. COTTON PAD ASSEMBLY WITH PLASTIC
INSULATOR...CENTER SPRING ON PAD AND STRETCH
PAD SIDE TO SIDE. ATTACH TO SPRING WITH HOG
RINGS AS FOLLOWS: BOTTOM TO FIRST CONVOLUTION
In sPRINGS six (6), TOP TO SLOTS IN ANCHOR BAR
sEVEN (7), INSIDE END TO INTERMEDIATE WIRE FOUR
(4), ouTsioe eno To INTERMEDIATE wiRE six (6),
TOP INSIDE AND OUTSIDE CORNERS ONE (1) Each.
FOR ADDITIONAL INFORMATION SEE PAGE 202,

BOTTOM FACING - FRONT...INSERT WIRE IN POCKET
ANO ATTACH TO SLOTS IN SPRING FRAME WITH SEVEN
(7) Hoa mings.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN ANCHOR 8AR WITH SEVEN (7) HoG RiINGS.
END FACING - FRONT INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) oG
RINGS.

- FRONT OUTSIDE...INSERT WIRE IN
IN END BAR WITH FIVE

N0 Fac NG
POCKET AND ATTACH To SLOTS
(5) Hos mines.

"I063F" sTYLE
BACK OF REINFORCEMENT WITH £.5.607 CEMENT.

THRee (3), sotTom THRee (3), enos one (1) eacH.

ATTACH TO SLOTS IN ANCHOR BAR WITH SEVEN (7) Hoa

RINGS. SEE VIEW "A",

AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) Hoa

©)

END FACING = REAR OUTSIDE...INSERT WIRE IN POCKET
AND ATTACH TO LANGES IN END BAR WiTH FOUR (4) Hoe
RINGS.

BOTTOM FACING OSNABURG EXTENSION...CEMENT TO
BOTTOM BAR IN AREA SHOWN WITH F.s.607 cEMENT.

see view "A",

BOTTOM FACING - REAR FLAP ENDS...ATTACH TO SLOTS
IN SPRING FRAME WITH ONE (1) HOG RING EACH END
AS SHOWN.

® © @@ @

— -
N
FRONT SEAT BACK FISHER BoDY DIVISi0)
= A ENGINEERING DIVISION
S N — Bz w1
— st 1955 .. 4650003 [F 22





image54.jpeg
}

st

o

-

VIEW IN DIREGTION OF ARROW " A"

APPLICATION OF TRIM ON FRONT SEAT BACK

cHEVROLET "I263F" styLe

200. BACK OF REINFORCEMENT WITH F.5.607 CEMENT. ATTACH

-..CENTER SPRING ON PAD AND STRETCH PAD SIOE TO sotrom THRee (3), ewos one (1) each.

BOTTOM TO FIRST CONVOLUTION IN SPRINGS Six (6),

ATTACH TO SLOTS IN ANCHOR BAR WITH SEVEN (7) Hoe
TOP TO SLOTS IN ANCHOR BAR SEVEN (7), INSIDE END RINGS. sEE viEw "A".

TO INTERMEDIATE WIRE FOUR (4), ouTsIDE END TO

INTERMEC I ATE WIRE sIx (B), ToP INSIDE AND OUTSIDE
cornERs ONE (1) EACH. FOR ADDITIONAL
SEE PAGE 202.

END FACING - REAR INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) Hoe
RINGS.

INFORMATION

® ©

END FACING - REAR OUTSIDE...INSERT WIRE IN POCKET
BOTTOM FACING = FRONT...INSERT WIRE IN POCKET AND

ANO ATTAGH TO LANCES IN ENO BAR WiTH FOUR (4) oG
ATTACH T SLOTS IN SPRING FRAME WiTH SEVEN (7) et
HoG RINGS.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN ANCHOR BAR WITH SEVEN (7) HoG RINGS.
END FACING - FRONT

BOTTOM FACING OSNABURG EXTENSION...CEMENT TO BOTTOM
BAR IN AREA SHOWN WITH F.5.607 ceEMeNT. sEE VIEW

npn
JHSIDE, -« INSERT WIRE: 1N EDEKET BOTTOM FACING - REAR FLAP ENDS...ATTACH TO SLOTS
AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) Hoe IN SPRING FRAME WiTH oNE (|) HOG RING EACH END
RINESS AS SHOWN.

® O

END FACING - FRONT OUTSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH FIVE (5) Hoa d

RiNGs.
Eoor Eoon oN
e Tt wor o [y | FLSHER BODY Drvisi
g A ENGINEERING DIVISION
8299 |7:20-5% | ReLeasED B loATE (WANUAL WO 3 223
RELEASE | OATE CHANGES ‘ |955 <-#-5¥| 4650203
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APPLICATION OF TRIM ON FRONT SEAT BACK

cHEvROLET "I0BADF" sTyLE

TRIM COVER RUBBER...APPLY DESIGN TO COVER MATERIAL.
TOP SPRING SPACER...FOR APPLICATION SEE PAGE 200.
5 1/2" - 7 0z. #3 cOTTON BATT...PLACE ACROSS TOP

OVER SPRING SPACER AND TOP BAR AS SHOWN. BATT IS
OPENED ONE-THIRD.
8 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR

BOLSTER LINE WITH FOUR
PAD ATTACHED TO SPRING

LOCATE PAD-TO SPRING AT
{4) Hoe RiNGS. BALANCE OF
WITH HOG RINGS AS FOLLOWS: BOTTOM TO FIRST

CONVOLUTION IN sPRINGs six (B), Tor seven (7),
INs1DE END Four (4), outsioe eno six (6), Top

INSIDE AND OUTSIDE CORNERS ONE (I) EACH. FOR
ADDITIONAL INFORMATION SEE PAGE 202.

2" - 1 1/2 0z. #1 cOTTON BATT...INSERT BATTS IN
SHEETING POCKETS.

A" - 3 oz. #1 cotron BATT...INseRT one () piece
IN OUTSIDE END SHEETING POCKET.

3" - 2 oz. #1 cotron BATT...INseRT Two (2) piEces
IN INSIDE END SHEETING POCKET.

BOLSTER LISTING...INSERT WIRE N POCKET AND ATTACH
T0 BOLSTER WIRE WiTH EicHT (8) Hos RINGS. SEE
view "A". SEND BOLSTER AND SEAMING LACE WIRE ENDS
OVER EDGE OF SPRING AND ATTACH EACH WiTH one (1)
HOG RING EACH END AS SHOWN.

®O®® ® REEGEO

Cans

o,
o7
v

S

WIRE IN POCKET AND
with seven (7) o

ATTACH TO
RINGS.

TOP FACING...INSERT
SLOTS IN ANCHOP BAR
SHEETING ENDS...ATTACH TO INTERMEDIATE WIRES WITH
Two (2) HOG RINGS EACH END.

SEAMING LACE = TOP FACING...ATTACH INSIDE WIRE END
TO INTERMEDIATE WIRE AS SHOWN WiTH oNE (1) Hoe RING.
3" - 2 0z. #1 coTTON BATT.
OUTSIDE END FACING AS SHOWN. BATT IS NOT OPENED.
END FACING ~ FRONT INSIDE...INSERT WIRE [N POCKET AND
ATTACH TO SLOTS IN END BAR WITH FOUR (4) Hos RINGS.

PLACE ONE (1) PiECE UNDER

END FACING - FRONT OUTSIDE...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN END BAR WITH FIVE (5) HOG RINGS.

MASON(TE REINFORCEMENT...CEMENT BLUE WADDING TO
BACK OF REINFORGEMENT WiTH F.5.607 GEWENT. ATTAGH
TO FRAME WITH SCREWS AS FOLLOWS: TOP THREE (3),
THRee (3), enos one (1) eacw.

BoTTOM
BOTTOM FACING - REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN ANCHOR BAR WiTH seven (7) Hos
RINGS. SEe view "B".

END FACING - REAR INSIDE...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN END BAR WITH FOUR (4) HOG RINGS.

END FACING - REAR OUTSIDE...INSERT WIRE IN POCKET AND
ATTACH TO LANCES IN ENO BAR WiTH Four (4) Hoe Rines.

(3) 7 - 2 sz #1 cutron sarv. ..rirce sevow soLsTen BOTION FACING G3MABUG EXTENSION. . CEUENT TO BOTTOM,
Gobg, TG SWUREY AGKINEY EEaMIN UAERS RFT 48 8AR 1N AREA SHOWN WiTH £.5.607 cemenr. see view "B
OPENED ONE-THIRD. SEE ViEw "A". BOTTOM FACING - REAR FLAP ENDS...ATTACH TO SLOTS IN
ATTACH TO SLOTS IN SPRING FRAME WiTH Seven (7) d
Lo FISHER BODY DIVISION
/L] FRONT SEAT BAGK A ENGINEERING DIVISION
;. e e
53 77 Jrir-sd RELERSED |955 e 24
i
A e 4650203
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TYLE SHOWN TYPICAL OF SEDAN

®06

oue vi ¥, 3

METHOD OF HOG RINGING RUBBER PADS TO FRONT SEAT CUSHIONS

FIGURE "A"™ - CHEVROLET COUPE AND SEDAN STYLES
FIGURE "B" - PONTIAC COUPE AND SEDAN STYLES

DOUBLE FREE TAPE UNDER AND ATTACH TO SPRING WITH HOG RINGS AS
SHOWN .

SLIT FREE TAPE ON RUBBER PAD OPPOSITE SUPPORT SPRING. DOUBLE FREE
TAPE UNDER AND ATTACH TO SPRING WITH HOG RINGS AS SHOWN.

o5 i eneR So5T SISO
[cwecken, FRONT SEAT A GENERAL MOTORS GCORPORATION

e T B e oo EamEEnG SisioN
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APPLICATION OF TRIM ON FRONT SEAT BACK

cHEVROLET "I1067DTX" sTyLe

TRIM COVER FILLER...SEW FILLER TO COVER MATERIAL.

TOP SPRING SPACER.
page 200.

REAR PAD.

FOR APPLICATION REFER TO

FOR APPLICATION REFER T PAGE 203.

10 0z. COTTON. PAD ASSEMBLY WITH PLASTIC INSULATOR
+--CENTER SPRING ON PAD AND STRETCH PAD SIDE TO
SIDE. ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:
BOTTOM TO FIRST CONVOLUTION IN SPRINGS sIX (6),

TOP TO LANCES SEVEN (7), INSIDE END TO INTERMEDIATE
WIRE FOUR (4), OUTSIDE END TO INTERMEDIATE WIRE S1x
(6), Top coanes onE (1) EacH. FOR HOG RING
LOCATIONS REFER TO PAGE 202:

BOTTOM FACING = FRONT...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN BOTTOM BAR WITH SEVEN (7) oG
RINGS.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS IN TOP BAR WITH seven (7) HoG RINGS.

END FACING - FRONT INSIDE...INSERT WIRE IN POCKET

AND ATTACH TO SLOTS (N END BAR WITH FOUR (4) Hoe
AINGS.

®

®@ ® 6

POCKET AND ATTACH TO SLOTS

IN END BAR WITH FIVE
(5) Hoe Rmings.

BOTTOM FACING - REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN BOTTOM BAR WITH SEVEN (7) Hoe
RINGS. sge view "A",

END FACING = REAR INSIDE...INSERT WIRE IN POCKET
AND ATTACH TO SLOTS IN END BAR WITH FOUR (4) Hoe
RINGS.

END FACING - REAR OUTSIDE...INSERT WIRE IN POCKET

AND ATTACH TO LANCES IN END 3AR WITH Foum (4) Hoe
RINGS.

BOTTOM FACING OSNABURG EXTENS|ON...CEMENT TO
BOTTOM BAR IN AREA SHOWN WITH F.s.607 cement.
SEE VIEW "A",

BOTTOM FACING REAR - FLAP ENDS...ATTACH TO SLOTS
IN SPRING FRAME WiTH ONE (I) Hoe RING EACH END.

7“‘;:‘ CEE """ | FISHER BODY DIVISION
- GENERAL MOTORS CORPORATION
1: fcep e | FRONT SEAT BAGK A E;;«‘u;z:nrv:e DIVISION
c2 | 4755 | T84 L REVISED. R 617, [Pl vacee] sernart. wmeme
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APPLICATION OF TRIM ON DRIVER'S SEAT BACK

cHevroLeT "1271" sTvLe

SPRING INSTALLATION...ATTACH SPRING TO BACK WITH
FouR (4) sTRaps using e1GHT (8) 2 1/2 0z. TRIWMERS
Tacks. OPTIONAL: ercHt (8) stapLes (4574015).

3 0z. #3 COTTON PAD WITH BURLAP FOUNDATION...PLACE
PAD OVER SPRING AND ATTACH AT BOTTOM WiTH THREE (3)
RIVETS. ATTACH TOP BURLAP EXTENSION TO TACKING
sTRiP wiTh FiFTeen (15) 2 1/2 oz, TRimMERs TACKS.
OPTIONAL: FirTeen (15) stapLes (4574015).

4" JUTE ROLL...PLACE ACROSS TOP AND SIDES OVER
FOUNDATION PAD AND ATTACH TO BORDER WIRE WITH
TwenTy one (21) Rivers.

NOTE: DO NOT ATTACH SPRING STRAPS AND #3 COTTON
PAD UNTIL JUTE ROLL IS RIVETED IN PLACE.

3 1/2" = 3 1/2 0z. #3 COTTON BATT...PLACE OVER
JUTE ROLL ALONG TOP AND SIDES. BATT IS OPENED
ONE-THIRD.

3 1/2" = 3 1/2 0z. #3 COTTON BATT...PLACE ACROSS

®

@
®

©

3 1/2" = 3 1/2 oz. #3 cotTon BATT.
FOUNDATION PAD AT BOTTOM OF BACK AS SHOWN.
IS OPENED ONE-THIRD.

.PLACE OVER
BATT

5 0z. #1 COTTON PAD = LESS BURLAP...PLACE OVER
BATTS AND FOUNDATION PAD.

3 1/2" - 3 1/2 oz. #3 cOTTON BATT...PLACE ACROSS
TOP AT REAR UNDER FACING. BATT IS NOT OPENED.
BURLAP COVER...PLACE OVEF BATTS AND FOUNDATION
PAD AND ATTACH TO TACKING STRIP WiTH 2 |/2 oz.
TRIMMERS TACKS AS FOLLOWS: TO WOOD BLOCK AT
sortom FirTEEN (15), Tor TEN (10), sioes Five
(5) each. OPTIONAL: THIRTY-FIvE (35) sTapLes
(4574015) .

COVER MATERIAL...ATTACH TO FRONT BOTTOM WOOD
sLock WITH TWENTY (20) 2 /2 0z. TRIMMERS TACKS
AND TO TRIMSTICK, AT REAR OF BACK ALONG TOP
AND SIDES WITH NINETY (90) 2 1/2 oz. TRIMMERS

TOP OF BACK OVER,FOUNDATION PAD BELOW JUTE ROLL Tacks. OPTIONAL: oNe Hunoren anp Ten (110)
A Shawe BAT 16 HOT oRENRE, s, SrAL
T SHER BODY DIVISTON
[CHECKER FRONT SEAT BACK GENERAL MOTORS GCORPORATION
7z A ENGINEERING DIVISION
98249 |20.5%4| ReLeaseo L T i) o
reLcise] oie T 1955 |+ 4650203
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TOP SPRING SPACER...FOR APPLICATION REFER TO

page 200.

BACK PAD.

10 0z. AND B 0z. COTTON PAD ASSEMBLY WITH PLASTIC
INSULATOR...LOCATE PAD TO SPRING AT BOLSTER LINE

.FOR APPLICATION REFER TO PAGE 203.

wiTH seven (7) Woe Rines.

WITH HOG RINGS AS FOLLOW
CONVOLUTION IN sPRINGs THiRTEEN (I3), Top To sLots
IN ANCHOR BAR TWeLvE (12), ENDS TO INTERMEDIATE
wires FIve (5) eacH, Top ouTem comners one (1)

EACH END.

2" - 1 1/2 oz. #1 coTToN BATT
SHEETING POCKETS.

BOLSTER LISTING.
TO BOLSTER WIRE WiTH ElcHTEEN (18) Hoc Rines.
BEND BOLSTER LISTING AND SEAMING LACE
WIRE ENDS OVER EDGE OF SPRING AND ATTACH EACH TO
INTERMEDIATE WIRE WiTH (1) HOG RING EACH END.

View "A"

BOTTOM FACING - FRONT.
ATTACH TO SLOTS IN LOWER BAR WiTH FourTeen (14)

FOR HOG RING LOCATIONS SEE PAGE 202.

INSERT WIRE

BALANGE OF PAD ATTACHED
BOTTOM TO FIRST

IN POCKET AND ATTACH

L INSERT WIRE

APPLICATION OF TRIki ON FRONT SEAT BACK

cHEVROLET "1019-190" sTvies

T0P FACING...INSERT WIRE IN POCKET AND ATTAGH TO
SLOTS IN ANCHOR BAR WiTH TWELVE (12) Woe Rines.
THREE (3) HOG RINGS EACH END.

(9 4" - 3 0z. #1 corron saTT...pLacE onE (1) BATT on

EACH END BETWEEN SHEETING AND COVER MATERIAL. BATTS

ARE WO OPENED.

3" - 2 022 #1 corron sATT...pLAcE one (1) BATT
OVER BOLSTER LISTING AND SEAMING LAGE WIRE ENOS
ON EACH ENO. GATTS ARE OPENED ONE-THIRD.
END FACING = FRONT...INSERT WIRE IN POCKET AND
ATTACH T0 SLOTS IN END BAR WITH Five (5) HOG
RINGS EACH END.
BLUE WADDING...APPLY T0 GENTER SUPPORT AS SHOWN
WiTh F.5.607 cemenT.
BOTTOM FACING = REAR...INSERT WIRE IN POCKET AND
ATTACH TO SLOTS IN LOWER BAR WiTH TweLve (12)
Hos RiNGs.

END FACING = REAR...INSERT WIRE IN POCKET AND
ATTACH TO LANGES 1N ENO BAR WiTH SiX (6) oG

foe mines. RINGS EACH END.
T — e
X FRONT SEAT BAGK g T L
i A ENGINEERING DIVISION
- ;‘% Q/ ) | | O
7927 lpis<7| reteaseo = 7 g e o
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U1I" anp "IOQ" sTviEs sHown TveicaL oF "37" anp "67" stviE.

Q
APPUC»\T}ON\/@ TOP SPRING SPACERS ON REAR SEAT BACKS

LL CHEVROLET AND PONTIAC STYLES

ATTACH TOP SPRING SPACER AT FRONT TO BORDER WIRE AND AT REAR TO
LANCES AND SLOTS IN SPRING FRAME WITH HOG RINGS AS FOLLOWS:

ERONT REAR
ALC LT awo MI9T sTvies 19 17
ALL "377 sTyLEs 20 16
ALL BT sTYLES 212
G R o e

FISHER BODY DIVISION

[CHECKER, REAR SEAT BACK GENERAL MOTORS CORPORATION
YA A ENGINEERING DIVISION

J6249
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FIG."A"

APPLICATION OF PADS ON REAR SEAT BACKS

FIGURE "A" - APPLICATION OF BASE COTTON PADS

FIGURE "B" - APPLICATION OF PAD ASSEMBLIES

OF TOP BAR.

CRORC)

BOTTOM...ATTACH BASE COTTON PADS TO BORDER WIRE.
ASSEMBLIES TO FIRST CONVOLUTIONS ABOVE BORDER WIRE.

ATTACH PAD

TOP BURLAP EXTENSION...DOUBLE UNDER AND ATTACH TO LANCES AT REAR

OUTSIDE ENOS...ATTACH BASE PADS TO SLOTS IN END BAR AND BORDER

WIRE. ATTACH PAD ASSEMBLIES TO LANCES IN END BAR AND TOP "M"

SECTION OF SPRING AS SHOWN.

CHANGES

o e
bl FISHER BODY DIVISION
AR e GENERAL WOTORS CORPORATION
5%/ |3-2¢-s< |FIGURE "B" ADDED, A ENGIN.E"E.:I'NG".“‘?‘I.VISION
§299 | 7205%| RELEASED [oave
eense | omre 1955 e

2650203[% 25|
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SLITTING SURPLUS MATERIAL ON REAR SEAT BACKS

ALL CHEVROLET AND PONTIAC "37" sTvLes

SLIT SURPLUS MATERIAL ON INSIDE OF COVER MATERIAL IN AREA SHOWN.
SLIT MATERIAL AS CLOSE TO SEAMS AS POSSIBLE. DO NOT CUT STITCHES.

o 7 SecTion

G.0.

i REAR SEAT BACK

[eEmEs

A

FISHER BODY DIVISION
GENERAL MOTORS CORPORATION
ENGINEERING DIVISION

95299

7-20-54,
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reLease
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APPLICATION OF TRIW O REAR SEAT BACK

cHevRoLET "1011-19" sTvies

250.

PLASTIC INSULATOR...ATTACH TO SPRING WITH HOG
RINGS AS FOLLOWS: BoTTOM To spRines ten (10),
TOP BURLAP EXTENSION, DOUSBLED UNDER TO SLOTS IN

Top 8am seventeen (17), ewos rive (5) eacH. rom
HOG RING LOCATIONS SEE PAGE 25!.
5 1/2" - 7 oz. #3 cOTTON BATT...PLACE AGROSS TOP

OVER FOUNDATION PAD. BATT IS OPENED ONE-THIRD.

@ 5 0z. #l COTTON PAD - LESS BURLAP...PLACE OVER

©)

®
®

3ATT AND FOUNDATION PAD.
SOTTOM FACING...INSERT WIRE IN POCKET AND ATTACH
To BOTTOW SORDER WIRE WiTH TWELVE (12) HOG RINGS,
enos Four (4) HOG RINGS EACH.

T0P FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS (N ANCHOR BAR WiTH FiFTEEN (15) HOG RINGS.

END FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS AND LANCES IN END BAR wiTH ONE (1) HOG RING

To? AND SEVEN (7] HOG RINGS BOTTOM EACH END.

T FISHER BOSY DIVISION
[CHECKER, (]",: REAR SEAT BACK A GENERAL MOTORS CORPORATION
. e Cerine. o isian
77¢70|rw7-71] €no FAGiNG BOTTON WOG RiNG RELOCATED.  [,l. .. CERnG, Dlvislo
ecessi] pire T 1955 /| 4650203
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APPLICATION OF TRIM ON REAR SEAT BACK

cHEVROLET "I0I A" sTvLE

TRIM COVER RUBBER...SEW RUBBER TO COVER WMATERIAL.
TOP SPRING SPACER...FOR APPLICATION REFER TO
pace 250.

5 0z. #3 COTTON PAD WITH BURLAP FOUNDATION AND
PLASTIC INSULATOR...ATTACH TO SPRING WITH HOG
RINGS AS FOLLOWS: BOTTOM To sPRINGS Tew (10),
TOP SURLAP EXTENSION, DOUBLED UNOER TO SLOTS IN
top saR seventeen (17), Enos Five (5) £acH.

5 1/2" - 7 oz. #3 COTTON BATT...PLACE ACROSS TOP
OVER FOUNDATION, PAD. BATT IS OPENED ONE-THIRD.
5 0z. #] COTTON PAD - LESS BURLAP...PLACE OVER
BATT AND FOUNDATION PAO.

SOTTOM FACING...INSERT WIRE IN POCKET AND ATTACH
To ReAR BORDER WiRe TWeLve (12) Hoe RINGS, ENDS

Four (4) eacH.

INSERT WiRE

IN POCKET AND ATTACH TO

SLOTS IN ANCHOR BAR WiTH FIFTEEN (15) Hos RInGs.

IN POCKET AND ATTACH TO

SLOTS AND LANCES IN END BAR WiTH oNE (1) HoG RING
ToP AND SEVEN (7) HOG RINGS BOTTOM EACH END.

oRAwN oY

P

A

98¢ 70

295} END FACING 30TTON HOG RING RELOCATED . [, mcdd i SEAT BACK

A
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APPLICATION OF TRIM ON REAR SEAT BACK

cHevRoLeT "101ID" sTvLE

TOP SPRING SPACER...FOR APPLICATION REFER TO
pAGE 250.

5 0z. #3 COTTON PAD WITH BURLAP FOUNDATION AND
PLASTIC INSULATOR...ATTACH TO SPRING WITH HOG
RINGS AS FOLLOWS: BOTTOM TO SORDER WIRE TEN
(10), TOP BURLAP EXTENSION DOUBLED UNDER TO SLOTS
IN TOP BAR SEVENTEEN (17), ENDS TO BORDER WiRE
AND SLOTS IN END BAR FIVE (5) €acH END.

5 1/2" = 7 0z. #3 COTTON BATT...PLACE ACROSS TOP
OVER FOUNDATION PAD. BATT IS OPENED ONE-THIAD.

Qe O

5 0z. #1 COTTON PAD - LESS BURLAP...PLACE OVER
SATT AND FOUNDATION PAD.

BOTTOM FACING...INSERT WIRE IN FOGKET AND ATTACH
TO REAR BORDER WIRE WiTH TWweLVE (12) Hoe RiNnes,
enos Four (4) Hoc RINGS EACH.

TOP FAGING...INSERT WIRE IN POGKET AND ATTACH TO
AncHoR Bin wiTH FiFTeEEn (15) HOG AINGS.

KD FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS AND LANCES IN END 8AR WiTH ONE (1) HOG RING
Top AND SEVEN (7) HOG RINGS BOTTOM EACH ENOD.

el BT | FISHER BODY DIVISION
PR . GENERAL MOTORS GORPORATION
Lol REAY ROAT Baes A ENGINEERING DIVISION
7¢¢ #0 |p-29.51 END FACING BOTTOM HOG RING RELOCATED. |PEZL acdel oernarr. weniean
s e T T e
Revsise] hire GRANGES szl |955 [.o+ 4650203
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APPLICATION GF TRIM ON REAR SEAT BACK

cHEVROLET "1211-19" stvies

TOP SPRING SPACER...FOR APPLICATION REFER TO
PAGE 250.

®0

INSULATOR. .. ATTACH TO SPRING WITH HOG
RINGS AS FOLLOWS: 0TTOM To SPRinGs TEN (10)
TOP BURLAP EXTENSION, DOUSLED UNDER TO SLOTS
Top BaR seventeen (17), enos eive (5) eack.

5 1/e0 s 7
GVER FOUNDATION PAD.

PLASTIC

oz. i#5 coTTON BATT
sATT

®©

BATT AND FOUNDATION PAD.

5 0z. #3 COTTON PAD WITH BURLAP FOUNDATION AND

®

O]

N

PLACE ACROSS TOP
IS OPENED ONE-THIRD.

5 0z. #fl COTTON PAD = LESS BURLAP...PLACE OVER

30TTOM FACING...INSERT WIRE IN POCKET AND ATTACH
TO REAR BORDER WIRE WiTH TweLve (12) Hoc RINGS,
enos Foum (4) eack.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH TO
SLOTS 1N ANCHOR BAR WITH FIFTEEN (15) MoG RINGS.
ENDS FACINGS...INSERT WIRE IN POCKET AND ATTACH TO
sLOTS AND LaNCES wiTH one (1) Woe Ring ToP anp
SEVEN (7) HOG RINGS SOTTOM EACH END.

o e secTion seRiEs FISHER BODY DIVISION
oveeRes 7 4 GENERAL MOTORS CORPORATION
- ac 2z {REAR SEAT BACK A ENGINEERING DIVISION
Joe70 |7 o7y TN FACING B5TTow wou Ring RELocATED. [ 7.
s RELEASED %%, 2 2.4/ [orve [ we, 3
CHANGES B 2 1955  |5-5+| 4650203

ReLEASE | DATE
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CFO,

HOG RINGING OF TOE GUARD ENDS

ALL CHEVROLET COUPE STYLES

CLOSE TOE GUARD ENDS BY
HOG RINGS EACH END.

GATHER SURPLUS MATER!AL
OUTSIDE CORNER WITH ONE

ATTACHING TO LANCES IN END BAR wITH Two (2)

TOGETHER AND CLOSE EACH REAR INSIDE AND
(1) Hoc RiNG EacH END.

| I ) “"** | FISHER BODY DIVISION
oHECH FRONT SEAT GENERAL MOTORS CORPORATION
CUSHION A ENGINEERING DIVISION

5295

25-54]

RELEASED

ReLEasE

DATE

CHANGES

e 1955 [{aes0203* |O |
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250,
5 0z. #3 COTTON PAD WITH PLASTIC INSULATOR...
ATTACH TO SPRING WITH HOG RINGS AS FOLLOWS:

APPLICATION OF TRIM ON REAR SEAT BACK

cHeVROLET "10I19D" sTvLE

B0TTOM To BORDER wiRe Ten (10), Top BuRLAP
EXTENSION DOUBLED UNDER TO SLOTS IN TOP BAR

seventeen (17), enosto BomDER wiRes Five (5) eacH.

FOR HOG RING LOCATIONS SEE paGe 251.

5 1/2" = 7 oz. #3 COTTON BATT...PLACE ACROSS TOP

OVER FOUNDATION PAD. BATT IS OPENED ONE-THIRD.

(5) 50z #1 corron pan - Less aunLaP...pLACE OVER

BATT AND FOUNDATION PAD.

T0 REAR BORDER WIRE WiTH TweLve (12) Hog Rings,

enos Four {4) HOG RINGS EACH.

SLOTS IN ANCHOR BAR WITH FIFTEEN (15) Hos RINGS.

LANCES IN END BAR wiTH ONE (1) Hoe RING TOP AND

seven (7) HOG RINGS BOTTOM EACH END.

N "™ T FISHER BODY DIVISION

[recesse

OATE

CHANGES

5057 lopsy] 1Tew #1_memoveo. REAR seaT ack| [\ N AlitEmNS Drvaan,
9860 | goy.c¥| END FACING BOTTOM HOG RING RELOCATED. o .
ligos0 |e2554| Rereaseo [oATE — [wAnuAL wa. e

1955 |¢5-| 4650203
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APPLICATION OF TRIM ON REAR SEAT BACK

cHEVROLET "1037-370" stvies

250.

5 0z. #3 COTTON PAD WITH BURLAP FOUNDATION AND
PLASTIC INSULATOR...ATTACH PAD WITH HOG RINGS AS
FOLLOWS: BOTTOM TO BORDER WIRE ElGHT (8), Top
BURLAP EXTENSION DOUBLED UNDER TO SLOTS IN TOP
8AR sixTEEN (16), ENDS Tu BORDER WIRE FIVE (5)
EACH. FOR HOG RING LOCATIONS SEE PAGE 251.

3 1/2" = 3 1/ oz. #3 cOTTON BATT...PLACE OVER
FOUNDATION PAD ACROSS TOP AS SHOWN. BATT IS
OPENED ONE=THIRD.

®
@)

TOP SPRING SPACER...FOR APPLICATION REFER TO PAGE @ 5 0z. #| COTTON PAD - LESS BURLAP...PLACE OVER

BATT AND FOUNDATION PAD.

BOTTOM FACING...INSERT WIRE IN POCKET AND ATTACH
To BORDER WIRE wiT TweLve (12) Hoe Rines.

TOP FACING...INSERT WIRE IN POCKET AND ATTACH rO
SLOTS IN ToP BAR WITH FouRTEEN (14)" Hoo miNGs.
END FACING...INSERT WIRE IN BOTTOM SECTION OF
POCKET AND ATTACH TO TRIM AND BORDER WIRES WITH
Two (2) Hoc RiNGS ToP AND FIVE (5) Hoe RINGS
BOTTOM EACH END. LOWER CORNERS Two (2) Hog
RINGS EACH END.

TR Ly "= | FISHER BODY DIVISION
cins “log sTiLE oo o |REAR SEAT BAGK GENERAL MOTORS CORPORATION

e = A ENGINEERING DIVISION
5577 Yro7-ad 50 v voms vz, e = LT
9560|6255 | ReLeasen & i T £ -
i T = 1955 |-v-~{ 4650203 [ 26 |
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APPLICATION OF TRIM ON REAR SEAT BACK

cHevROLET "1062F-63F" styLes

BLUE WADDING...ATTACH TO FOLOING SEAT BACK
BOARD WITH €16HT (8) 2 1/2 oz, TIMMERS TacKS.
OPTIONAL: eieuT (8) stapLes (4574015).

FOLDING SEAT BACK BOARD...ATTACH REAR BORDER
WIRE OF SPRING TO BOARD WITH sTapLEs (4649011)
As FoLLows: Top Four (4), soTTom Four (4), enos
o (2) eack.

5 0z. #3 COTTON PAD WiiH BURLAP FOUNDATION AND
PLASTIC INSULATOR...ATTACH TO FRONT BORDER WIRE
OF SPRING WITH HOG RINGS AS FOLLOWS: TOP ELEVEN
(1), sorTom seven (7), enos five (5) eacu.

@ @06

C)

3 1/2" = 3 1/2 0z. #3 coTToN BATT...PLACE AcROSS
TOP OVER FOUNDATION PAD. BATT IS OPENED ONE-THIRD.
5 0z. #1 COTTON PAD - LESS BURLAP...PLACE OVER
BATT AND FOUNDATION PAD.

TOP, BOTTOM AND END FACINGS...ATTACH TO BACK BOARD
WITH ONE HUNDRED THIRTY (130) 2 1/2 0z. TRiMMERS
TACKS SPACED ONe (1) INCH APART. space 3/4 IncH
APART ON RADII. OPTIONAL: ONE WUNDRED THIRTY
(130) stapLes (4574015):

BACK LINOLEUM...ATTACH TO BOTTOM OF BACK BOARD
WITH F.5. 1156 CEMENT. APPLY CEMENT TO LINOLEUM
onLY.

BUMPER PLATE...ATTACH EACH TO RETAINING BRACKET
wiTH one (1) screw as swown.

: e e REAR SEAT BacK R B DIV iaIoN
oz s - i 5O B | s eene
5707 |10-7:5d WADD ING S1LENGER REVISED ((TEM 1), D fspnrid .

e LA s i : e T S
iact] o D e~ 1955 4650203
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APPLICATION OF TRIM ON REAR SEAT BACK

cHevroLET "I0620F" sTyLe

®
®
®
®
®

BLUE WADDING...ATTAGH TO FOLDING SEAT BACK BOARD
witH E1GHT (8) 2 1/2 0z. TRIMMERS TaCKS.
OPTIONAL: e1aut (8) stapLes (4574015).

FOLDING SEAT BACK BOARD...ATTACH REAR BORDER WIRE
OF SPRING To BOARD WITH sTAPLES (464901 1)as
FoLLows: Top Four (4), soTTom Four (4), ewos Two
(2) each.

5 0z. #3 COTTON PAD WITH BURLAP FOUNDATION AND
PLASTIC INSULATOR...ATTACH TO FRONT GORDER WIRE
OF SPRING WITH HOG RINGS AS FOLLOWS: TOP ELEVEN
(11), sotrom seven (7), ewos Five (5) each.

3 1/2" = 3 1/2 oz. #3 COTTON BATT...PLACE ACROSS
TOP OVER FOUNDATION PAD. BATT IS OPENED ONE-THIRD.
5 0z. #1 COTTON PAD = LESS BURLAP...PLACE OVER
BATT AND FOUNDATION PAD.

TOP, BOTTOM AND END FACINGS...ATTACH TO
WITH ONE HUNDRED THIRTY (130) 2 1/2 oz.
TACKS sPACED ONE (1) INCH APART. spacE
APART ON RADTI. OPTIONAL: ONE HUNDRED
(130) sTapLes (4574015).

BACK LINOLEUM...ATTACH TO BOTTOM OF BACK BOARD
WITH F.s. 1156 CEMENT. APPLY CEMENT TO LINOLEUM
onLY.

BACK BOARD
TRIMMERS
3/4 inen
THIRTY

BUMPER PLATE...ATTACH EACH TO RETAINING BRACKET
WiTH ONE (1) SCREW AS SHOWN.

FISHER BODY DIVISION
5759 | 225 BUNFER FIATE AND ITB 48 ADDED. i REAR (SEAT BAGK GENERAL MOTORS GORPORATION
A ENGINEERING DIVISION
5/1¥ |jog:5q| WADDING siLENCER REviseD (1Tem I). seraeit. memesn
17540 _|62554| Reveasen [oae [MANUAL WG, Faae
e s g 1955 F=[2650203 % 2066
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APPLICATION OF TRIM ON REAR SEAT BACK

cHevRoLeT "I263F" sTyLe

®
®

BOARD WITH E1GHT (B) 2 1/2 0z. TRIMMERS TAcks.
OPTIONAL:  e1anT (8) stapLes (4574015).

FOLDING SEAT BACK BOARD...ATTACH REAR BORDER
WIRE OF SPRING TO BOARD WiTH STAPLES (464901 1)
As FoLLows: Top rour (4), sotTom Four (4),
enps Two (2) Eack.

5 0z. # 3 COTTON PAD WITH BURLAP FOUNDATION AND
PLASTIC INSULATOR...ATTACH TO FRONT BORDER WIRE
OF SPRING WITH HOG RINGS AS FOLLOWS: TOP ELEVEN
(1), sorrom seven (7), enos Five (5) each.

®

@ @6

3 1/2" = 3 1/2 0z. #3 cOTTON BATT...PLACE ACROSS
TOP OVER FOUNDATION PAD. BATT IS OPENED ONE-THIRD.
~ LESS BURLAP...PLACE OVER
PAD.

5 oz. #1 cotTon paD
BATT AND FOUNDATION
BOTTOM AND END FACINGS...ATTACH TO BACK BOARD
WITH oNE HUNDRED THIRTY (130) 2 1/2 oz. TRimmeRs
TAcks sPACED oNe (1) INCH APART. space 3/4 INch
APART ON RADII. OPTIONAL: ONE HUNDRED THIRTY
(130) starLes (4574015).

LATTACH TO BOTTOM OF BACK BOARD
APPLY CEMENT TO LINOLEUM

Top,

BACK LINOLEUM.,
WITH F.s. 1156 cemenT.
onLY.

BUMPER PLATE...ATTACH EACH TO RETAINING BRACKET
wiTH oNE (1) scREw As sHown.

s T e “"* | FISHER BODY DIVISION
= veores 5 ———|REAR  SEAT BACK GENERAL MOTORS GORPORATION
5725 |, 2,75 BIMPER PLATE AND ITB 4 ADDED. £a% 3 A ENGINEERING DIVISION
| 5//5” | 70754 WADDING SILENCER REViISED (1TEM |), ey - p - S
o0 lousPa| mueases R4 e (e e 267
hees | ane NS e 1955 k4650203
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APPLICATION OF TRIM ON REAR SEAT BACK

cHEVROLET "106ADF"

TRIM COVER RUBBER...HOT PRESS RUBBER TO COVER
MATERIAL .

BLUE WADDING...ATTACH TO FOLDING SEAT BACK BOARD
with £1GHT (8) 2 1/2 oz. TRIMMERS TACKS.
OPTIONAL: e1auT (8) starLes (4574015).

8 0z. COTTON PAD ASSEMBLY WITH PLASTIC INSULATOR
...LOCATE PAD TO SPRING AT BOLSTER LINE WITH
SEVEN (7) HOG RINGS. BALANCE OF PAD ATTACHED TO
SPRING WITH HOG RINGS AS FOLLOWSI BOTTOM TO FIRST
FREE TURN IN corL NiNe (9), (1N case oF spRING
VARIATION, PULL PAD TIGHT AND HOG RING TO HIGHER
coiL), top eLeven (11), enos Five (5) each.

FOLDING SEAT BACK BOARD...ATTACH SPRING TO BOARD
WITH STAPLES AS FOLLOWS: END BORDER WiRes Two (2)
E£ACH, TOP HORIZONTAL WiRes Four (4). NOTE: seRing
IS To BE STAPLED TO BOARD PRIOR TO HOG RINGING OF
PAD AT TOP AND ENDS, AND AFTER PAD IS HOG RINGED AT
BOLSTER LINE AND AT BOTTOM.

2" - | 1/2 oz. #| cOTTON BATT...INSERT BATTS IN
SHEETING POCKETS.

BOLSTER LISTING...INSERT WIRE IN POCKET AND
ATTACH To BOLSTER WIRE WiTH FIFTEEN (15) Hoe
RINGS. SEE vIEw "A". BEND BOLSTER LISTING AND
SEAMING LACE WIRE ENDS OVER EDGE OF SPRING AND
ATTACH EACH To colL wiTH one (1) HOG RING EACH
END.

©
®@

STYLE

@ 3" - 2 0z, #1 COTTON BATT...PLACE ABOVE AND BELOW

®

BOLSTER CORD AND TUCK SNUGLY AGAINST SEAMING LACE.
BATTS ARE OPENED ONE-THIRD.SEE VIEW "A",

SHEETING ENDS...PULL SHEETING TAUT AND ATTACH TO
COILS AS SHOWN WITH Two (2) HOG RINGS EACH END.

3" - 2 oz. #1 cotTon 8aTT...PLACE one (1) PlEcE on
EACH OUTSIDE END BETWEEN SHEETING AND COVER
MATERIAL .

TOP, BOTTOM, AND END FACINGS...ATTACH TO BACK
BOARD WITH ONE HUNDRED THIRTY (130) 2 1/2 oz.
sPACE 3/4" apaRT

TRIMMERS TACKS SPACED |" APART.

ON RADII.

OPTIONAL: one Hunoreo THIRTY (130) stapLes
(4574015) .

BACK LINOLEUM...ATTACH TO BOTTOM OF BACK BOARD
WiTH F.s.1156 CEMENT. APPLY CEMENT TO LINOLEUM
onLY.

BUMPER PLATE...ATTAGH EACH TO RETAINING BRACKET
wiTH one (1) SCREW AS SHOWN.

oo e T FiSTER Bo0Y DIVISION
oEcKER, REAR SEAT BACK GENERAL MOTORS GORPORATION
o A ENGINEERING DIVISION

S58§ |/aa25e] ITEN §4 WS ITEX §3. h// ot wemean

e s e S —

i e D e 1955 | 4650203
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@ 3 1/2" - 3 1/2 0z. #3 cotron BATT...PLACE OVER

7y

H11711111117

APPLICATION OF TRIM ON REAR SEAT BACK

cHEVROLET "1067DTX" sTvLe

BOTTOM FACING...INSERT WIRE [N POCKET AND ATTACH
To BORDER WIRE WiTH TweLve (12) WoG RinGs.

TRIM COVER FILLER...SEW FILLER TO COVER MATERIAL.
TOP SPRING SPACER...FOR APPLICATION REFER TO PAGE

250.

5 0z. #3 COTTON PAD WITH BURLAR FOUNDATION AND
PLASTIC INSULATOR...ATTACH WITH HOG RINGS AS
FOLLOWS: BOTTOM To BORDER wWiRE ElGHT (8), Tor
BURLAP EXTENSION DOUBLED UNDER TO TAIM WIRE
TinTeen (13), Enos To moroeR wies Five (5)
EAGH. FOR HOG RING LOCATIONS SEE PAGE 251

CARDBOARD AND BLUE WADDING FOUNDATION...CEWENT
BLUE WADDING TO CARDBOARD WITH F.$.6U7 CEMENT.
PLACE ON SPRING AS SHOWN WITH BLUE WADDING NEXT
TO SPRING.

TOP FACING = FLAP...INSERT WIRE IN POCKET AND
ATTACH TO TRIM WIRE wiTH TueLve (12) Hos RinGs.
ENO FACING...INSERT WIRE IN POCKET AND ATTACH TO
END BORDER WIRE WiTH FIVE (5) HOG RINGS EACH END,

@e 0

FOUNDATION PAD ACROSS TOP. BATT IS OPENED LOWER CORNERS ONE ||) HOG RING EACH END.
ONE-THIRD. TOP FLAP = ENDS...INSERT WIRE IN POCKET AND

@ 5 0z. #1 COTTON PAD - LESS BURLAP...PLACE OVER ATTACH TO END BORDER WIRE WiTH Two (2) HOG RINGS
RATTS AND FOUNDATION PAD. EACH END.

oA 7 SEcTIoN

G.K FISHER BODY DIVISION

ENGINEERING DIVISION

e 77 |REAR SEAT BAGK A GENERAL MOTORS GORPORATION
55

o7 | T e £ !
e loeal et S e femr o
ettt aims SHARGES £ 2 1955 |r+| 4650203 274
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APPLICATION OF TRIM ON REAR SEAT BACK

EXPORT: CHEVROLET "1019-19D" ano ponTiac "2519D" sTyLes

(D) 70p sPRING SPACER...FOR APPLIGATION REFER To PAGE (B) sHEETING ENOS...PULL SHEETING TAUT AND ATTACK To
250. SLOTS IN SPRING FRAME WITH THREE (3) HOG RINGS
10 0z. AND B 0Z. COTTON PAD ASSEMBLY WiTH PLASTIC EADE EN
INSULATOR. . .LOCATE PAD ASSEMBLY TO SPRING AT (7) 4" -3 oz. #1 corron eaTT...PLAGE one (1) picce
BOLSTER LINE WITH SEVEN (7) HOG RINGS. BALANCE OF ON EACH OUTSIDE END BETWEEN SHEETING AND COVER
PAD ATTACHED TO SPRING WITH HOG RINGS AS FOLLOWS? MATERIAL.

BOTTOM TO FIRST CONVOLUTION IN SPRING THIRTEEN (8) 80TTOM FACING...INSERT WIRE IN POCKET AND ATTACH
(I3), ToP BURLAP EXTENSION DOUBLED UNDER TO SLOTS To BoRDER WIRE WITH TWELVE (12) Hoe RiNGs, ENDS
IN ANCHOR BAR SEVENTEEN (I7), ENDS TO SPRINGS AND e T i ANET EAE
SLOTS N SPRING FRAME Six (6) EAcH END.
= (9) 7o FACING...INSERT WIRE IN POGKET AND ATTACH TO
2" - 1 1/2 0z. #1 cOTTON BATT...INSERT 8ATTS IN SLOTS N ANCHOR BAR WITH FIFTEEN (15) HOG AINGS.
SHEETING POCKETS.

(IO seamiNG LACE = TOP FACING...ATTACH WIRE ENDS TO

(@ sousten Listinc. . iwsenr wine 1w pocKeT avo aTrack T R i S
TO BOLSTER WIRE wiTH sevenTEEN (17) Woe RiINGS.
see vIEW "A". BEND BOLSTER AND SEAMING LAGE WIRE
En Gc o Be i i Mo UM R TaimaT
IN sPRING FRAME wiTH one (|) HOG RING EACH END.

END FACING...INSERT WIRE IN POCKET AND ATTACH TO
LANCES IN SPRING FRAME WiTH oNE (I) Hos RING ToP
anD SEVEN (7) HOG RINGS BOTTOM EACH END.

3" - 2 oz, #1 coTToN BATT...PLACE oNE (1) piECE
ABOVE BOLSTER CORD. TUCK SNUGLY AGAINST SEAMING
LACE. BATT IS OPENED ONE-THIRD.

el T =) ™= | FISHER BODY DIVISION
’Wsk S REAR SERT" BATIC GENERAL MOTORS GCORPORATION
A ENGINEERING DIVISION

[oATE  [wAnUAL WG

1955 |r-s<| 4650203

48827 |7-259| RELEASED
ReLease | oate CHANGES
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NOTE: TRIM sumPLUS
MATERIAL AS CLOSE TO
SEAM AS POSSIBLE WITHOUT
CUTTING SEAM.

F16."c"

APPLICATION OF FRONT SEAT TRIM

CHEVROLET "19-62" sTyLes

FIGURE "A"™ - FRONT SEAT COMPLETE - FRONT VIEW
FIGURE "B" - FRONT SEAT COMPLETE - REAR VIEW
FIGURE "C" - sIDE AND END PANEL TRIM COMPLETE

BLUE WADDING - SIDE PANEL...SECURE OVER ENTIRE PANEL
WITH £.5.607 CEMENT APPLIED TO CEMENTING SURFACE
onLY.

COVER MATERIAL - SIDE PANEL...APPLY OVER WADDING
AND SECURE TO TRIM STICK WITH 100 - 2 1/2 oz.
TRIMMERS TACKS.

OPTIONAL: 4574015 sTarLes.

SLUE WAGDING (S1DE PANEL EXTENSION)...SECURE TO
EXTENSION WITH F.5.B07 CEMENT APPLIED TO CEMENTING
SURFAGE ONLY.

SIDE PANEL EXTENSION...SECURE TO BACK OF PANEL WITH
F.5.607 CEMENT APPLIED TO IMITATION LEATHER AND
CEMENTING SURFACES, SECURE TO FOUNDATION WITH 8 =
2 1/2 0z. TRIMMERS TACKS AS SHOWN.

OPTIONAL: 4572148 starLes.

SIDE PANEL EXTENSION...SECURE TO SEAT FRAME WITH
Two (2) SCREWS AND WASHERS.

SIDE PANEL...SECURE AT TOP REAR AND BOTTOM REAR
WITH ONE (1) SCREW AND WASHER EACH AND AT FRONT
SECURE WITH TWO (2) SCREWS AND WASHERS.

P kowsk 1 [T “*** | FISHER BODY DIVISION
e eeg] FRONT seaTs || “ENGiRERG DivisioN

5057 |pv<#|irem #2 rev. ER-98879 [t eacte]
300

o7 owve v e

ey 1955 |- 4650203

RELEASE | DATE CHANGES
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VIEW"E"

SLIT IMITATION LEATHER
THE FULL LENGTH OF THE

Flg."c"

APFLICATIOi OF TRIIW Ol FRONT SEAT

cnevRoLeT "I1-37-67-63-64" sTvies
FIGURE "A" - FRONT SEAT TRIM CONPLETE - REAR VIE
npy AT TRIM COMPLETE - FRONT VIEW
gk AT - SIDE AND END PANELS COMPLETE

METAL WITH £.5.607 cetiEnT
APPLIED TO CENENTING SURFACE ONLY.

ENO PANEL = UPPER...APPLY IMITATION LEATHER OVER
LADDING AND SECURE TO TRIM STICK wiTi 55 - & I/&
0z. TRIMMERS TACKS.

OPTIONAL: 4574015 STALES.

END PANEL - LOWER...APPLY IMITATION LEATH
ADOING AND SECURE TO TAIM STICK WITH
0z. TRINMERS TACKS.

O T1OuAL: 4574015 sta
NSIDE FINISH TRIM...SECURE FABRIC TO
07 CEMENT APPLIED TO FABRIC AND CEWENTING

LEs.

SuRF

END PANEL UPPER...SECURE TO SEAT BACK Wl TH ONE
(1) ccrew AND WASHER AT TOP AND SOTTOM INSIDE TO
SRACKET wiTH Two (2) scREws.

END PANEL LOWER...SECURE AT FRONT wiTH Two (Z)
CREWS AND WASHERS AND AT REAR SIDE wiTH OME (1)
SCREW AND WASHER.

2UMPERS...SECURE TO SEAT FRANE AND SOTTOM OF SEAT
SACK WITH SCREWS AS SHOWN.

SecTion Femies

FISHER BODY DIVISION

-2 |tny| NoTE ADDED. FRONT SEATS A GENERAL MOTORS GORPORATION
5257 e sl ive. 2T #5 nev. ER-OOBT9 ENGINEERING DIVISION
4§040 |6-9554] RELEASED [oate WANUAL RO, Paoe
En 1955 [".-.[4a650203 " 30|





image4.jpeg
VIEW "A"

RUBBER PAD HOG RING LOCAT |
ALL BOLSTER STYLES

APPLY HOG RINGS TO SPRING THROU

NG MARKS

GH RUBBER PAD

AT LOCATIONS INDICATED BY HOG RING LOCAT ING MARKS.

e o S T F{SHER BODY DIVISION
| e ny | A | et o
] GUSHION
G ) ™ ard.is F 0
Revease | oate CHANGES e ) |955 (457 4650203 | 2
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FIGURE "A" - FRONT SEAT TRIM COMPLETE

FIGURE "B" - FRONT SEAT BACK PANEL

FIGURE "C" - FRONT SEAT - REAR BOTTOM PANEL

FIGURE "D" - FRONT SEAT FRAME ~ SIDE ARM TRIM

FIGURE "F" - FRONT SEAT BACK PANEL TRIM - INSIDE FINISH FOUNDATION|

©e © 00 O ©

SECTION "E-E"

FIG."F"

APPLICATION OF FROWT SEAT TRIM

cHEVROLET "I1271™ sTyLe

AND STITCHED WITH CORD WELT AROUND EDGE AS SHOWN THE BOTTOM
EDGE OF MATERIAL TO BE LEFT LOOSE. APPLY F.S.l138 cement

TO IMITATION LEATHER AND CEMENTING SURFACES.

BACK OF FRONT SEAT LOWER FOUNDATION...SECURE OVER FOUNDATION
TURNING TOP EDGE AND SIDE AND SECURE TO FOUNDATION WITH
F.5.1138 CEMENT APPLIED TO IMITATION LEATHER AND CEMENTING
SURFACES. LEAVE BOTTOM EDGE LOOSE.

FRONT SEAT BACK FOUNDATION LOWER...SECURE FOUNDATION TO
METAL FRAME WiTH THREE (3) DRIVE NAILS.

FRONT SEAT SIDE ARM TRIM...SECURE TO SIDE ARM AS SHOWN WITH
10 - 2 1/2 0z. TRIMMERS TACKS EACH SIDE.
OPTIONAL: 10 (4572148) stapies.

BLUE WADDING...SECURE OVER METAL ON BACK OF SEAT BACK WITH
7.5.607 CEMENT APPLIED TO CEMENTING SURFACE ONLY.

BACK OF FRONT SEAT BACK FINISH TRIM PANEL...SECURE TO FRONT
COVER WiTH | /A INCH HAND STITCHING ALL AROUND EDGE. CLINCH
TACK LOOSE MATERIAL AT BOTTOM TO FOUNDATION wiTH [0 - 2 1/2
0z. TRimmeRs Tacks. OPTIONAL: 10 (4572148) stapLes.

BACK OF FRONT SEAT FINISH TRIM PANEL - LOWER...SECURE
AROUND TOP €0GE WiTH Five (5) SCREWS PULL LOOSE MATERIAL
OVER EDGE OF METAL AND TACK TO BOTTOM INSIDE OF METAL FRAME
wiTH 12 = 2 1/2 0z. TRIMMERS TACKS.

OPTIONAL: 12 (4572148) stapLes.

INSIDE FINISH FOUNDATION SECURE TO TACKING STRIP WITH 12 -
4 oz. TRimmERs TAcks. OPTIONAL: 12 (4572148) sraeLes.
BOTTOM FINISH FOUNDATION...SECURE OVER Wo0D wiTh 40 - 4 oz.
LacE Tacks. OPTIONAL: 4659315.

foRAWH &7 SEcTIoN SEwiEs

 rSIEyEnson FISHER BODY DIVISION
a2 an GENERAL MOTORS CORPORATION

- FRONT SEATS A ENGINEERING DIVISION
547 [T Fevcrses A o

] o 1955 [¢s+| 2650203~ 303

GHANGES





image77.jpeg
APPLICATION OF TRIM O REAR QUARTER ARM REST
cHEvROLET "I01I-11A-11DY ponTiac "2511-11D-

FIGURE "A" - ARM REST COMPLETE - REAR VIEW

FIGURE "B" - ARM REST COMPLETE - FRONT VIEW
FIGURE "C" - ARM REST PAD AND IMITATION LEATHER
ASSEMBLY

O)
®

©)

FIG."B"

2511" (sPeciAL TRIM) STYLES

SPONGE RUBBER PAD...SECURE TO METAL
FOUNDATION WiTH 7.5.607 CEMENT TO sPONGE
RUBBER AND METAL SURFACES.

IMITATION LEATHER...APPLY OVER RUBBER AND
SECURE TO METAL SURFACE WITH F.5.607
CEMENT APPLIED TO IMITATION LEATHER AND
CEMENTING SURFACES. THIS ASSEMBLY IS THEN
SECURED TO PLASTIC BASE wiTH Two (Z) SCReWs
THRU CENTER OF BASE.

CHROME MOLDING...APPLY OVER BEAD ON THE
BASE, BEND AND PRESS EACH END TO BACK OF
PLASTIC 8ASE  (DELUXE STYLES ONLY).

[oRAwN &Y
Jhnkowsk |

=,

foREeKeR 77 -
e
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Fi1G."A"

Fie."B"

APPLICATION OF TRIM ON DOOR ARil REST

cHevRoLET "I011-11A~19-53F -62F "
poNTiAc "2511-11D-19-19D-62-620F -63F - 37D-2819D-670TX
2511-19-62-63F" (SPECIAL TRIM) STYLES
FIGURE "A" - ARM REST COMPLETE - REAR VIEW
FIGURE "B" - ARM REST COMPLETE - FRONT VIEW
FIGURE "C" - ARM REST PAD AND IMITATION LEATHER ASSEMBLY

(1) sponce nussen pao...secure To weTAL FounDATION WiTH £.5.607
CEMENT APRLIED To SFONGE RUBSER AND METAL SURFACES.

IMITATION LEATHER...APPLY OVER RUBBER AND SECURE TO METAL
SURFACE WITH £.5.607 CEMENT APPLIED TO IMITATION LEATHER
AND CEMENT ING SURFACES. THIS ASSEMBLY IS THEN SECURED TO
PLASTIC BASE WITH TWO (2) SCREWS THRU CENTER OF PLASTIC
BASE.

EACH END TO BACK OF PLASTIC BASE  (DELUXE STYLES ONLY).

o 57 SecTion pemies

STEVENSON FISHER BODY DIVISION

Gors

RECKER 7 ne,) | ARM  REST GENERAL MOTORS GORPORATION
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Fo#0

[oATE  [wANURL WG,
lo-2s -4 ReLEaseD

ReLEAs!

1955 |- a650203 [* 35|

€| oate GHANGES





image79.jpeg
TRIM EXCESS MATERIAL AT TOP AND BOTTOM OF FRENCH SEAM
AS CLOSE AS POSSIBLE WITHOUT CUTTING THE STITCH.

APPLICATION OF TRI O FRONT DOOR AR REST

cHEVROLET "1019D-10620F" sryLes

FILLRE "A" - DOOR ARM REST COMPLETE - REAR VIEW
FIGURE "B" - DOOR ARM REST COMPLETE - FRONT VIEW
FIGURE "C" - DOOR ARM REST COMPLETE WADDING APPLICATION

WELL FILLER FOUNDATION...SECURE IN WELL OF AR REST WITH
F.5.007 CEMENT APPLIED TO FOUNDATION AND CEMENTING SURFACES.
RUBBER PAD...SECURE TO METAL FRAME WITH F.S5.6U7 CEMENT
APPLIED To RUBBER AND NETAL SURFACES.

WHITE WADDING. ..SECUAE SNUG AGAINST AUSBER Wit F.5.607
CEMENT APPLICO 7O CEMENTING SURFAGE ONLY. ARPLY LanGE
PIECE OVER THE SWALL PIECE AND SECURE WITH F.S.ll132cevenT
APPLIED 1O CEVENTING SURFACE ONLY.

COVER WATERIAL...APPLY OVER ARM REST AND SECURE TO METAL
IN WELL AND BACK SIDE OF METAL PANEL ASSEMBLY AS SHOWN WITH
F.5.1133 CEMENT APFLIED TO IMITATION LEATHER AND CEMENTING
SURFACES.

cuse |pavsr]

NOTE ADDED

ecTion e FISHER BODY DIVISION

7 p-559);
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551, 2, 3. Pl e

5057 Lo s-s
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LAS CLOSE AS POSSIBLE WITHOUT CUTTING THE STITCH.

TRIM EXCESS MATERIAL AT TOP AND BOTTOM OF FRENCH SEAM

SEGTION "D-D"

O)
1)
©)
®

F16."¢"

APPLICATION OF TRIM ON REAR DOOR ARM REST
cHEVROLET "1019D" sTyLe

FIGURE "A" - DoOR ARM REST COMPLETE - REAR VIEW
FIGURE "B" - DoOR ARM REST COMPLETE - FRONT VIEW
FIGURE "C" - 000R ARM REST COMPLETE WADDING APPLICATION

WELL FILLER FOUNDATION...SECURE IN WELL OF ARM REST WITH
F.5. 607 CEMENT APPLIED TO FOUNDATION AND CEMENTING SURFACES.
RUBBER PAD...SECURE TO METAL FRAME WiITH F.S, G607 cement
APPLIED TO RUBBER AND METAL SURFACES.

WHITE WADDING...SECURE SNUG AGAINST RUBBER WITH F.S.607
CEMENT APPLIED TO CEMENTING SURFACE ONLY. APPLY LARGE
PIECE OVER THE SMALL PIECE AND SECURE WITH F.S. 607 cemenT
APPLIED TO CEMENTING SURFAGE ONLY.

COVER MATERIAL...APPLY OVER ARM REST AND SECURE TO METAL
IN WELL AND BACK SIDE OF METAL PANEL ASSEMBLY AS SHOWN WITH
F.5.1138 CEMENT APPLIED TO IMITATION LEATHER AND CEMENTING
suAFaces.

NOTE ADDED

5807 oz

IS 1, 2, 3. F.5.1152 ReOvED.

e A

R ey secTion emes
P Fonvstex |

[owEeKER ARM

FISHER BODY DIVISION
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Fl6."c"

TRIM EXCESS MATERIAL AT TOP AND BOTTOM OF FRENCH SEAM
AS CLOSE AS POSSIBLE WITHOUT CUTTING THE STITCH.

APPLICATION OF TRIM i, FROWT DOOR Akid REST
cHEv. 10370 - A7DTX - 11D" sTyLes
FIGURE "A" - 000R ARM REST COMPLETE - REAR VIEW

FIGURE "B" - DOOR Axm REST COMPLETE = FRONT VIEW
FIGURE "C™" - D0OR ARM REST COMPLETE WADDING APPLICATION

SECTION "D-D'
WELL FILLER FOUNDATION...SECURE IN WELL OF :RM REST WiTH
F.5.607 CEMENT APPLIED TO FOUNDATION AND CEENTING SURFACES.

(2) nusacn nro...secune 1o weraL rane wrmor.s.6U7 cewent

APPLIED TO RUBBER AND METAL SURFACES.

3) WHITE WADDING...SECURE SNUG AGAINST RUBBER WITH F.s.607
CEMENT ARPLIED TO CEWENTING SURFAGE ONLY. A'PLY LARGE
PIECE OVER THE SMALL PIECE AND SECURE #1TH F.5.6U7 CEMENT
APPLIED TO CENENTING SURFACE ONLY.

IN WELL AND B7CK SIDE OF METAL PANEL ASSEMBLY AS SHOWN WITH

F.5.1138 CENENT APPLIED TO IMITATION LEATHER AND CEMENTING
SURF ACES.
é¥3¢_[#30s5 [NOTE ADDED P Pincowsk 1 [T yene FISHER BODY DIVISION
£ 5P -5.607 ADOED 10 1755 1, 2, 3. £+ ve. Y 5 GENERAL MOTORS CORPORATION
5527 Y559 0> 0 1T 1, 5 5.t . i [ v Rest | TP DU iy
S0/ |0y34] vews 74 Aev. ER-30) = LR

2
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FRONT RADIUS

Fic."s"

TRIM EXCESS MATERIAL (AT FRONT RADIUS) AT ToP AND

BOTTOM OF FRENCH SEAM AS CLOSE AS POSSIBLE WITHOUT

CUTTING THE STITCH.

FIGURE "A" - ARM REST TRIM COMPLETE
FIGURE "B" - ARM REST TRIM COMPLETE

FIGURE ~ ARM REST TRIM COMPLETE
FIGURE - ARM REST TRIM COMPLETE
FIGURE ~ ARM REST TRIM COMPLETE

PAD ASSEMBLY...SECURE TO TOP OF ARM

SURFACES.

APPLIED TO CEMENTING SURFACE ONLY.

OPTIONAL: 4574015 stapLes.

APPLICATION OF TRIM ON ARM REST

cHev. "I037-37D", ponTiAc "2537D-2837SD" sTvLEs

REAR VIEW
2837sD
10370
25370
1057

REST FRAME

WITH F.5.607 CEMENT APPLIED TO PAD AND- CEMENTING
WADDING...SECURE TO PANEL WITH F.5.607 CEMENT

COVER MATERIAL...TURN OVER METAL PANEL AND SECURE
To 8ACK WITH F.5.607 CEMENT APPLIED TO COVER
MATERIAL AND CEMENT ING SURFACES. SECURE ACROSS
Top wiTh 20 - 2 1/2 0z. TRIMMERS TACKS.

;;a; [Fored] F15- E AND WoTE Avoen [ [T FISHER BODY DIVISION
05/ |/07sf rem #3 mev. ER-98679 ARMREST GENERAL WOTORS CONPORATION
(/54 132 54| zve, 70" neviseo x0T T = A | i avier
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SECTION *C-C*

AS CLOSE AS POSSISLE WITHOUT CUTTING THE STITCH.

TRIM EXCESS MATERIAL AT TOP AND BOTTOM OF FRENCH s:mJ

APPLICATION OF DOOR ARM REST TRIM
cHEVROLET "I064DF" stvLe

FIGURE "A" - ARM REST WADDING
FIGURE "B" - ARM REST TRIM COMPLETE

WELL FILLER FOUNDATION...SECURE IN WELL OF ARM
REST WITH F.5.607, CEMENT APPLIED TO FOUNDATION AND
CEMENTING SURFACES.

RUBBER PAD.:.SECURE TO METAL FRAME WiTH F.s.607
CEMENT ARPLIED TO RUBBER AND METAL SURFACES.

WHITE WADDING...SECURE SNUG AGAINST RUBBER WITH
£.5.607 CEMENT APPLIED TO CEMENTING SURFACE ONLY.
APPLY LARGE PIECE OVER SMALL PIECE AND

SECURE WiTH £.5,607 CEMENT APPLIED TO CEMENTING
SURFACE ONLY.

COVER MATERIAL...APPLY OVER WADDING AND RUSBER.
SECURE ACROSS TOP, BOTTOM, AND IN WELL WiTH F.5.1138
CEMENT APPLIED TO IMITATION LEATHER AND CEMENTING
SuRFACES.

"= FISHER BODY DIVISION

M REST GENERAL MOTORS CORPORATION
64306 |f- AR s A ENGINEERING DIVISION
95¥| NOTE Ao0ED
505/ |foé-s4 ReLERsED e —Taamor v e
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F16."A"

APPLICATION OF REAR DOOR

ALL SEDAN AND STATION

FIGURE "A" - SILENCER STRIPS TO DOOR PANEL COMPLETE

APPROXIMATE LOCATION SHOWN WITH F.s.607
APPLIED OVER ROD AS SHOWN view "B".

SILEWCER STRIPS

WAGON STYLES

ILENCER STRIPS IN

GRAWN o7 SecTion eeRiEs
DEWEY

w7 DOORS A

T ed

FISHER BODY DIVISION
GENERAL MOTORS CORPORATION
ENGINEERING DIVISION

95924 |92354| rem. waoDING o<
9904 | ReLeaseo oy oRTE  WANGAL WG e
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3Xx27

FIG."A"
VIEW "B
APPLICATION OF FRONT DOOR SILENCER PADS
AL SEDAN AND STATION WAGON STYLES
FIGURE "A" - SILENCER STRIPS TO DOOR PANEL COMPLETE
APPROXIMATE LOCATION SHOWN WITH F.5.607
CEMENT APPLIED TO CEMENTING SURFACE ONLY.
REMOTE CONTROL LINK, A PIECE OF TUBING IS
APPLIED OVER ROD AS SHOWN vIEW "B",
P pewey  [SEETION FISHER BODY DIVISION
e GENERAL MOTORS GORPORATION
DOORS A ENGINE
79934 |99>-%| REN. WADDING L o
91070 fpor-ca] neviase 655, [l o 40|
; arvs
Recense | oate CHANGES W77 s-2-++| 4650203
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F16."A"

BOTTOM FRONT SEAT FINISH SKIRT

FIGURE "A" - ALL PONTIAC COUPE STYLES
FIGURE "B™ - ALL PONTIAC SEDAN STYLES

EXTEND REAR FACING OSNABURG EXTENSION OVER
INSIDE FLANGE OF SIDE BAR AND ATTACH WITH
Two (2) HoG RINGS Each END.

SEcTIon eEmES

FISHER BODY DIVISION

FRONT SEAT A GENERAL MOTORS CORPORATION

CUSHION

77570,

[oaTE —[wAwuAL Wo.

42574 | meceasen
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FIG."A"

3XxX27

®

VIEW "B"

APPLICATION OF DOOR SILENCER STRIPS

ALL "HIM-"B7U-T63T anp "67" sTyLES

FIGURE "A" - SILENCER STRIPS TO DOOR PANEL COMPLETE

SECURE

SILENCER STRIPS IN

APPROXIMATE LOCATION SHOWN WITH F.s.607
APPLIED OVER ROD AS SHOWN view "B".

CHANGES

A o T FisiER BooT BT BIoN
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SEGTION "D-D"

APPLICATION OF TRIM PAD TO DOOR INNER PANEL

ALL STYLES

FIGURE "A" - DOOR TRIM COMPLETE - FRONT = STANDARD ARM REST
FIGURE "B" - DOOR TRIM COMPLETE - FRONT = BUILT IN ARM REST

©)

TRIM PAD...TAP ALONG REAR AND .FRONT EDGE WITH MALLET

INSERTING NAILS INTO SLOTS IN DOOR INNER PANEL.

DRILL A SMALL HOLE AT EACH BOTTOM CORNER AND AT
UPPER FRONT RADIUS AND SECURE WITH SCREWS AND

WASHERS,

ON 00OR WiTH Two (2) screws, section D-D. THE

STANDARD TYPE ARM REST IS SECURED TO METAL INNER
PANEL WITH TWO (2) SCREWS THRU ARM REST AND TRIM

PAD.

@ HANDLES. ..PLAGE ON SHAFT AND TAP WITH WALLET.

o e venson [ ™= T FISHER BODY DIVISION
: onpoRATION
inien DooEs! A | “ENGneere “owision
Sx.c | -] ADDED SCREW AND WASHER. ER-5131-0 NP purache] oerne .
97040 |6 or 74| RELEASED [ene. é‘“ut\ loaTE [MANUAL WO, ':fy( O
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CORD FLUSH WiTH
INSTRUNENT PANEL.

SEGTION *p-P"

F1G."A"

VIEW "E APPLICATION OF wILDLACE AND FRONT PILLAR TRIM

i

cHevRoweT "1019-190-1219" ponTiac "2519-190-28190-19SD
2519" (speciAL TRIM) STYLES
FIGURE "A"™ = WINDLACE COMPLETE
FIGURE "3" - WINDSHIELD PILLAR FOUNDATION

SECTION "C-C*

WINDLACE - BELOW INSTRUMENT PANEL
ne-gn) .

WINDLACE AND PILLAR TRIM BELOW INSTRUMENT PANEL...SECURE FOUNDATION TO
IMITATION LEATHER WITH F.S. |1]0 CEMENT ROLL COATED ON FOUNDATION SURFACE
ONLY. THIS ASSEMBLY IS STITCHED TO WINDLACE AND HELD SECURE

BY INSTRUMENT PANEL. &

INSERT INTO RETAINING CHANNEL (SECTION

TTK THE TWITATION
LEATHER TAB INTO
CHANNEL. CHEV. ONLY.

WINDLACE ABOVE INSTRUMENT PANEL AND UPPER RADIUS...SECURE TO PILLAR «ITH
TABS As SHoWN (FicuRe "B"). secume AT UPPER Rapius ("F") with 4 - 4 oz.
TRIMMERS TACKS acH sioe (OPTIONAL: 4639351 stapies).

WINDLACE OVER FRONT DOOR...INSERT (NTO CHANNEL MAKING SURE TABS ARE BENT

ue (view "G")

WINGLACE AT CENTER PILLAR...SECURE TO PILLAR WITH TABS INSERTED THRU SLOTS

IN FOUNDATION AND BENT Up (SEcTioN P-P). secure across top ("S") with

4 - 2 oz. TRIMMERS TAcks eack sioe (OPTIONAL: 4585142 stapies).

WINDLACE OVER REAR DOOR...INSERT INTO CHANNEL MAKING SURE TABS ARE BENT UP

(view "G").

WINDLACE REAR LOCK PILLAR...BLIND TACK AT REAR Upper RApius ("T") with

5 - 4 oz. TRINMERS TAGKS, BLIND TACK BETweew ("X") with 10 - 4 oz.

ThiMMERS TAcKS, SEcume BETWEEN ("Y") wiTH 13 - 4 0z. TRIMMERS TACKS,

AND BLIND TACK THRU BREAKOVER BETWEEN ( "7" ) wiTH I3 - 6 oz. TRiMMERs
Tacks OPTIONAL: 463935! stapLes-

VIEW "6" SECURE FASRIC OVER WHEELWOUSE BETWEEN ("Z") wiTH F.s. 607

CEMENT APPPLIED TO FABRIE AND CEMENTING SURFACES.

SECTION "M-M"

S ORCICROIRCIC!

WINDLAGE AT SILL...SECURE EACH BOTTOM CORNER OF WINDLACE WITH CARPET
suPPORT As sHown (views "KM-"N"-"JM).

inousTRIAL TAPE (2987X-1 1/ .SECURE OVER RETAINER EDGES AFTER RETAINER
IS SECURED TO ROOF RATL WITH SCREWS.

SHROUD FOUNDAT 10N (REFER T0 PAGE 459

e

VIEW 9"

730 [#ags] VISH "B REVISED.
AR oY

6o 7a- |“rtose]  srms mvism. Teyenson [Tt = FISHER BODY DIVISION
5759 |ra6s] s e aoviseo. Greexer D, PILLAR GENERAL MOTORS GORPORATION
L ay | e | A ENGINEERING DIVISION
4395 |v2794] view 7 aooeo.
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CRANGES 1955 |>-++| 4650203
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CORD FLUSH wiTH
INSTRUMENT PANEL.

TUCK THE TMITATION
LEATHER TAB INTO
CHANNEL. CHEV. ONLY.

VIEW "L*

SECTION “c-¢*

VIEW I DIRECTION
oFsarrROW "M"

SEGTION"H-H"

®

APPLICATION OF WILDLACE AKD FROKT PILLAR TRIM

- cHevROLET "101I-11A-11D-1211-1[B"
PONTIAC "2511-11D"
2511 (speciaL TRIM) STYLE
FIGURE "A" - wiNDLACE COMPLETE

FIGURE "B" - PILLAR TRIM BREAKOVER FOUNDATION

WINDLACE - BELOW INSTRUMENT PANEL...INSERT
INTO RETAINING cHANNEL (secTion "C-C").

WINDLACE AND PILLAR TRIM BELOW INSTRUMENT
PANEL...SECURE FOUNDATION TO IMITATION
LEATHER WiTH F.S.| 110 CEMENT ROLL

COATED ON FOUNDATION SURFACE ONLY.

THIS ASSEMBLY IS STITCHED TO WINDLACE
AND TUCKED BETWEEN PILLAR AND INSTRUMENT
PANEL,

WINDLACE - ABOVE INSTRUMENT PANEL...INSERT
FOUNDATION BETWEEN METAL TABS AS SHOWN.
SECURE AT UPPER RADIUS BETWEEN ("F") wiTh
4 - 4 0z. TRIMMERS TACKS EACH SIDE
(OPTIONAL: 4639351 stapLes).

WINDLACE - OVER DOOR...INSERT FOUNDATION
INTO CHANNEL MAKING SURE TABS ARE BENT UP
(view "G").

WINDLACE ~ AT LOCK PILLAR...SECURE TO
UPPER RADIUS AND PILLAR wiTH 28 - 4 oz.
TRIMMERS TACKS EAcH siDE (OPTIONAL:
4639351 stapLes). For "IZIIw3" sTyLE
ONLY THE LACE IS CUT AT TOP OF PACKAGE
PLATFORM AND A PIECE OF FINISH FOUNDATION
IS SECURED OVER THE WINDLACE WITH

3 - 4 0z. TRIMMERS TACKS.

WINDLACE AT SILL...SECURE EACH BOTTOM
CORNER WITH CARPET SUPPORT AS SHOWN VIEWS
T A MK

SHROUD FOUNDATION...REFER TO PaGE 453.

¢35 Joysy| vise v mvm.

Go74 [rr-ox| STLES mevISED. PR cnson [ e p— e FISHER BODY DIVISION

5684 - 22-55] VIB¥ "E" REVISED. [orEcKeER, 2 & WINDLAGE A GE:::'A'I. MOTORS CORPORATION
NEERING DIVISION

5399 /754 view L apoED. E2PA L7 |

K090 |pos sy | RELEASED [Ene.7 s 7 [WANUAL WO, FasE 4
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TUCK THE TWTTATION
LEATHER T4B INTO
CHANNEL. CHEV. onLv.|

SECTION "G~ "

VIEW "L"

SECTION"H-H"

LY
®

©)
®
®

FI1G."A"

APPLICATION OF WINDLACE
cHEVROLET "1037D-67DTX" ponTiac "2837SD-67DTX" stvies

FIGURE "A" - WINDLACE ASSEMBLY COMPLETE

VINDLACE - BELOW INSTRUMENT
RETAINING CHANNEL (SECTION "

... INSERT INTO

WINDLACE AND PILLAR TRIM BELOW INSTRUMENT PANEL...
SECURE FOUNDATION TO IMITATION LEATHER WiTH
£.5.1110 CEMENT ROLL COATED ON FOUNDATION
SURFACE ONLY.  THIS ASSEWBLY IS STLTCHED

To WINDLACE AND TUCKED BETWEEN PILLAR AND
INSTRUMENT PANEL. AT TOP THE WINDLACE 1S TO
EXTEND UNDER THE WINDSHIELD MOLDING AS SHOWN.
WINDLAGE AT LOCK PILLAR...SECURE METAL PLATE TO
TOP OF PILLAR WITH Two (2) SCREWS. SECURE To
PiLLaR with 16 - 4 oz. Lace tacks ("677 sTvies]
16 - 4 oz. TRimmers Tacks ("37" sTvies).
OPTIONAL: 4639351 stapLes.

WINDLAGE AT SILL...SECURE EACH BOTTOM CORNER OF
ww.);ucz WITH CARPET SUPPORT as sHown (views "g"-
)

SHROUD FOUNDATION...REFER To PAGE 459.

STEVENSON FISHER BODY DIVISION
T FRONT END,PILLAR
739 Jrrod] view L noveos = awnotace | A | “ENcineening oivision
9% 924 [raasq]ren. "2537D" STvLE. ADDED ITEM #5. e
78040 |é->8-+a| RELEASED [EW., L foate [MANUAL Wo. Fase 452
SHAWGES X 1955 |oo« | 4650203
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CORD FLUSH WITH
INSTRUMENT PANEL.

SECTION"H-H"

Fl16."B" " FI1G."A"

SEGTION " T-T*

APPLICATION OF wINDLACE AnD FRONT PILLAR TRIM

SECTION *N=N" Wy cHEVROLET "I10B3F-1263F" ponTiAC "256#
VIEW "K
2563F" (speciaL TRIM) STYLES
FIGURE "A™ - WINOLACE COMPLETE
FIGURE "B" - WINDSHIELD PILLAR FOUNDATIONS

WINDLACE - BELOW INSTRUMENT PANEL...INSERT INTO RETAINING CHANNEL (SsEcTion

nggn) .
VINDLACE AND PILLAR TRIM BELOW INSTRUMENT PANEL...SECURE FOUNDATION TO
IMITATION LEATHER WITH F.S. | 110 CEMENT APPLIED TO FOUNDATION SURFACE

ONLY.  THIS ASSEMBLY IS STITCHED TO WINDLACF AND WELD SECURE
BY INSTRUMENT PANEL.

WINDLACE ABOVE INSTRUMENT PANEL AND UPPER RADIUS...SECURE TO PILLAR WITH
Ta3s As sHown (FIGURE "3"). : secure AT uppeR Rapius ("F") wiTh 4 - 4 oz.
TRIMMERS TAcks EacH sioe (OPTIORAL: 4639351 stapLes).

WINDLACE OVER DOOR...INSERT INTO CHANNEL MAKING SURE TABS ARE BENT UP,

(view "G").

WINDLACE AT LOCK PILLAR...SECURE TO PILLAR BETWEEN ("Y") with 30 - 4 oz.
TRIMMERS TACKS EACH SIDE. BETWEEN ("X'") THE WINDLACE 1S BLIND TACK AND

THE TRIM SECURED OVER FOUNDATION WiTH F.5.607 CEMENT APPLIED TO FABRIC

AND CEMENTING SuRFAcEs. OPTIONAL: 4639351 sTapLEs.

WINDLACE AT SILL...SECURE EACH BOTTOM CORNER OF WINOLACE WITH GARPET SUPPORT
as swown (views "K" ano "J").

InoUSTRIAL TAPE (2987X = | I/A")...SECURE OVER RETAINER EOGES AFTER
RETAINER IS SECURED TO ROOF RAIL WITH SCREWS.

TTTATTON
LEATHER TAB INTO
CHANNEL. CHEV. ONLY.

SECTION "C-C*

VIEW

SHROUD FOUNDATION...REFER TO PAGE 459.
SECURE AROUND LIFT AND TAIL GATE OPENING

WINDLACE AT LIFT GATE OPENING.
OPTIONAL: 463935! stapLes).

WiTH 76 - A 0z. TRIMMERS TACKS

@O 0 ©® OO

6456 _Jfagsr] VI B RmISED.

 TeEsTioR
FRONT END,PILLAR
& WINDLACE

VIEW "R" 6074 5 oy | STOLSS RVISED.
0757 _|#26-55| v1s: nE" REVISED.

FISHER BODY DIVISION
GENERAL MOTORS GCORPORATION
ENGINEERIN

5299 Yresog| viEw Z apoED

4379 Vhoafsa| RELERSED
RecEAsE | oate CHANGES

oATe —[wanuAL Wo. [Fase
0!

1955 |¢24¢| 4650203
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CORD FLUSH WITH
TNSTRUMENT PANEL.

R TRETWTTATTON
LEATHER TAB INTO

CHANNEL. CHEV. ONLY.

SECTION "L-L"

Fl6."8"

VIEW "y"

VIEW "N"

DEe 0 @6 @ O

SECTION " T-T"

APPLICATION OF WINDLACE A.D FRONT PILLAR TRIM

cHEVROLET "10620F-62F" ponTiac "2552-620F
2562" (sPEciaL TRIM) sTYLE
FIGURE "A" - wiNOLACE COMPLETE
FIGURE "B" - WINDSHIELD PILLAR FOUNDATION

LINDLACE - BELOW INSTRUMENT PANEL...INSERT INTO REJAINING CHANNEL (SECTION
Gogny .

WINDLACE AND PILLAR TRIM BELOW INSTRUMENT PANEL...SECURE FOUNDATION TO
IMITATION LEATHER WiTH F.S. |110 CEMENT ROLL COATED ON FOUNDATION SURFACE
ONLY. ~ THIS ASSEMBLY 1S STITCHED TO NINDLACE AND HELD SECURE

4Y INSTRUMENT PANEL.

4INDLACE A3OVE INSTRUMENT PANEL AND UPPER RADIUS...SECURE TO PILLAR wiTH
Thss At sHown (Ficure "B"). secure aT uppem RaDius ("F") wiTH 4 - 4 oz.
TRIMKERS TACKS EAcH 5106 (OPTIONAL: 4639351 stapies).

WINDLAGE OVER FRONT DOOR...INSERT INTO CHANNEL WAKING SURE TABS ARE ENT
up (view "G").

WINDLACE AT CENTER PILLAR...SECURE TO PILLAR WITH TABS INSERTED THRU SLOTS
IN FOUNDATION AND BENT uP (secTion P-P). secure across Top ("S") witw

4 - 2 oz. TRimMERs Tacks eacH sioe (OPTIONAL: 4585147 stapLes).

WINDLAGE OVER REAR DOOR...INSERT INTO GHANNEL MAKING SURE TABS AKE GENT UP
view ("G")

VINDLAGE REAR LOCK PILLAR...SECURE TO PILLAR WiTH 30 = 4 0z. TRIMUERS
TACKS EACH SI0E BETWEEN ("Y"). THE WINDLACE 1S BLIND TACKED BETWEEN

("X") OPTIONAL: 463935! stapLes

VINDLACE AT SILL...SECURE EACH BOTTOM CORNER OF WINDLACE WITH CARPET SUPPORT
as svown (views "K", "N" ano "J").

inousTRIAL TAPE (2987X = | 1/4")...SECURE OVER RETAINER EDGES AFTER
RETAINER 1S SECURED TO ROOF RAIL WITH SCREWS.

SHROUD FOUNDATION...REFER TO PAGE 459.

WINOLAGE AT LIFT GATE OPENING...SECURE AROUND LIFT AND TAIL GATE OPENING
wiTH 76 - 4 oz. tRimmers (OPTIONAL: 4639351 starLes).

6436 [¢295¥] VIBN "E" REVISEL 1

s ewon Toewee
das2 Jonst e e sl onmu] | FISiED SOBY BISION
$25f |26 | VIEW " REVISED. 8 WINDLACE A ENGINEERING DIVISION
5399 |wwrsf view I apbuec e

o e

04945 | Vre Jrg| PEERSED 4.7, i 45 4
AN %7 | 1955 b=« |4650203





image93.jpeg
INSTRUMENT PANEL, £
NOTE: Rerer TO

pace 460 For
PILLAR TRIM.

F
CORD FLUSH WITH
i

8 Fle."a" ’

F16."8"

“VIEW 0"
APPLICATION OF WINDLACE AND FRONT PILLAR TRIM

cHEVROLET "I271" sTyLE

FIGURE "A" - WiNOLACE COMPLETE
FIGURE "B" - PILLAR TRIM BREAKOVER FOUNDATION

WINDLACE...BELOW INSTRUMENT PANEL INSERT INTO

RETAINING CHANNEL (secTion "C-C").

wew WINDLAGE AND PILLAR TRIM BELOW INSTRUMENT PANEL...

VIEW “F SECURE FOUNDATION TO IMITATION LEATHER WITH
F.5.1110 CEMENT ROLL COATED ON FOUNDATION. THIS
ASSEMBLY 1S STITCHED TO WINDLACE AND TUCKED BETWEEN

TUCK THE TMITATION PILLAR AND INSTRUMENT PANEL.

LEATHER TAB INTO

CHANNEL. CHEV. ONLY.

WINDLAGE ABOVE [NSTRUMENT PANEL AND UPPER RADIUS...
SECURE TO PILLAR WITH TABS As sHown (Ficume "B").

TOP FRONT RADIUS, OVER DOOR, TOP REAR RADIUS AND
DOWN LOCK PILLAR WiTH 62 - 4 02, TRIMMERS TACKS
€acH siDE. OPTIONAL: 463935| stapLes.

(5) WINDLACE AT FLOOR SUPPORT...SECURE TO FLOOR SUPPORT
WiTH 6 - 2 1/2 0z. TRIMMERS TACKS EACH SIDE.
OPTIONAL: 4574015 stapLes.

5 -2 1/2 0z. LACE TACKS EACH SIDE.

WINDLACE AT SILL...SECURE EACH BOTTOM CORNER OF

VIEW "K° WINDLAGE WITH CARPET SUPPORT S Swown (view "C"
SECTION “C-G* NG 1)
! SHROUD FOUNDATION...REFER To PAGE 459.
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SECTION "D-D*

Towen #1L
019121
2819-195D

LeaTHER "1019D" FaBRIC.|

CAn TRIM
9-2519-190-

" imiTATION

£16."8"

cHEVROLET "1019-19D-1219" ponTiac "2519-19D-2819-19D

FIGURI
FIGURI
F1GURI

® 0 006

APPLICATION OF CENTER PILLAR TRIM

519" (special TRIM) STYLES
E A" - CENTER PILLAR WINDLACE LESS FINISH TRIM
E "B - CENTER PILLAR FINISH TRIM PANEL
£ "C - CENTER PILLAR COMPLETE

WADDING...PLACE A PIECE OF WADDING OVER FOUNDATION
SURFACE AS SHOWN.

COVER MATERIAL...APPLY OVER WADDING AND SECURE

TO BACK SIDE OF FOUNDATION ALONG BOTH SIDES

WiTH 7.5.607 CEMENT APPLIED TO PILLAR TRIM AND
FOUNDATION SURFACES. LEAVE TOP AND BOTTOM MATERIAL
Loose.

RETAINING CLIPS...SECURE FINISK PILLAR TRIN TO
CENTER PILLAR WiTH sEveN (7) ReTaineR cLiPs
INSERTED INTO HOLES IN CENTER PILLAR.

SECURE FABRIC ACROSS TOP WITH 5 - 2 1/2 oz.
TRIMMERS Tacks, OPTIONAL: 4572148 starLes.

SECURE IMITAT ION LEATHER AT BOTTOM TO CARPET SUPPORT
WITH F.5.607 CEMENT APPLIED TO IMITAT)ON
LEATHER AND CEMENTING SURFACES.

TNk owsk 1 [*£CTON [remies
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APPLICATION OF CENTER PILLAR TRIM

cuevroLeT |062F-62DF ponTiac 2562 -62DF
2562 (SPECIAL TRIN) STYLE
FIGURE "A"™ - CENTER PILLAR WITH FOUNDATION
FIGURE "B™ - CENTER PILLAR FINISH TRIM PANELS

OVER FRONT AND BACK OF METAL PANEL WITH
F.5.1138 CEMENT APPLIED TO ENTIRE IMITATION
LEATHER SURFACE AND METAL SURFACE TO BE
COVERED BY IMITATION LEATHER. BOTTOM EOGE
ONLY TO BE LEFT OPEN.

ON ALL STYLES.

AND WASHERS. SECURE UPPER PANEL TO PILLAR
WITH THREE (3) SCREWS. THE UPPER PANEL IS
TO OVERLAP THE TOP EDGE OF THE LOWER PANEL.
SECURE 1MITATION LEATHER AT BOTTOM TO CARPET
SUPPORT WITH F.5.607 CEMENT APPLIED TO IMITA=
TION LEATHER AND CEMENTING SURFACES,

SEGTION “D-D"
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